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Appendix C. Preferred 
Alternative 
Environmental Review  





 

SR 69 Corridor Master Plan Recommendations:  
Environmental Project Overview 
 

As part of the preferred alternative, a desktop-level environmental review was completed to identify potential high-level impacts and 
constraints. Table 1 summarizes findings by resource area, with additional detail provided in the following section. 



 

Table 1: Recommended Projects – Environmental Overview Summary 

Term Project MP Project / 
Segment 

Project Description (Sub 
Project) Jurisdiction 

Potential for 
Environmental 

Impacts 

Biological Resources Cultural Resources Surface Waters Hazardous 
Materiass 

Recreation 
Sites CE if NEPA is 

required? ESA Wildlife 
Connectivity 

Historic State 
Highway System 

Survey 
recommended Floodplains WOTUS Impaired 

Waters 
Potential 

Sites 
Potential 

Properties 

Short-
Term 

1A 293.8 Prescott Lakes 
Pkwy 

SR 69/Prescott Lakes Pkwy: 
2nd WB Right Turn Lane Prescott Low Yes 

Yes, within 
wildlife-vehicle 

collision 
hotspot 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No Yes Yes No (C)23(i) SR 69/Prescott Lakes Pkwy: 

2nd WB Left Turn Lane 

1B 292.1 Old Black 
Canyon Hwy 

SR 69/Old Black Canyon 
Hwy: Thru CUT Prescott Low Yes 

Yes, within 
wildlife-vehicle 

collision 
hotspot 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No No No No (C)23(i) 

1C 291.1 Ramada Dr SR 69/Ramada Dr: 
Continuous Green T 

Yavapai 
County Low Yes Yes, diffuse 

movement area 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes No No (C)23(i) 

1D 290.8 Diamond Dr SR 69/Diamond Dr: 
Continuous Green T 

Yavapai 
County Low Yes Yes, diffuse 

movement area 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes No No (C)23(i) 

1E 289.5 Prescott East 
Hwy 

SR 69/Prescott East Hwy: 
2nd Wb Left Turn 

Prescott 
Valley Low Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes Yes Yes (C)23(i) 

1F 288.7 Glassford Hill 
Rd 

SR 69/Glassford Hill Rd: 
Extend EB Left Turn Storage 

Prescott 
Valley Low Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No No Yes Yes (C)23(i) 

1G 286.3 Mendicino Dr SR 69/Mendicino Dr: New 
Traffic Signal 

Prescott 
Valley Low Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No No Yes Yes (C)23(i) 

1H 289.7 Stoneridge Dr 
to Truwood Dr 

SR 69/Stoneridge Dr: 2nd EB 
Left Turn Lane Prescott 

Valley Low Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No No Yes Yes (C)23(i) SR 69/Stoneridge Dr: 2nd 

WB Left Turn Lane 

2 293.1 - 
293.8 

Prescott Lakes 
Pkwy to Walker 
Rd 

Lee Blvd to Walker Rd: WB 
Third Lane (Widening)  

Prescott Moderate Yes 

Yes, within 
wildlife-vehicle 

collision 
hotspot 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No No Yes No 

EA may be 
required if 

project is more 
than 

$5,000,000 or 
requires new 

ROW. 

Prescott Lakes Pkwy to 
Walker Rd: Median 

SR 69/Gateway Rd: 
Continuous Green T 

3 289.7 - 
290.1 

Sundog Ranch 
Rd to 
Stoneridge Dr 

Sundog Ranch Rd to Great 
Western Dr: MUP Northside Prescott 

Valley Low Yes Yes, diffuse 
movement area 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No No Yes Yes (C)3 Sundog Ranch Rd to 

Stoneridge Dr: MUP 
Southside 

Mid-
Term 4 286.9 - 

289.7 
Stoneridge Dr 
to Truwood Dr 

Prescott East Hwy to 
Glassford Hill Rd: EB Third 
Lane (Widening)  

Prescott 
Valley Moderate Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No No Yes Yes 

EA may be 
required if 

project is more 
than 

$5,000,000 or 
requires new 

ROW. 

Glassford Hill Rd to Truwood 
Dr: EB and WB Third Lane 
(Widening) 
Stoneridge Dr to Navajo Rd: 
Median 



 

Term Project MP Project / 
Segment 

Project Description (Sub 
Project) Jurisdiction 

Potential for 
Environmental 

Impacts 

Biological Resources Cultural Resources Surface Waters Hazardous 
Materiass 

Recreation 
Sites CE if NEPA is 

required? ESA Wildlife 
Connectivity 

Historic State 
Highway System 

Survey 
recommended Floodplains WOTUS Impaired 

Waters 
Potential 

Sites 
Potential 

Properties 

Stoneridge Dr to Navajo Rd: 
MUP Southside 
Navajo Rd to Truwood Dr: 
MUP Both Sides 

5 290.1 - 
293.1 

Walker Rd to 
Sundog Ranch 
Rd 

Walker Rd to Sundog Ranch 
Rd: EB and WB Third Lane 
(Widening) 

ASLD, 
Prescott, 
Prescott 

Valley, 
Yavapai 
County 

High Yes 

Yes, within 
wildlife-vehicle 

collision 
hotspot 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes Yes Yes 

EA may be 
required if 

project is more 
than 

$5,000,000 or 
requires new 

ROW. 

Walker Rd to Old Black 
Canyon Hwy: Median 
Walker Rd to Sundog Ranch 
Rd: MUP Southside 

Long 
Term 

6 283.5 - 
286.9 

Truwood Dr to 
Fain Rd 

Truwood Dr to Fain: EB and 
WB Third Lane (Widening) Prescott 

Valley, 
Yavapai 
County 

High Yes 

Yes, 
coordination 

with 
stakeholders 

recommended 
for widening 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes Yes Yes 

EA may be 
required if 

project is more 
than 

$5,000,000 or 
requires new 

ROW. 

Enterprise Pkwy to Fain Rd: 
Median 

Truwood Dr to Fain Rd: MUP 
Northside 

7 279.1 - 
279.4 

One Hope 
Christian 
Church 
Driveway to 
Main St 

One Hope Christian Church 
Driveway to Main St: MUP on 
Northside 

Dewey-
Homboldt, 
Prescott 

Valley Moderate 

Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes Yes No (C)3 

8 279.4 - 
286.9 

Fain Rd to One 
Hope Christian 
Church 
Driveway 

Fain to One Hope Christian 
Church Driveway: MUP on 
Northside 

Dewey-
Humboldt 

Low 

Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
Yes No Yes Yes Yes (C)3 

9 293.8 - 
295.1 Frontier Village 

to Prescott 
Lakes Pkwy 

Frontier Village to Prescott 
Lakes Pkwy: MUP on 
Southside 

ALSD, 
Prescott, 
Yavapai-
Prescott 

Indian Tribe Moderate 

Yes Not likely 

May be 
considered a non-

contributing 
factor 

If existing survey 
is too old/does 

not exist 
No No Yes Yes Yes (C)3 



 

Short-Term Projects 
1A SR 69/Prescott Lakes Pkwy: 2nd WB Right Turn Lane, 2nd WB Left Turn Lane 

- Low potential for environmental impacts. 
- No floodplains, sensitive noise receivers, or park and recreation areas. 
- The auto dealership located northwest may be a location of potential hazardous materials associated with automotive repair and 

maintenance. An environmental database search performed in accordance with ASTM E 1528-22 (Standard Practice for Limited 
Environmental Due Diligence: Transaction Screen Process) is recommended to determine the presence and risk of hazardous 
materials. 

- This section of SR 69 bisects the wildlife habitat areas of Granite Dells/Watson Lake/Glassford Hill to the north and the Prescott 
National Forest to the south, and the project is within a wildlife-vehicle collision hotspot between milepost (MP) 291.5 to MP 296 
(ADOT 2021). The entire SR 69 corridor is within the Arizona Wildlife Linkages Assessment – Linkage 35. Coordination with AZGFD, 
ADOT, and other stakeholders is recommended to identify areas of specific concern. Wildlife crossing structures and mitigation 
strategies to prevent wildlife-vehicle collisions may need to be considered. 

- Approximately 1 mile upstream of Slaughterhouse Gulch which is listed as Non-attaining by ADEQ for E. coli. If project requires 
permitting under Section 404 of the CWA additional requirements may apply. 

- Minimal known cultural resource issues, however, further survey could be needed. 
o  SR 69 is included in the Historic State Highway System (HSHS). As a component of the HSHS, SR 69 is eligible for 

inclusion in the NRHP under Criterion D for its potential to yield important information pertaining to early transportation 
in Arizona. The highway was substantially widened from a two-lane rural highway to a multi-lane divided highway in the 
1990s. As the portion of the highway within the study area has been substantially altered, it may be considered a non-
contributing component to the overall eligibility of the highway.  

o Past studies have found prehistoric sites and artifact scatters along SR 69 and within the larger study area. Further 
review of previous studies and records would be needed to inventory known cultural resources, and field survey could be 
warranted in areas if there is no previous survey or the previous survey is too old. 

1B SR 69/Old Black Canyon Hwy: Thru CUT 
- Low potential for significant environmental impacts. 
- Outside of floodplains, impaired drainages, hazardous materials sites, or park and recreation areas. 



 

- Noise-sensitive residential land use is located in the Yavapai Hills residential neighborhood to the north, but the project is not 
likely to have the potential to result in noise impacts if it doesn’t shift the roadway closer to the receivers or add roadway 
capacity. 

- The existing SR 69 corridor bisects the wildlife habitat areas of Granite Dells/Watson Lake/Glassford Hill to the north and the 
Prescott National Forest to the south, and is within the SR 69 wildlife-vehicle collision hotspot between milepost (MP) 291.5 to MP 
296 (ADOT 2021). Stakeholders including AZGFD are likely to be interested in improvement projects along SR 69. Mitigation 
strategies to prevent wildlife-vehicle collisions may need to be considered, dependent upon the project scope. 

- Minimal known cultural resource issues, however, further survey could be needed. 
o  SR 69 is included in the Historic State Highway System (HSHS). As a component of the HSHS, SR 69 is eligible for 

inclusion in the NRHP under Criterion D for its potential to yield important information pertaining to early transportation 
in Arizona. The highway was substantially widened from a two-lane rural highway to a multi-lane divided highway in the 
1990s. As the portion of the highway within the study area has been substantially altered, it may be considered a non-
contributing component to the overall eligibility of the highway.  

o Past studies have found prehistoric sites and artifact scatters along SR 69 and within the larger study area. Further 
review of previous studies and records would be needed to inventory known cultural resources, and field survey could be 
warranted in areas if there is no previous survey or the previous survey is too old. 

1C SR 69/Ramada Dr: Continuous Green T 
- Low potential for environmental impacts. 
- Outside of hazardous materials sites and park/recreation areas. 
- Directly adjacent to the Alberson Wash floodplain and regulated floodway. Approximately ½ mile east of Lynx Creek where it is 

listed Impaired by ADEQ for cadmium, copper, and zinc. If project requires permitting under Sections 404/402 of the CWA 
additional requirements may apply. 

- Potential sensitive noise receivers are located on both sides of SR 69 within residential neighborhoods. Minor widening from the 
intersection project potentially would not require a detailed noise analysis. 

- The existing SR 69 corridor bisects the wildlife habitat areas of Granite Dells/Watson Lake/Glassford Hill to the north and the 
Prescott National Forest to the south. and this section of SR 69 is within a diffuse movement area. Coordination with AZGFD, 
ADOT, and other stakeholders is recommended to identify areas of specific concern. Wildlife crossing structures and 
preventative fencing may reduce wildlife impacts. 

- Minimal known cultural resource issues, however, further survey could be needed. 



 

o SR 69 is included in the Historic State Highway System (HSHS). As a component of the HSHS, SR 69 is eligible for inclusion 
in the NRHP under Criterion D for its potential to yield important information pertaining to early transportation in Arizona. 
The highway was substantially widened from a two-lane rural highway to a multi-lane divided highway in the 1990s. As the 
portion of the highway within the study area has been substantially altered, it may be considered a non-contributing 
component to the overall eligibility of the highway. 

o Past studies have found prehistoric sites and artifact scatters along SR 69 and within the larger study area. Further 
review of previous studies and records would be needed to inventory known cultural resources, and field survey could be 
warranted in areas if there is no previous survey or the previous survey is too old. 

1d SR 69/Diamond Dr: Continuous Green T 
- Low potential for environmental impacts. 
- Outside of important wildlife areas, hazardous materials sites, and park and recreation areas. 
- Directly adjacent to the Alberson Wash floodplain and regulated floodway. Intersection improvements are unlikely to impact 

floodplain or floodway. The intersection is approximately ½ mile away from Lynx Creek where it is listed as Impaired by ADEQ for 
cadmium, copper, and zinc. If project requires permitting under Sections 404/402 of the CWA additional requirements may 
apply. 

- Potential sensitive noise receivers are located on both sides of SR 69 within residential neighborhoods, but the project is not 
likely to require noise analysis or have the potential to result in noise impacts if it doesn’t shift the roadway closer to the receivers 
or add capacity. 

- Outside the SR 69 wildlife-vehicle collision hotspot between milepost (MP) 291.5 to MP 296 (ADOT 2021). This section of SR 69 
bisects the wildlife habitat areas of Granite Dells/Watson Lake/Glassford Hill to the north and the Prescott National Forest to the 
south. The entire SR 69 corridor is within the Arizona Wildlife Linkages Assessment – Linkage 35. This section of SR 69 is within 
Yavapai County Wildlife Connectivity Assessment – Diffuse Movement Area 6. Coordination with AZGFD, ADOT, and other 
stakeholders is recommended to identify areas of specific concern. Mitigation strategies to prevent wildlife-vehicle collisions or 
facilitate wildlife passage may need to be considered 

- Minimal known cultural resource issues, however, further survey could be needed. 
o SR 69 is included in the Historic State Highway System (HSHS). As a component of the HSHS, SR 69 is eligible for inclusion 

in the NRHP under Criterion D for its potential to yield important information pertaining to early transportation in Arizona. 
The highway was substantially widened from a two-lane rural highway to a multi-lane divided highway in the 1990s. As the 
portion of the highway within the study area has been substantially altered, it may be considered a non-contributing 
component to the overall eligibility of the highway. 
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Table 4 Intersection-Level Delay and LOS For Each Alternative  (Continued) 

Int # Intersections 
  

Control Type Approach 
2022 Existing 2050 No Build 2050 Build Alt 1 2050 Build Alt 2 

AM Mid Day PM AM Mid Day PM AM Mid Day PM AM Mid Day PM 
Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS Delay LOS 

24 Bradshaw Mountain Rd Signals 

EB 11.4 B 11.3 B 14.2 B 17.3 B 15.3 B 18.4 B 19.1 B 18.3 B 27 C 19.1 B 18.3 B 27 C 
WB 13.7 B 11.8 B 15.5 B 68 E 18.3 B 72.1 E 10.5 B 9.8 A 24.2 C 10.5 B 9.8 A 24.2 C 
NB 29.4 C 31.9 C 35 C 34.7 C 33.2 C 34.2 C 124 F 70.1 E 60 E 124 F 70.1 E 60 E 
SB 28.2 C 30.7 C 38.2 D 27.8 C 31.9 C 37 D 54.2 D 60.8 E 74.9 E 54.2 D 60.8 E 74.9 E 

Total Int 15.2 B 13.8 B 16.6 B 45.3 D 18.7 B 45.2 D 23 C 20.1 C 29.1 C 23 C 20.1 C 29.1 C 

25 Kachina Pl Signals 

EB 12.2 B 13.3 B 11.7 B 19.1 B 30.4 C 35.3 D 15.6 B 11.3 B 9.1 A 15.6 B 11.3 B 9.1 A 
WB 14.1 B 12.1 B 10.9 B 41.1 D 16.7 B 18.5 B 14.8 B 12.7 B 11.1 B 14.8 B 12.7 B 11.1 B 
NB 53.6 D 36.2 D 36.9 D 103.5 F 56 E 38.1 D 78.8 E 68.7 E 78.9 E 78.8 E 68.7 E 78.9 E 
SB 27.2 C 27.6 C 28.5 C 27.6 C 28.7 C 28.5 C 46.5 D 47.4 D 57.3 E 46.5 D 47.4 D 57.3 E 

Total Int 17.2 B 14.7 B 12.7 B 37.6 D 26.6 C 28.2 C 20.6 C 16.2 B 13.4 B 20.6 C 16.2 B 13.4 B 

26 SR 169 Signals/RBT 

EB 20 B 17.1 B 21 C 101.7 F 60.4 E 124.4 F 3.1 A 3.7 A 4 A 3.1 A 3.7 A 4 A 
WB 21.9 C 20.1 C 24.8 C 50.9 D 35.1 D 39.9 D 2.9 A 2.6 A 2.9 A 2.9 A 2.6 A 2.9 A 
NB 36.3 D 36.4 D 38.5 D 39.1 D 41.2 D 39.5 D 7.6 A 16.8 C 163.9 F 7.6 A 16.8 C 163.9 F 
SB 38.8 D 36.9 D 40.3 D 103.1 F 75.7 E 124 F 64.2 F 16.3 C 45.9 E 64.2 F 16.3 C 45.9 E 

Total Int 24.5 C 21.5 C 26.1 C 82.8 F 55.3 E 99.7 F 15.3 C 5.7 A 14.2 B 15.3 C 5.7 A 14.2 B 

27 Main St Signals 

EB 9.3 A 11.6 B 7.6 A 10.6 B 13.5 B 8.6 A 14 B 14.8 B 11.5 B 14 B 14.8 B 11.5 B 
WB 13.3 B 11.2 B 11.7 B 16.1 B 14.9 B 14.4 B 13.2 B 13.3 B 12.4 B 13.2 B 13.3 B 12.4 B 
NB 32.9 C 37 D 35.1 D 35.9 D 37.9 D 36.6 D 60.5 E 56.8 E 64 E 60.5 E 56.8 E 64 E 
SB 33.5 C 37.3 D 35.4 D 36.8 D 38.3 D 37.1 D 61.7 E 57.4 E 64.8 E 61.7 E 57.4 E 64.8 E 

Total Int 14 B 13.4 B 10.5 B 16.3 B 16.1 B 12 B 20 C 17.8 B 14.4 B 20 C 17.8 B 14.4 B 
 

 































HCM 7th Signalized Intersection Summary

6: Prescott Lakes Parkway & SR 69 Existing AM Peak Hour
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 62 696 35 8 1436 447 29 22 6 353 36 61

Future Volume (veh/h) 62 696 35 8 1436 447 29 22 6 353 36 61

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 65 725 36 8 1496 466 30 23 6 368 38 64

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 357 3013 935 21 2533 984 109 93 78 432 268 390

Arrive On Green 0.10 0.59 0.59 0.02 0.66 0.66 0.03 0.05 0.05 0.13 0.14 0.14

Sat Flow, veh/h 3456 5106 1585 1781 5106 1585 3456 1870 1576 3456 1870 1582

Grp Volume(v), veh/h 65 725 36 8 1496 466 30 23 6 368 38 64

Grp Sat Flow(s),veh/h/ln 1728 1702 1585 1781 1702 1585 1728 1870 1576 1728 1870 1582

Q Serve(g_s), s 2.1 8.1 1.1 0.5 19.6 14.8 1.0 1.4 0.4 12.5 2.1 3.8

Cycle Q Clear(g_c), s 2.1 8.1 1.1 0.5 19.6 14.8 1.0 1.4 0.4 12.5 2.1 3.8

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 357 3013 935 21 2533 984 109 93 78 432 268 390

V/C Ratio(X) 0.18 0.24 0.04 0.38 0.59 0.47 0.27 0.25 0.08 0.85 0.14 0.16

Avail Cap(c_a), veh/h 458 3013 935 240 2533 984 573 362 305 573 362 470

HCM Platoon Ratio 1.00 1.00 1.00 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.93 0.93 0.93 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 49.2 11.7 10.3 58.6 13.6 7.7 56.8 54.9 54.4 51.4 45.0 35.5

Incr Delay (d2), s/veh 0.3 0.2 0.1 7.8 0.9 1.5 1.3 0.5 0.2 8.5 0.2 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.9 3.0 0.4 0.3 6.1 4.1 0.5 0.7 0.2 5.8 1.0 1.5

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 49.5 11.9 10.4 66.4 14.6 9.2 58.1 55.4 54.5 59.9 45.1 35.6

LnGrp LOS D B B E B A E E D E D D

Approach Vol, veh/h 826 1970 59 470

Approach Delay, s/veh 14.8 13.5 56.7 55.4

Approach LOS B B E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 19.5 65.6 22.1 12.8 8.2 76.9 10.9 24.0

Change Period (Y+Rc), s 7.1 6.1 7.1 6.8 6.8 6.1 7.1 6.8

Max Green Setting (Gmax), s 15.9 33.9 19.9 23.2 16.2 33.9 19.9 23.2

Max Q Clear Time (g_c+I1), s 4.1 21.6 14.5 3.4 2.5 10.1 3.0 5.8

Green Ext Time (p_c), s 0.1 11.8 0.5 0.0 0.0 12.1 0.0 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 20.5

HCM 7th LOS C
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 973 39 33 1751 7 3

Future Volume (vph) 973 39 33 1751 7 3

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Lane Util. Factor 0.91 1.00 0.97 0.91 0.97 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 3433 5085 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 3433 5085 3433 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 1069 43 36 1924 8 3

RTOR Reduction (vph) 0 9 0 0 0 3

Lane Group Flow (vph) 1069 34 36 1924 8 0

Turn Type NA Perm Prot NA Prot pm+ov

Protected Phases 6 5 2 4 5

Permitted Phases 6 4

Actuated Green, G (s) 95.6 95.6 4.2 106.4 1.4 5.6

Effective Green, g (s) 95.6 95.6 4.2 106.4 1.4 5.6

Actuated g/C Ratio 0.80 0.80 0.04 0.89 0.01 0.05

Clearance Time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Vehicle Extension (s) 6.5 6.5 1.5 6.5 1.5 1.5

Lane Grp Cap (vph) 4051 1261 120 4508 40 160

v/s Ratio Prot 0.21 0.01 c0.38 c0.00 0.00

v/s Ratio Perm 0.02 0.00

v/c Ratio 0.26 0.03 0.30 0.43 0.20 0.00

Uniform Delay, d1 3.1 2.5 56.5 1.2 58.7 54.5

Progression Factor 0.60 0.32 0.99 0.68 1.00 1.00

Incremental Delay, d2 0.2 0.0 0.4 0.3 0.9 0.0

Delay (s) 2.0 0.9 56.3 1.1 59.6 54.5

Level of Service A A E A E D

Approach Delay (s/veh) 2.0 2.1 58.2

Approach LOS A A E

Intersection Summary

HCM 2000 Control Delay (s/veh) 2.3 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.45

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.8

Intersection Capacity Utilization 49.8% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 973 39 33 1751 7 3

Future Volume (veh/h) 973 39 33 1751 7 3

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 1069 43 36 1924 8 3

Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 4007 1244 141 4496 62 93

Arrive On Green 1.00 1.00 0.08 1.00 0.02 0.02

Sat Flow, veh/h 5274 1585 3456 5274 3456 1585

Grp Volume(v), veh/h 1069 43 36 1924 8 3

Grp Sat Flow(s),veh/h/ln 1702 1585 1728 1702 1728 1585

Q Serve(g_s), s 0.0 0.0 1.2 0.0 0.3 0.2

Cycle Q Clear(g_c), s 0.0 0.0 1.2 0.0 0.3 0.2

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 4007 1244 141 4496 62 93

V/C Ratio(X) 0.27 0.03 0.26 0.43 0.13 0.03

Avail Cap(c_a), veh/h 4007 1244 616 4496 760 413

HCM Platoon Ratio 2.00 2.00 2.00 2.00 1.00 1.00

Upstream Filter(I) 0.92 0.92 0.83 0.83 1.00 1.00

Uniform Delay (d), s/veh 0.0 0.0 53.4 0.0 58.0 53.3

Incr Delay (d2), s/veh 0.2 0.0 0.3 0.2 0.3 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.1 0.0 0.5 0.1 0.1 0.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 0.2 0.0 53.7 0.2 58.4 53.3

LnGrp LOS A A D A E D

Approach Vol, veh/h 1112 1960 11

Approach Delay, s/veh 0.1 1.2 57.0

Approach LOS A A E

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 111.3 8.7 11.5 99.8

Change Period (Y+Rc), s * 5.6 6.6 6.6 * 5.6

Max Green Setting (Gmax), s * 81 26.4 21.4 * 53

Max Q Clear Time (g_c+I1), s 2.0 2.3 3.2 2.0

Green Ext Time (p_c), s 68.3 0.0 0.0 28.3

Intersection Summary

HCM 7th Control Delay, s/veh 1.0

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 95 870 14 39 1667 55 42 8 19 37 8 127

Future Volume (vph) 95 870 14 39 1667 55 42 8 19 37 8 127

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.75 1.00 1.00 0.75 1.00 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 1400 1863 1583 1400 1863 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 104 956 15 43 1832 60 46 9 21 41 9 140

RTOR Reduction (vph) 0 0 4 0 0 20 0 0 19 0 0 129

Lane Group Flow (vph) 104 956 11 43 1832 40 46 9 2 41 9 11

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 10.5 84.8 84.8 5.9 80.3 80.3 9.4 9.4 9.4 9.4 9.4 9.4

Effective Green, g (s) 10.5 84.8 84.8 5.9 80.3 80.3 9.4 9.4 9.4 9.4 9.4 9.4

Actuated g/C Ratio 0.09 0.71 0.71 0.05 0.67 0.67 0.08 0.08 0.08 0.08 0.08 0.08

Clearance Time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Vehicle Extension (s) 1.0 6.0 6.0 1.0 6.0 6.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 154 3593 1118 87 3402 1059 109 145 124 109 145 124

v/s Ratio Prot c0.06 c0.19 0.02 c0.36 0.00 0.00

v/s Ratio Perm 0.01 0.03 c0.03 0.00 0.03 0.01

v/c Ratio 0.68 0.27 0.01 0.49 0.54 0.04 0.42 0.06 0.01 0.38 0.06 0.09

Uniform Delay, d1 53.1 6.4 5.2 55.6 10.3 6.7 52.7 51.2 51.0 52.5 51.2 51.3

Progression Factor 1.00 0.98 1.00 1.23 1.07 1.03 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 8.7 0.2 0.0 1.3 0.5 0.1 1.0 0.1 0.0 0.8 0.1 0.1

Delay (s) 61.6 6.4 5.2 69.6 11.4 7.0 53.7 51.3 51.0 53.3 51.3 51.4

Level of Service E A A E B A D D D D D D

Approach Delay (s/veh) 11.7 12.6 52.7 51.8

Approach LOS B B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 15.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.54

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 19.9

Intersection Capacity Utilization 63.8% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 95 870 14 39 1667 55 42 8 19 37 8 127

Future Volume (veh/h) 95 870 14 39 1667 55 42 8 19 37 8 127

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 104 956 15 43 1832 60 46 9 21 41 9 140

Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 128 3525 1094 68 3357 1042 186 198 167 200 198 167

Arrive On Green 0.10 0.92 0.92 0.04 0.66 0.66 0.11 0.11 0.11 0.11 0.11 0.11

Sat Flow, veh/h 1781 5106 1585 1781 5106 1585 1239 1870 1585 1380 1870 1585

Grp Volume(v), veh/h 104 956 15 43 1832 60 46 9 21 41 9 140

Grp Sat Flow(s),veh/h/ln 1781 1702 1585 1781 1702 1585 1239 1870 1585 1380 1870 1585

Q Serve(g_s), s 6.9 2.4 0.1 2.9 23.0 1.6 4.2 0.5 1.4 3.3 0.5 10.4

Cycle Q Clear(g_c), s 6.9 2.4 0.1 2.9 23.0 1.6 4.7 0.5 1.4 3.8 0.5 10.4

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 128 3525 1094 68 3357 1042 186 198 167 200 198 167

V/C Ratio(X) 0.81 0.27 0.01 0.63 0.55 0.06 0.25 0.05 0.13 0.21 0.05 0.84

Avail Cap(c_a), veh/h 275 3525 1094 273 3357 1042 352 449 380 385 449 380

HCM Platoon Ratio 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.98 0.98 0.98 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 53.5 1.6 1.5 56.9 11.0 7.3 50.3 48.2 48.6 49.9 48.2 52.6

Incr Delay (d2), s/veh 4.6 0.2 0.0 3.6 0.6 0.1 0.3 0.0 0.1 0.2 0.0 4.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.2 0.7 0.0 1.3 8.1 0.5 1.3 0.2 0.6 1.2 0.2 4.3

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 58.0 1.8 1.5 60.5 11.6 7.4 50.6 48.3 48.8 50.1 48.3 56.8

LnGrp LOS E A A E B A D D D D D E

Approach Vol, veh/h 1075 1935 76 190

Approach Delay, s/veh 7.2 12.6 49.8 55.0

Approach LOS A B D D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 15.1 85.0 19.9 11.2 89.0 19.9

Change Period (Y+Rc), s 6.5 6.1 7.2 6.6 6.1 7.2

Max Green Setting (Gmax), s 18.5 52.9 28.8 18.4 52.9 28.8

Max Q Clear Time (g_c+I1), s 8.9 25.0 12.4 4.9 4.4 6.7

Green Ext Time (p_c), s 0.0 25.4 0.3 0.0 21.3 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 14.1

HCM 7th LOS B
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 796 142 67 1697 100 68

Future Volume (vph) 796 142 67 1697 100 68

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 1770 3539 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 1770 3539 3433 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 875 156 74 1865 110 75

RTOR Reduction (vph) 0 48 0 0 0 69

Lane Group Flow (vph) 875 108 74 1865 110 6

Turn Type NA Perm Prot NA Prot Perm

Protected Phases 6 5 2 4

Permitted Phases 6 4

Actuated Green, G (s) 82.7 82.7 8.7 97.9 10.3 10.3

Effective Green, g (s) 82.7 82.7 8.7 97.9 10.3 10.3

Actuated g/C Ratio 0.69 0.69 0.07 0.82 0.09 0.09

Clearance Time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Vehicle Extension (s) 5.1 5.1 2.5 5.1 2.5 2.5

Lane Grp Cap (vph) 3504 1090 128 2887 294 135

v/s Ratio Prot 0.17 0.04 c0.53 c0.03

v/s Ratio Perm 0.07 0.00

v/c Ratio 0.25 0.10 0.58 0.65 0.37 0.05

Uniform Delay, d1 7.0 6.2 53.9 4.3 51.8 50.3

Progression Factor 0.90 1.28 0.88 1.98 1.00 1.00

Incremental Delay, d2 0.2 0.2 3.7 0.8 0.6 0.1

Delay (s) 6.4 8.1 50.9 9.3 52.4 50.5

Level of Service A A D A D D

Approach Delay (s/veh) 6.7 10.9 51.6

Approach LOS A B D

Intersection Summary

HCM 2000 Control Delay (s/veh) 11.9 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.66

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 65.1% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 796 142 67 1697 100 68

Future Volume (veh/h) 796 142 67 1697 100 68

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 875 156 74 1865 110 75

Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 3630 1127 95 2909 287 132

Arrive On Green 0.71 0.71 0.05 0.82 0.08 0.08

Sat Flow, veh/h 5274 1585 1781 3647 3456 1585

Grp Volume(v), veh/h 875 156 74 1865 110 75

Grp Sat Flow(s),veh/h/ln 1702 1585 1781 1777 1728 1585

Q Serve(g_s), s 7.2 3.8 4.9 24.1 3.6 5.5

Cycle Q Clear(g_c), s 7.2 3.8 4.9 24.1 3.6 5.5

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 3630 1127 95 2909 287 132

V/C Ratio(X) 0.24 0.14 0.78 0.64 0.38 0.57

Avail Cap(c_a), veh/h 3630 1127 319 2909 798 366

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 6.1 5.6 56.1 4.2 52.1 52.9

Incr Delay (d2), s/veh 0.2 0.3 9.6 1.1 0.6 2.8

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.3 1.2 2.5 6.2 1.6 4.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 6.2 5.8 65.7 5.3 52.7 55.8

LnGrp LOS A A E A D E

Approach Vol, veh/h 1031 1939 185

Approach Delay, s/veh 6.2 7.6 54.0

Approach LOS A A D

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 104.7 15.3 12.9 91.8

Change Period (Y+Rc), s 6.5 5.3 6.5 6.5

Max Green Setting (Gmax), s 80.5 27.7 21.5 52.5

Max Q Clear Time (g_c+I1), s 26.1 7.5 6.9 9.2

Green Ext Time (p_c), s 43.8 0.4 0.1 16.5

Intersection Summary

HCM 7th Control Delay, s/veh 9.8

HCM 7th LOS A
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 43 0 86 54 1 23 28 746 20 14 1669 28

Future Volume (vph) 43 0 86 54 1 23 28 746 20 14 1669 28

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frt 1.00 0.85 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1583 1775 1583 1770 3539 1583 1770 3539 1583

Flt Permitted 0.72 1.00 0.69 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1334 1583 1292 1583 1770 3539 1583 1770 3539 1583

Peak-hour factor, PHF 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87

Adj. Flow (vph) 49 0 99 62 1 26 32 857 23 16 1918 32

RTOR Reduction (vph) 0 0 90 0 0 24 0 0 6 0 0 9

Lane Group Flow (vph) 0 49 9 0 63 2 32 857 17 16 1918 23

Turn Type Perm NA Perm Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 8 4 4 2 6

Actuated Green, G (s) 10.4 10.4 10.4 10.4 5.0 88.2 88.2 3.2 86.4 86.4

Effective Green, g (s) 10.4 10.4 10.4 10.4 5.0 88.2 88.2 3.2 86.4 86.4

Actuated g/C Ratio 0.09 0.09 0.09 0.09 0.04 0.74 0.74 0.03 0.72 0.72

Clearance Time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Vehicle Extension (s) 2.5 2.5 1.5 1.5 1.5 6.5 6.5 1.5 6.5 6.5

Lane Grp Cap (vph) 115 137 111 137 73 2601 1163 47 2548 1139

v/s Ratio Prot c0.02 0.24 0.01 c0.54

v/s Ratio Perm 0.04 0.01 c0.05 0.00 0.01 0.01

v/c Ratio 0.43 0.06 0.57 0.02 0.44 0.33 0.01 0.34 0.75 0.02

Uniform Delay, d1 52.0 50.3 52.6 50.1 56.1 5.6 4.3 57.4 10.3 4.8

Progression Factor 1.00 1.00 1.00 1.00 0.82 1.12 1.00 1.10 0.51 1.00

Incremental Delay, d2 1.8 0.1 3.9 0.0 1.5 0.3 0.0 1.2 1.6 0.0

Delay (s) 53.8 50.5 56.6 50.1 47.8 6.5 4.3 64.0 6.8 4.8

Level of Service D D E D D A A E A A

Approach Delay (s/veh) 51.6 54.7 7.9 7.2

Approach LOS D D A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 10.9 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.72

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.2

Intersection Capacity Utilization 73.8% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 43 0 86 54 1 23 28 746 20 14 1669 28

Future Volume (veh/h) 43 0 86 54 1 23 28 746 20 14 1669 28

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 49 0 99 62 1 26 32 857 23 16 1918 32

Peak Hour Factor 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 60 0 384 60 1 384 78 2055 917 49 1980 883

Arrive On Green 0.24 0.00 0.24 0.24 0.24 0.24 0.04 0.58 0.58 0.03 0.56 0.56

Sat Flow, veh/h 0 0 1585 0 2 1585 1781 3554 1585 1781 3554 1585

Grp Volume(v), veh/h 49 0 99 63 0 26 32 857 23 16 1918 32

Grp Sat Flow(s),veh/h/ln 0 0 1585 2 0 1585 1781 1777 1585 1781 1777 1585

Q Serve(g_s), s 0.0 0.0 6.1 0.0 0.0 1.5 2.1 16.1 0.7 1.1 62.3 1.1

Cycle Q Clear(g_c), s 29.1 0.0 6.1 29.1 0.0 1.5 2.1 16.1 0.7 1.1 62.3 1.1

Prop In Lane 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 60 0 384 60 0 384 78 2055 917 49 1980 883

V/C Ratio(X) 0.82 0.00 0.26 1.05 0.00 0.07 0.41 0.42 0.03 0.33 0.97 0.04

Avail Cap(c_a), veh/h 60 0 384 60 0 384 269 2055 917 278 1980 883

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 0.68 0.68 0.68

Uniform Delay (d), s/veh 60.0 0.0 36.7 59.8 0.0 35.0 55.9 14.1 10.8 57.3 25.6 12.0

Incr Delay (d2), s/veh 55.3 0.0 0.3 130.6 0.0 0.0 1.3 0.6 0.1 1.0 10.8 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.4 0.0 2.4 4.0 0.0 0.6 1.0 6.4 0.3 0.5 27.3 0.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 115.3 0.0 37.0 190.4 0.0 35.0 57.2 14.7 10.9 58.2 36.4 12.1

LnGrp LOS F D F D E B B E D B

Approach Vol, veh/h 148 89 912 1966

Approach Delay, s/veh 62.9 145.0 16.1 36.2

Approach LOS E F B D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 9.6 75.4 35.0 12.1 72.9 35.0

Change Period (Y+Rc), s 6.3 6.0 5.9 6.9 * 6 5.9

Max Green Setting (Gmax), s 18.7 54.0 29.1 18.1 * 55 29.1

Max Q Clear Time (g_c+I1), s 3.1 18.1 31.1 4.1 64.3 31.1

Green Ext Time (p_c), s 0.0 18.4 0.0 0.0 0.0 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 34.7

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 28 54 15 866 0 1686 13

Future Volume (vph) 28 54 15 866 0 1686 13

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.85 0.85 0.85 0.85 0.85 0.85 0.85

Adj. Flow (vph) 33 64 18 1019 0 1984 15

RTOR Reduction (vph) 0 60 0 0 0 0 4

Lane Group Flow (vph) 33 4 18 1019 0 1984 11

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 6.7 6.7 3.2 101.5 91.8 91.8

Effective Green, g (s) 6.7 6.7 3.2 101.5 91.8 91.8

Actuated g/C Ratio 0.06 0.06 0.03 0.85 0.77 0.77

Clearance Time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 98 88 47 2993 2707 1210

v/s Ratio Prot c0.02 0.01 c0.29 c0.56

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.34 0.04 0.38 0.34 0.73 0.01

Uniform Delay, d1 54.5 53.6 57.4 2.0 7.5 3.3

Progression Factor 1.00 1.00 1.05 1.79 0.57 0.95

Incremental Delay, d2 0.7 0.1 1.8 0.3 1.6 0.0

Delay (s) 55.3 53.7 62.2 3.9 5.9 3.2

Level of Service E D E A A A

Approach Delay (s/veh) 54.2 4.9 5.9

Approach LOS D A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 7.1 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.71

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 63.1% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 28 54 15 866 0 1686 13

Future Volume (veh/h) 28 54 15 866 0 1686 13

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 33 64 18 1019 1984 15

Peak Hour Factor 0.85 0.85 0.85 0.85 0.85 0.85

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 114 102 54 2977 2677 1194

Arrive On Green 0.06 0.06 0.03 0.84 1.00 1.00

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 33 64 18 1019 1984 15

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 2.1 4.7 1.2 7.8 0.0 0.0

Cycle Q Clear(g_c), s 2.1 4.7 1.2 7.8 0.0 0.0

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 114 102 54 2977 2677 1194

V/C Ratio(X) 0.29 0.63 0.34 0.34 0.74 0.01

Avail Cap(c_a), veh/h 414 369 289 2977 2677 1194

HCM Platoon Ratio 1.00 1.00 1.00 1.00 2.00 2.00

Upstream Filter(I) 1.00 1.00 0.96 0.96 0.84 0.84

Uniform Delay (d), s/veh 53.6 54.8 57.0 2.2 0.0 0.0

Incr Delay (d2), s/veh 0.5 2.4 1.3 0.3 1.6 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.0 4.2 0.6 1.8 0.6 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 54.1 57.2 58.3 2.5 1.6 0.0

LnGrp LOS D E E A A A

Approach Vol, veh/h 97 1037 1999

Approach Delay, s/veh 56.1 3.5 1.6

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 106.2 13.8 10.1 96.1

Change Period (Y+Rc), s 5.7 6.1 6.5 5.7

Max Green Setting (Gmax), s 54.3 27.9 19.5 54.3

Max Q Clear Time (g_c+I1), s 9.8 6.7 3.2 2.0

Green Ext Time (p_c), s 22.6 0.1 0.0 48.0

Intersection Summary

HCM 7th Control Delay, s/veh 3.9

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 10 28 4 867 0 1456 10

Future Volume (vph) 10 28 4 867 0 1456 10

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88 0.88

Adj. Flow (vph) 11 32 5 985 0 1655 11

RTOR Reduction (vph) 0 31 0 0 0 0 2

Lane Group Flow (vph) 11 1 5 985 0 1655 9

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 4.8 4.8 1.6 103.5 95.9 95.9

Effective Green, g (s) 4.8 4.8 1.6 103.5 95.9 95.9

Actuated g/C Ratio 0.04 0.04 0.01 0.86 0.80 0.80

Clearance Time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 70 63 23 3052 2828 1265

v/s Ratio Prot c0.01 0.00 c0.28 c0.47

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.16 0.02 0.22 0.32 0.59 0.01

Uniform Delay, d1 55.6 55.3 58.6 1.6 4.5 2.4

Progression Factor 1.00 1.00 0.97 3.27 0.43 0.74

Incremental Delay, d2 0.4 0.0 1.7 0.3 0.7 0.0

Delay (s) 56.0 55.4 58.2 5.4 2.7 1.8

Level of Service E E E A A A

Approach Delay (s/veh) 55.6 5.7 2.6

Approach LOS E A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 4.6 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.57

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 17.9

Intersection Capacity Utilization 56.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 10 28 4 867 0 1456 10

Future Volume (veh/h) 10 28 4 867 0 1456 10

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 11 32 5 985 1655 11

Peak Hour Factor 0.88 0.88 0.88 0.88 0.88 0.88

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 90 80 18 3027 2813 1255

Arrive On Green 0.05 0.05 0.01 0.85 1.00 1.00

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 11 32 5 985 1655 11

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 0.7 2.3 0.3 6.8 0.0 0.0

Cycle Q Clear(g_c), s 0.7 2.3 0.3 6.8 0.0 0.0

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 90 80 18 3027 2813 1255

V/C Ratio(X) 0.12 0.40 0.27 0.33 0.59 0.01

Avail Cap(c_a), veh/h 425 378 282 3027 2813 1255

HCM Platoon Ratio 1.00 1.00 1.00 1.00 2.00 2.00

Upstream Filter(I) 1.00 1.00 0.95 0.95 0.73 0.73

Uniform Delay (d), s/veh 54.4 55.2 58.9 1.8 0.0 0.0

Incr Delay (d2), s/veh 0.2 1.2 2.8 0.3 0.7 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.3 2.1 0.2 1.4 0.3 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 54.6 56.4 61.8 2.1 0.7 0.0

LnGrp LOS D E E A A A

Approach Vol, veh/h 43 990 1666

Approach Delay, s/veh 55.9 2.4 0.7

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 107.5 12.5 7.2 100.3

Change Period (Y+Rc), s 5.3 6.4 6.0 5.3

Max Green Setting (Gmax), s 54.7 28.6 19.0 54.7

Max Q Clear Time (g_c+I1), s 8.8 4.3 2.3 2.0

Green Ext Time (p_c), s 22.0 0.0 0.0 43.0

Intersection Summary

HCM 7th Control Delay, s/veh 2.2

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 54 56 15 888 1617 30

Future Volume (vph) 54 56 15 888 1617 30

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88

Adj. Flow (vph) 61 64 17 1009 1838 34

RTOR Reduction (vph) 0 60 0 0 0 8

Lane Group Flow (vph) 61 4 17 1009 1838 26

Turn Type Prot Perm Prot NA NA Perm

Protected Phases 4 5 2 6

Permitted Phases 4 6

Actuated Green, G (s) 7.7 7.7 3.2 100.5 91.1 91.1

Effective Green, g (s) 7.7 7.7 3.2 100.5 91.1 91.1

Actuated g/C Ratio 0.06 0.06 0.03 0.84 0.76 0.76

Clearance Time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 113 101 47 2963 2686 1201

v/s Ratio Prot c0.03 0.01 c0.29 c0.52

v/s Ratio Perm 0.00 0.02

v/c Ratio 0.54 0.04 0.36 0.34 0.68 0.02

Uniform Delay, d1 54.4 52.7 57.4 2.2 7.2 3.5

Progression Factor 1.00 1.00 0.95 0.44 0.43 0.02

Incremental Delay, d2 2.5 0.1 1.7 0.3 1.3 0.0

Delay (s) 56.9 52.7 55.9 1.3 4.4 0.1

Level of Service E D E A A A

Approach Delay (s/veh) 54.8 2.2 4.4

Approach LOS D A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 5.7 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.67

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.0

Intersection Capacity Utilization 61.2% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (veh/h) 54 56 15 888 1617 30

Future Volume (veh/h) 54 56 15 888 1617 30

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 61 64 17 1009 1838 34

Peak Hour Factor 0.88 0.88 0.88 0.88 0.88 0.88

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 117 104 51 2971 2685 1198

Arrive On Green 0.07 0.07 0.06 1.00 0.76 0.76

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 61 64 17 1009 1838 34

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 4.0 4.7 1.1 0.0 31.4 0.6

Cycle Q Clear(g_c), s 4.0 4.7 1.1 0.0 31.4 0.6

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 117 104 51 2971 2685 1198

V/C Ratio(X) 0.52 0.62 0.33 0.34 0.68 0.03

Avail Cap(c_a), veh/h 356 317 353 2971 2685 1198

HCM Platoon Ratio 1.00 1.00 2.00 2.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 0.96 0.96 1.00 1.00

Uniform Delay (d), s/veh 54.2 54.6 55.4 0.0 7.4 3.7

Incr Delay (d2), s/veh 1.3 2.2 1.3 0.3 1.4 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.8 4.2 0.5 0.1 10.1 0.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 55.6 56.8 56.8 0.3 8.9 3.7

LnGrp LOS E E E A A A

Approach Vol, veh/h 125 1026 1872

Approach Delay, s/veh 56.2 1.2 8.8

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 106.1 13.9 9.7 96.5

Change Period (Y+Rc), s * 5.8 6.0 6.2 * 5.8

Max Green Setting (Gmax), s * 84 24.0 23.8 * 54

Max Q Clear Time (g_c+I1), s 2.0 6.7 3.1 33.4

Green Ext Time (p_c), s 28.5 0.2 0.0 19.6

Intersection Summary

HCM 7th Control Delay, s/veh 8.2

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (vph) 74 4 37 30 868 30 58 1540 71 43 5 21

Future Volume (vph) 74 4 37 30 868 30 58 1540 71 43 5 21

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Lane Util. Factor 0.97 1.00 1.00 0.97 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00

Frt 1.00 0.85 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (prot) 3433 1583 1583 3433 5085 1583 3433 5085 1583 3433 1770 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (perm) 3433 1583 1583 3433 5085 1583 3433 5085 1583 3433 1770 1583

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 79 4 39 32 923 32 62 1638 76 46 5 22

RTOR Reduction (vph) 0 0 37 0 0 12 0 0 28 0 0 21

Lane Group Flow (vph) 79 4 2 32 923 20 62 1638 48 46 5 1

Turn Type Prot Prot Perm Prot NA Perm Prot NA Perm Prot Prot Perm

Protected Phases 7 4 1 6 5 2 3 8

Permitted Phases 4 6 2 8

Actuated Green, G (s) 6.7 5.0 5.0 4.8 73.5 73.5 6.5 75.3 75.3 6.4 4.8 4.8

Effective Green, g (s) 6.7 5.0 5.0 4.8 73.5 73.5 6.5 75.3 75.3 6.4 4.8 4.8

Actuated g/C Ratio 0.06 0.04 0.04 0.04 0.61 0.61 0.05 0.63 0.63 0.05 0.04 0.04

Clearance Time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Vehicle Extension (s) 2.0 2.0 2.0 2.0 6.0 6.0 2.0 6.0 6.0 2.0 2.0 2.0

Lane Grp Cap (vph) 191 65 65 137 3114 969 185 3190 993 183 70 63

v/s Ratio Prot c0.02 0.00 0.01 0.18 c0.02 c0.32 0.01 c0.00

v/s Ratio Perm 0.00 0.01 0.03 0.00

v/c Ratio 0.41 0.06 0.03 0.23 0.30 0.02 0.34 0.51 0.05 0.25 0.07 0.01

Uniform Delay, d1 54.8 55.2 55.2 55.8 11.0 9.1 54.7 12.3 8.6 54.5 55.5 55.3

Progression Factor 1.00 1.00 1.00 0.97 1.09 1.00 1.18 0.48 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.5 0.1 0.1 0.3 0.2 0.0 0.4 0.6 0.1 0.3 0.2 0.0

Delay (s) 55.3 55.4 55.2 54.5 12.3 9.2 64.8 6.4 8.7 54.8 55.6 55.4

Level of Service E E E D B A E A A D E E

Approach Delay (s/veh) 55.3 13.5 8.6 55.0

Approach LOS E B A E

Intersection Summary

HCM 2000 Control Delay (s/veh) 13.3 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.48

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 28.6

Intersection Capacity Utilization 60.3% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (veh/h) 74 4 37 30 868 30 58 1540 71 43 5 21

Future Volume (veh/h) 74 4 37 30 868 30 58 1540 71 43 5 21

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 79 39 39 32 923 32 62 1638 76 46 46 22

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 214 121 121 151 2934 911 201 3012 935 181 181 103

Arrive On Green 0.06 0.08 0.08 0.04 0.57 0.57 0.12 1.00 1.00 0.05 0.05 0.07

Sat Flow, veh/h 3456 1585 1585 3456 5106 1585 3456 5106 1585 3456 3456 1585

Grp Volume(v), veh/h 79 39 39 32 923 32 62 1638 76 46 46 22

Grp Sat Flow(s),veh/h/ln 1728 1585 1585 1728 1702 1585 1728 1702 1585 1728 1728 1585

Q Serve(g_s), s 2.6 2.8 2.8 1.1 11.3 1.1 2.0 0.0 0.0 1.5 1.5 1.6

Cycle Q Clear(g_c), s 2.6 2.8 2.8 1.1 11.3 1.1 2.0 0.0 0.0 1.5 1.5 1.6

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 214 121 121 151 2934 911 201 3012 935 181 181 103

V/C Ratio(X) 0.37 0.32 0.32 0.21 0.31 0.04 0.31 0.54 0.08 0.25 0.25 0.21

Avail Cap(c_a), veh/h 406 369 369 441 2934 911 438 3012 935 412 412 372

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 0.94 0.94 0.94 1.00 1.00 1.00

Uniform Delay (d), s/veh 54.0 52.5 52.5 55.4 13.3 11.1 50.8 0.0 0.0 54.6 54.6 53.2

Incr Delay (d2), s/veh 0.4 0.6 0.6 0.3 0.3 0.1 0.3 0.7 0.2 0.3 0.3 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.2 1.1 1.1 0.5 4.2 0.4 0.8 0.2 0.0 0.7 0.7 0.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 54.4 53.0 53.0 55.6 13.5 11.2 51.1 0.7 0.2 54.9 54.9 53.5

LnGrp LOS D D D E B B D A A D D D

Approach Vol, veh/h 122 987 1776 73 73

Approach Delay, s/veh 53.9 14.8 2.4 54.3 54.3

Approach LOS D B A D D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 12.9 76.8 14.0 16.3 14.8 75.0 15.3 14.9

Change Period (Y+Rc), s 7.7 6.0 7.7 7.1 7.8 6.0 * 7.9 * 7.1

Max Green Setting (Gmax), s 15.3 34.0 14.3 27.9 15.2 34.0 * 14 * 28

Max Q Clear Time (g_c+I1), s 3.1 2.0 3.5 4.8 4.0 13.3 4.6 3.6

Green Ext Time (p_c), s 0.0 27.4 0.0 0.0 0.1 12.7 0.1 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 10.0

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 30 908 23 84 1236 75 62 12 115 32 17 53

Future Volume (vph) 30 908 23 84 1236 75 62 12 115 32 17 53

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 0.97 0.95 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.86 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1563 3433 3059 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1563 3433 3059 3433 1863 1583

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 32 966 24 89 1315 80 66 13 122 34 18 56

RTOR Reduction (vph) 0 0 10 0 0 29 0 112 0 0 0 52

Lane Group Flow (vph) 32 966 14 89 1315 51 66 23 0 34 18 4

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 4

Actuated Green, G (s) 4.4 68.5 68.5 12.3 76.3 76.3 5.8 9.9 3.5 7.6 7.6

Effective Green, g (s) 4.4 68.5 68.5 12.3 76.3 76.3 5.8 9.9 3.5 7.6 7.6

Actuated g/C Ratio 0.04 0.57 0.57 0.10 0.64 0.64 0.05 0.08 0.03 0.06 0.06

Clearance Time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Vehicle Extension (s) 1.5 6.0 6.0 4.0 6.0 6.0 2.0 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 64 2902 903 181 3233 993 165 252 100 117 100

v/s Ratio Prot 0.02 0.19 c0.05 c0.26 c0.02 0.01 0.01 c0.01

v/s Ratio Perm 0.01 0.03 0.00

v/c Ratio 0.50 0.33 0.02 0.49 0.41 0.05 0.40 0.09 0.34 0.15 0.04

Uniform Delay, d1 56.7 13.6 11.1 50.9 10.7 8.2 55.4 50.9 57.1 53.2 52.8

Progression Factor 1.01 1.81 1.00 1.12 0.72 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 2.2 0.3 0.0 2.6 0.3 0.1 0.6 0.1 0.7 0.2 0.1

Delay (s) 59.7 25.0 11.2 59.6 8.0 8.3 56.0 51.0 57.9 53.4 52.8

Level of Service E C B E A A E D E D D

Approach Delay (s/veh) 25.7 11.1 52.6 54.5

Approach LOS C B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 21.1 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.41

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 25.9

Intersection Capacity Utilization 61.2% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 30 908 23 84 1236 75 62 12 115 32 17 53

Future Volume (veh/h) 30 908 23 84 1236 75 62 12 115 32 17 53

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 32 966 24 89 1315 80 66 13 122 34 18 56

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 58 3086 958 113 3237 1004 111 168 150 78 160 135

Arrive On Green 0.03 0.60 0.60 0.13 1.00 1.00 0.03 0.09 0.09 0.02 0.09 0.09

Sat Flow, veh/h 1781 5106 1584 1781 5106 1584 3456 1777 1585 3456 1870 1585

Grp Volume(v), veh/h 32 966 24 89 1315 80 66 13 122 34 18 56

Grp Sat Flow(s),veh/h/ln 1781 1702 1584 1781 1702 1584 1728 1777 1585 1728 1870 1585

Q Serve(g_s), s 2.1 11.1 0.7 5.8 0.0 0.0 2.3 0.8 9.1 1.2 1.1 4.0

Cycle Q Clear(g_c), s 2.1 11.1 0.7 5.8 0.0 0.0 2.3 0.8 9.1 1.2 1.1 4.0

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 58 3086 958 113 3237 1004 111 168 150 78 160 135

V/C Ratio(X) 0.55 0.31 0.03 0.79 0.41 0.08 0.60 0.08 0.81 0.44 0.11 0.41

Avail Cap(c_a), veh/h 242 3086 958 243 3237 1004 435 422 376 435 444 376

HCM Platoon Ratio 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.97 0.97 0.97 0.87 0.87 0.87 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 57.2 11.6 9.5 51.7 0.0 0.0 57.3 49.5 53.3 57.9 50.7 52.0

Incr Delay (d2), s/veh 2.9 0.3 0.0 14.1 0.3 0.1 1.9 0.1 3.9 1.4 0.1 0.7

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.0 4.1 0.3 2.9 0.1 0.0 1.0 0.4 3.7 0.5 0.5 1.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 60.0 11.8 9.6 65.8 0.3 0.1 59.2 49.6 57.2 59.3 50.8 52.8

LnGrp LOS E B A E A A E D E E D D

Approach Vol, veh/h 1022 1484 201 108

Approach Delay, s/veh 13.3 4.2 57.4 54.5

Approach LOS B A E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 10.6 81.9 10.7 16.8 14.2 78.3 9.6 17.9

Change Period (Y+Rc), s 6.7 5.8 6.9 6.5 6.6 5.8 6.9 6.5

Max Green Setting (Gmax), s 16.3 34.2 15.1 28.5 16.4 34.2 15.1 28.5

Max Q Clear Time (g_c+I1), s 4.1 2.0 4.3 6.0 7.8 13.1 3.2 11.1

Green Ext Time (p_c), s 0.0 23.8 0.1 0.1 0.2 13.3 0.0 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 13.3

HCM 7th LOS B



HCM Signalized Intersection Capacity Analysis

16: Prescott E Highway & SR 69 Existing AM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 31

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 102 941 68 10 1371 71 50 24 12 107 61 275

Future Volume (vph) 102 941 68 10 1371 71 50 24 12 107 61 275

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Lane Util. Factor 0.97 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 1770 5085 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.71 1.00 1.00 0.74 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 1770 5085 1583 1330 1863 1583 1379 1863 1583

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 111 1023 74 11 1490 77 54 26 13 116 66 299

RTOR Reduction (vph) 0 0 21 0 0 27 0 0 11 0 0 264

Lane Group Flow (vph) 111 1023 53 11 1490 50 54 26 2 116 66 35

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 8.0 85.5 85.5 1.2 78.4 78.4 14.2 14.2 14.2 14.2 14.2 14.2

Effective Green, g (s) 8.0 85.5 85.5 1.2 78.4 78.4 14.2 14.2 14.2 14.2 14.2 14.2

Actuated g/C Ratio 0.07 0.71 0.71 0.01 0.65 0.65 0.12 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 228 3623 1127 17 3322 1034 157 220 187 163 220 187

v/s Ratio Prot c0.03 c0.20 0.01 c0.29 0.01 0.04

v/s Ratio Perm 0.03 0.03 0.04 0.00 c0.08 0.02

v/c Ratio 0.49 0.28 0.05 0.65 0.45 0.05 0.34 0.12 0.01 0.71 0.30 0.19

Uniform Delay, d1 54.0 6.2 5.1 59.2 10.2 7.4 48.6 47.3 46.7 50.9 48.4 47.7

Progression Factor 0.95 0.28 0.07 1.01 0.45 0.07 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.6 0.2 0.1 45.2 0.4 0.1 0.5 0.1 0.0 11.5 0.3 0.2

Delay (s) 52.1 1.9 0.4 105.0 5.0 0.6 49.1 47.4 46.7 62.4 48.6 47.9

Level of Service D A A F A A D D D E D D

Approach Delay (s/veh) 6.4 5.5 48.3 51.5

Approach LOS A A D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 13.6 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.49

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 19.4

Intersection Capacity Utilization 64.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 102 941 68 10 1371 71 50 24 12 107 61 275

Future Volume (veh/h) 102 941 68 10 1371 71 50 24 12 107 61 275

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 111 1023 74 11 1490 77 54 26 13 116 66 299

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 169 3163 982 27 2983 926 239 384 325 326 384 325

Arrive On Green 0.10 1.00 1.00 0.02 0.58 0.58 0.21 0.21 0.21 0.21 0.21 0.21

Sat Flow, veh/h 3456 5106 1585 1781 5106 1585 1017 1870 1585 1368 1870 1585

Grp Volume(v), veh/h 111 1023 74 11 1490 77 54 26 13 116 66 299

Grp Sat Flow(s),veh/h/ln 1728 1702 1585 1781 1702 1585 1017 1870 1585 1368 1870 1585

Q Serve(g_s), s 3.7 0.0 0.0 0.7 20.6 2.5 5.5 1.3 0.8 9.0 3.5 22.2

Cycle Q Clear(g_c), s 3.7 0.0 0.0 0.7 20.6 2.5 9.0 1.3 0.8 10.3 3.5 22.2

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 169 3163 982 27 2983 926 239 384 325 326 384 325

V/C Ratio(X) 0.66 0.32 0.08 0.40 0.50 0.08 0.23 0.07 0.04 0.36 0.17 0.92

Avail Cap(c_a), veh/h 720 3163 982 374 2983 926 295 486 412 400 486 412

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.96 0.96 0.96 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 53.2 0.0 0.0 58.5 14.6 10.9 43.0 38.4 38.2 42.6 39.3 46.7

Incr Delay (d2), s/veh 1.6 0.3 0.1 3.5 0.6 0.2 0.2 0.0 0.0 0.2 0.1 20.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.6 0.1 0.0 0.4 7.7 0.9 1.4 0.6 0.3 3.1 1.6 10.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 54.8 0.3 0.1 62.0 15.2 11.1 43.2 38.5 38.2 42.8 39.4 66.7

LnGrp LOS D A A E B B D D D D D E

Approach Vol, veh/h 1208 1578 93 481

Approach Delay, s/veh 5.3 15.4 41.2 57.2

Approach LOS A B D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 12.9 75.7 31.4 8.6 79.9 31.4

Change Period (Y+Rc), s 7.0 * 5.6 6.8 6.8 * 5.6 6.8

Max Green Setting (Gmax), s 25.0 * 44 31.2 25.2 * 45 31.2

Max Q Clear Time (g_c+I1), s 5.7 22.6 24.2 2.7 2.0 11.0

Green Ext Time (p_c), s 0.1 18.6 0.5 0.0 22.6 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 18.4

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 249 698 64 81 1113 114 54 100 50 172 121 244

Future Volume (vph) 249 698 64 81 1113 114 54 100 50 172 121 244

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Lane Util. Factor 0.97 0.95 1.00 1.00 0.91 1.00 1.00 0.95 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.95 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 3539 1583 1770 5085 1583 1770 3363 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 3539 1583 1770 5085 1583 1770 3363 3433 1863 1583

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 271 759 70 88 1210 124 59 109 54 187 132 265

RTOR Reduction (vph) 0 0 35 0 0 55 0 49 0 0 0 145

Lane Group Flow (vph) 271 759 35 88 1210 69 59 114 0 187 132 120

Turn Type Prot NA Perm Prot NA pm+ov Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 7 3 8 7 4 1

Permitted Phases 6 2 4

Actuated Green, G (s) 14.3 60.8 60.8 9.5 55.8 66.8 7.7 12.0 11.0 16.0 30.3

Effective Green, g (s) 14.3 60.8 60.8 9.5 55.8 66.8 7.7 12.0 11.0 16.0 30.3

Actuated g/C Ratio 0.12 0.51 0.51 0.08 0.47 0.56 0.06 0.10 0.09 0.13 0.25

Clearance Time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Vehicle Extension (s) 4.0 6.5 6.5 2.5 6.5 2.0 2.0 3.5 2.0 2.0 4.0

Lane Grp Cap (vph) 409 1793 802 140 2364 881 113 336 314 248 399

v/s Ratio Prot c0.08 c0.21 0.05 c0.24 0.01 0.03 0.03 c0.05 c0.07 0.04

v/s Ratio Perm 0.02 0.04 0.04

v/c Ratio 0.66 0.42 0.04 0.63 0.51 0.08 0.52 0.34 0.60 0.53 0.30

Uniform Delay, d1 50.5 18.6 14.9 53.5 22.5 12.3 54.4 50.3 52.4 48.5 36.3

Progression Factor 0.80 1.90 1.00 1.38 0.47 0.20 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 4.3 0.7 0.1 6.2 0.7 0.0 2.0 0.7 2.0 1.1 0.6

Delay (s) 44.6 36.0 15.0 80.2 11.3 2.5 56.4 51.0 54.4 49.6 36.9

Level of Service D D B F B A E D D D D

Approach Delay (s/veh) 36.8 14.8 52.4 45.4

Approach LOS D B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 29.9 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 26.9

Intersection Capacity Utilization 63.4% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 249 698 64 81 1113 114 54 100 50 172 121 244

Future Volume (veh/h) 249 698 64 81 1113 114 54 100 50 172 121 244

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 271 759 70 88 1210 124 59 109 54 187 132 265

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 337 1754 782 112 2335 838 102 351 164 248 317 423

Arrive On Green 0.10 0.49 0.49 0.06 0.46 0.46 0.06 0.15 0.15 0.07 0.17 0.17

Sat Flow, veh/h 3456 3554 1585 1781 5106 1585 1781 2350 1100 3456 1870 1585

Grp Volume(v), veh/h 271 759 70 88 1210 124 59 81 82 187 132 265

Grp Sat Flow(s),veh/h/ln 1728 1777 1585 1781 1702 1585 1781 1777 1672 1728 1870 1585

Q Serve(g_s), s 9.2 16.5 2.8 5.8 20.2 4.8 3.9 4.9 5.3 6.4 7.6 17.7

Cycle Q Clear(g_c), s 9.2 16.5 2.8 5.8 20.2 4.8 3.9 4.9 5.3 6.4 7.6 17.7

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.66 1.00 1.00

Lane Grp Cap(c), veh/h 337 1754 782 112 2335 838 102 265 250 248 317 423

V/C Ratio(X) 0.80 0.43 0.09 0.78 0.52 0.15 0.58 0.30 0.33 0.76 0.42 0.63

Avail Cap(c_a), veh/h 438 1754 782 229 2335 838 232 355 334 573 452 538

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 53.0 19.6 16.1 55.4 23.2 14.4 55.1 45.5 45.7 54.7 44.5 38.7

Incr Delay (d2), s/veh 9.3 0.8 0.2 8.5 0.8 0.4 1.9 0.8 0.9 1.8 0.3 0.6

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 4.4 6.8 1.1 2.9 8.1 1.8 1.8 2.2 2.2 2.8 3.5 6.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 62.4 20.4 16.3 63.9 24.0 14.8 57.1 46.3 46.6 56.4 44.9 39.3

LnGrp LOS E C B E C B E D D E D D

Approach Vol, veh/h 1100 1422 222 584

Approach Delay, s/veh 30.4 25.7 49.3 46.0

Approach LOS C C D D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 19.5 60.9 13.3 26.3 15.2 65.2 15.7 23.9

Change Period (Y+Rc), s 7.8 6.0 6.4 6.0 7.6 6.0 7.1 6.0

Max Green Setting (Gmax), s 15.2 34.0 15.6 29.0 15.4 34.0 19.9 24.0

Max Q Clear Time (g_c+I1), s 11.2 22.2 5.9 19.7 7.8 18.5 8.4 7.3

Green Ext Time (p_c), s 0.5 10.2 0.0 0.7 0.1 9.7 0.2 0.8

Intersection Summary

HCM 7th Control Delay, s/veh 32.4

HCM 7th LOS C
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 75 799 18 101 1286 72 22 22 75 71 52 93

Future Volume (vph) 75 799 18 101 1286 72 22 22 75 71 52 93

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.72 1.00 1.00 0.48 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1341 1863 1583 890 1863 1583

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 82 868 20 110 1398 78 24 24 82 77 57 101

RTOR Reduction (vph) 0 0 8 0 0 28 0 0 77 0 0 92

Lane Group Flow (vph) 82 868 12 110 1398 50 24 24 5 77 57 9

Turn Type Prot NA Perm Prot NA Perm pm+pt NA Perm pm+pt NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 8.0 73.4 73.4 10.9 76.3 76.3 10.6 6.7 6.7 18.0 10.4 10.4

Effective Green, g (s) 8.0 73.4 73.4 10.9 76.3 76.3 10.6 6.7 6.7 18.0 10.4 10.4

Actuated g/C Ratio 0.07 0.61 0.61 0.09 0.64 0.64 0.09 0.06 0.06 0.15 0.09 0.09

Clearance Time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Vehicle Extension (s) 1.0 7.0 7.0 1.0 7.0 7.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 118 2164 968 160 2250 1006 132 104 88 189 161 137

v/s Ratio Prot 0.05 0.25 c0.06 c0.40 0.01 0.01 c0.03 0.03

v/s Ratio Perm 0.01 0.03 0.01 0.00 c0.04 0.01

v/c Ratio 0.69 0.40 0.01 0.69 0.62 0.05 0.18 0.23 0.05 0.41 0.35 0.06

Uniform Delay, d1 54.8 12.0 9.1 52.9 13.2 8.2 50.6 54.2 53.6 45.4 51.6 50.3

Progression Factor 1.35 0.82 1.00 1.06 0.58 1.68 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 12.6 0.5 0.0 7.2 1.0 0.1 0.2 0.4 0.1 0.5 0.5 0.1

Delay (s) 86.4 10.4 9.1 63.1 8.6 13.9 50.8 54.6 53.7 45.9 52.1 50.4

Level of Service F B A E A B D D D D D D

Approach Delay (s/veh) 16.8 12.7 53.4 49.3

Approach LOS B B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 18.8 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.63

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 21.4

Intersection Capacity Utilization 64.8% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 75 799 18 101 1286 72 22 22 75 71 52 93

Future Volume (veh/h) 75 799 18 101 1286 72 22 22 75 71 52 93

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 82 868 20 110 1398 78 24 24 82 77 57 101

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 104 2226 993 133 2285 1019 188 128 109 225 174 147

Arrive On Green 0.06 0.63 0.63 0.15 1.00 1.00 0.03 0.07 0.07 0.05 0.09 0.09

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1781 1870 1585 1781 1870 1585

Grp Volume(v), veh/h 82 868 20 110 1398 78 24 24 82 77 57 101

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1781 1870 1585 1781 1870 1585

Q Serve(g_s), s 5.5 14.5 0.6 7.2 0.0 0.0 1.5 1.5 6.1 4.7 3.4 7.4

Cycle Q Clear(g_c), s 5.5 14.5 0.6 7.2 0.0 0.0 1.5 1.5 6.1 4.7 3.4 7.4

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 104 2226 993 133 2285 1019 188 128 109 225 174 147

V/C Ratio(X) 0.79 0.39 0.02 0.83 0.61 0.08 0.13 0.19 0.75 0.34 0.33 0.68

Avail Cap(c_a), veh/h 251 2226 993 251 2285 1019 406 458 388 400 458 388

HCM Platoon Ratio 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.69 0.69 0.69 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 55.8 11.1 8.5 50.3 0.0 0.0 49.7 52.7 54.9 47.7 50.9 52.7

Incr Delay (d2), s/veh 5.0 0.5 0.0 3.4 0.9 0.1 0.1 0.3 3.9 0.3 0.4 2.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.6 5.5 0.2 3.1 0.3 0.0 0.7 0.7 2.6 2.1 1.6 3.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 60.8 11.6 8.5 53.6 0.9 0.1 49.8 53.0 58.8 48.0 51.3 54.8

LnGrp LOS E B A D A A D D E D D D

Approach Vol, veh/h 970 1586 130 235

Approach Delay, s/veh 15.7 4.5 56.1 51.7

Approach LOS B A E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 13.1 82.8 7.3 16.8 15.1 80.9 10.2 13.8

Change Period (Y+Rc), s 6.1 * 5.7 4.0 5.6 6.1 * 5.7 4.0 5.6

Max Green Setting (Gmax), s 16.9 * 34 18.0 29.4 16.9 * 34 18.0 29.4

Max Q Clear Time (g_c+I1), s 7.5 2.0 3.5 9.4 9.2 16.5 6.7 8.1

Green Ext Time (p_c), s 0.0 28.0 0.0 0.2 0.0 12.3 0.0 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 14.3

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 113 809 9 5 1398 191 40 25 2 108 16 91

Future Volume (vph) 113 809 9 5 1398 191 40 25 2 108 16 91

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.97 0.96 1.00

Satd. Flow (prot) 1770 3539 1547 1770 3539 1583 1802 1785 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.63 0.73 1.00

Satd. Flow (perm) 1770 3539 1547 1770 3539 1583 1166 1362 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 122 870 10 5 1503 205 43 27 2 116 17 98

RTOR Reduction (vph) 0 0 3 0 0 45 0 1 0 0 0 85

Lane Group Flow (vph) 122 870 7 5 1503 160 0 71 0 0 133 13

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 12.7 85.5 85.5 1.2 73.6 73.6 16.3 16.2 16.2

Effective Green, g (s) 12.7 85.5 85.5 1.2 73.6 73.6 16.3 16.2 16.2

Actuated g/C Ratio 0.11 0.71 0.71 0.01 0.61 0.61 0.14 0.13 0.13

Clearance Time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Vehicle Extension (s) 2.0 6.0 6.0 1.5 6.0 6.0 1.5 2.0 2.0

Lane Grp Cap (vph) 187 2521 1102 17 2170 970 158 183 213

v/s Ratio Prot c0.07 0.25 0.00 c0.42

v/s Ratio Perm 0.00 0.10 0.06 c0.10 0.01

v/c Ratio 0.65 0.35 0.01 0.29 0.69 0.17 0.45 0.73 0.06

Uniform Delay, d1 51.5 6.6 5.0 59.0 15.6 10.0 47.7 49.8 45.3

Progression Factor 0.81 2.72 1.00 1.14 0.38 0.18 1.00 1.00 1.00

Incremental Delay, d2 5.8 0.4 0.0 2.9 1.5 0.3 0.7 11.5 0.0

Delay (s) 47.7 18.2 5.0 69.9 7.5 2.1 48.5 61.3 45.3

Level of Service D B A E A A D E D

Approach Delay (s/veh) 21.7 7.0 48.5 54.5

Approach LOS C A D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 16.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.69

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 17.5

Intersection Capacity Utilization 69.7% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 113 809 9 5 1398 191 40 25 2 108 16 91

Future Volume (veh/h) 113 809 9 5 1398 191 40 25 2 108 16 91

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 122 870 10 5 1503 205 43 27 2 116 17 98

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 147 2454 1094 14 2182 973 93 49 3 224 25 250

Arrive On Green 0.17 1.00 1.00 0.02 1.00 1.00 0.16 0.16 0.16 0.16 0.16 0.16

Sat Flow, veh/h 1781 3554 1584 1781 3554 1584 287 309 17 1064 156 1585

Grp Volume(v), veh/h 122 870 10 5 1503 205 72 0 0 133 0 98

Grp Sat Flow(s),veh/h/ln 1781 1777 1584 1781 1777 1584 613 0 0 1220 0 1585

Q Serve(g_s), s 8.0 0.0 0.0 0.3 0.0 0.0 4.1 0.0 0.0 0.0 0.0 6.7

Cycle Q Clear(g_c), s 8.0 0.0 0.0 0.3 0.0 0.0 16.8 0.0 0.0 12.7 0.0 6.7

Prop In Lane 1.00 1.00 1.00 1.00 0.60 0.03 0.87 1.00

Lane Grp Cap(c), veh/h 147 2454 1094 14 2182 973 144 0 0 248 0 250

V/C Ratio(X) 0.83 0.35 0.01 0.37 0.69 0.21 0.50 0.00 0.00 0.54 0.00 0.39

Avail Cap(c_a), veh/h 383 2454 1094 386 2182 973 307 0 0 407 0 425

HCM Platoon Ratio 2.00 2.00 2.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.92 0.92 0.92 0.76 0.76 0.76 1.00 0.00 0.00 1.00 0.00 1.00

Uniform Delay (d), s/veh 49.3 0.0 0.0 58.8 0.0 0.0 51.8 0.0 0.0 47.9 0.0 45.4

Incr Delay (d2), s/veh 4.2 0.4 0.0 4.5 1.4 0.4 1.0 0.0 0.0 0.7 0.0 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.4 0.1 0.0 0.2 0.4 0.1 2.2 0.0 0.0 3.8 0.0 2.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 53.5 0.4 0.0 63.3 1.4 0.4 52.8 0.0 0.0 48.6 0.0 45.8

LnGrp LOS D A A E A A D D D

Approach Vol, veh/h 1002 1713 72 231

Approach Delay, s/veh 6.8 1.4 52.8 47.4

Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 16.1 79.2 24.7 6.9 88.4 24.7

Change Period (Y+Rc), s 6.2 5.5 5.8 6.0 * 5.5 * 5.8

Max Green Setting (Gmax), s 25.8 44.5 32.2 26.0 * 45 * 32

Max Q Clear Time (g_c+I1), s 10.0 2.0 14.7 2.3 2.0 18.8

Green Ext Time (p_c), s 0.1 35.2 0.6 0.0 18.4 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 8.0

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 87 750 35 7 1277 80 21 23 15 89 34 268

Future Volume (vph) 87 750 35 7 1277 80 21 23 15 89 34 268

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.97 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.94 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1543 1770 3539 1583 1770 1754 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 0.73 1.00 1.00

Satd. Flow (perm) 1770 3539 1543 1770 3539 1583 1365 1754 1360 1863 1583

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 95 815 38 8 1388 87 23 25 16 97 37 291

RTOR Reduction (vph) 0 0 10 0 0 26 0 14 0 0 0 256

Lane Group Flow (vph) 95 815 28 8 1388 61 23 27 0 97 37 35

Confl. Peds. (#/hr) 2 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 10.4 87.5 87.5 1.2 78.3 78.3 14.4 14.4 14.4 14.4 14.4

Effective Green, g (s) 10.4 87.5 87.5 1.2 78.3 78.3 14.4 14.4 14.4 14.4 14.4

Actuated g/C Ratio 0.09 0.73 0.73 0.01 0.65 0.65 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Vehicle Extension (s) 1.5 5.7 5.7 1.5 5.7 5.7 3.0 3.0 3.0 3.0 3.0

Lane Grp Cap (vph) 153 2580 1125 17 2309 1032 163 210 163 223 189

v/s Ratio Prot c0.05 0.23 0.00 c0.39 0.02 0.02

v/s Ratio Perm 0.02 0.04 0.02 c0.07 0.02

v/c Ratio 0.62 0.32 0.02 0.47 0.60 0.06 0.14 0.13 0.60 0.17 0.18

Uniform Delay, d1 52.9 5.7 4.5 59.1 11.9 7.5 47.3 47.2 50.0 47.4 47.5

Progression Factor 1.12 0.87 8.23 1.06 0.33 0.17 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 5.3 0.3 0.0 6.2 1.0 0.1 0.4 0.3 5.7 0.4 0.5

Delay (s) 64.7 5.3 36.9 68.7 4.9 1.4 47.7 47.5 55.8 47.8 48.0

Level of Service E A D E A A D D E D D

Approach Delay (s/veh) 12.5 5.1 47.5 49.7

Approach LOS B A D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.9 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.60

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 16.9

Intersection Capacity Utilization 70.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 87 750 35 7 1277 80 21 23 15 89 34 268

Future Volume (veh/h) 87 750 35 7 1277 80 21 23 15 89 34 268

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 95 815 38 8 1388 87 23 25 16 97 37 291

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 118 2292 1021 17 2091 931 258 218 140 313 383 324

Arrive On Green 0.13 1.00 1.00 0.02 1.00 1.00 0.20 0.20 0.20 0.20 0.20 0.20

Sat Flow, veh/h 1781 3554 1584 1781 3554 1582 1052 1066 682 1366 1870 1585

Grp Volume(v), veh/h 95 815 38 8 1388 87 23 0 41 97 37 291

Grp Sat Flow(s),veh/h/ln 1781 1777 1584 1781 1777 1582 1052 0 1748 1366 1870 1585

Q Serve(g_s), s 6.2 0.0 0.0 0.5 0.0 0.0 2.2 0.0 2.3 7.5 1.9 21.5

Cycle Q Clear(g_c), s 6.2 0.0 0.0 0.5 0.0 0.0 4.1 0.0 2.3 9.8 1.9 21.5

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.39 1.00 1.00

Lane Grp Cap(c), veh/h 118 2292 1021 17 2091 931 258 0 358 313 383 324

V/C Ratio(X) 0.81 0.36 0.04 0.46 0.66 0.09 0.09 0.00 0.11 0.31 0.10 0.90

Avail Cap(c_a), veh/h 390 2292 1021 390 2091 931 327 0 472 403 505 428

HCM Platoon Ratio 2.00 2.00 2.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.95 0.95 0.95 0.79 0.79 0.79 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 51.3 0.0 0.0 58.5 0.0 0.0 40.4 0.0 38.9 42.9 38.7 46.5

Incr Delay (d2), s/veh 4.6 0.4 0.1 5.5 1.3 0.2 0.1 0.0 0.1 0.6 0.1 17.5

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.8 0.1 0.0 0.3 0.4 0.0 0.6 0.0 1.0 2.6 0.9 10.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 56.0 0.4 0.1 64.0 1.3 0.2 40.5 0.0 39.0 43.4 38.8 64.0

LnGrp LOS E A A E A A D D D D E

Approach Vol, veh/h 948 1483 64 425

Approach Delay, s/veh 6.0 1.6 39.6 57.1

Approach LOS A A D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 13.6 76.2 30.1 6.9 83.0 30.1

Change Period (Y+Rc), s 5.7 * 5.6 5.6 5.7 * 5.6 5.6

Max Green Setting (Gmax), s 26.3 * 44 32.4 26.3 * 44 32.4

Max Q Clear Time (g_c+I1), s 8.2 2.0 23.5 2.5 2.0 6.1

Green Ext Time (p_c), s 0.1 30.6 1.1 0.0 16.2 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 11.9

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 141 681 46 3 1103 114 28 24 4 104 47 252

Future Volume (vph) 141 681 46 3 1103 114 28 24 4 104 47 252

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1863 1561 1766 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.72 1.00 1.00 0.74 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1347 1863 1561 1376 1863 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 155 748 51 3 1212 125 31 26 4 114 52 277

RTOR Reduction (vph) 0 0 15 0 0 33 0 0 3 0 0 238

Lane Group Flow (vph) 155 748 36 3 1212 92 31 26 1 114 52 39

Confl. Peds. (#/hr) 2 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 14.9 85.0 85.0 1.0 71.1 71.1 16.4 16.4 16.4 16.7 16.7 16.7

Effective Green, g (s) 14.9 85.0 85.0 1.0 71.1 71.1 16.4 16.4 16.4 16.7 16.7 16.7

Actuated g/C Ratio 0.12 0.71 0.71 0.01 0.59 0.59 0.14 0.14 0.14 0.14 0.14 0.14

Clearance Time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Vehicle Extension (s) 2.0 7.0 7.0 1.0 7.0 7.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 219 2506 1121 14 2096 937 184 254 213 191 259 220

v/s Ratio Prot c0.09 0.21 0.00 c0.34 0.01 0.03

v/s Ratio Perm 0.02 0.06 0.02 0.00 c0.08 0.02

v/c Ratio 0.71 0.30 0.03 0.21 0.58 0.10 0.17 0.10 0.00 0.60 0.20 0.18

Uniform Delay, d1 50.5 6.5 5.2 59.1 15.2 10.6 45.8 45.4 44.7 48.5 45.7 45.6

Progression Factor 0.83 1.53 4.87 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 8.0 0.3 0.1 2.8 1.2 0.2 0.2 0.1 0.0 3.3 0.1 0.1

Delay (s) 49.7 10.2 25.5 61.9 16.3 10.8 45.9 45.4 44.7 51.8 45.9 45.7

Level of Service D B C E B B D D D D D D

Approach Delay (s/veh) 17.4 15.9 45.6 47.3

Approach LOS B B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 22.0 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.60

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 17.6

Intersection Capacity Utilization 66.6% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 141 681 46 3 1103 114 28 24 4 104 47 252

Future Volume (veh/h) 141 681 46 3 1103 114 28 24 4 104 47 252

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 155 748 51 3 1212 125 31 26 4 114 52 277

Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 181 2319 1034 7 1972 880 243 368 311 315 368 311

Arrive On Green 0.20 1.00 1.00 0.00 0.55 0.55 0.20 0.20 0.20 0.20 0.20 0.20

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1049 1870 1580 1376 1870 1580

Grp Volume(v), veh/h 155 748 51 3 1212 125 31 26 4 114 52 277

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1049 1870 1580 1376 1870 1580

Q Serve(g_s), s 10.1 0.0 0.0 0.2 27.6 4.6 3.0 1.4 0.2 8.8 2.8 20.5

Cycle Q Clear(g_c), s 10.1 0.0 0.0 0.2 27.6 4.6 5.8 1.4 0.2 10.2 2.8 20.5

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 181 2319 1034 7 1972 880 243 368 311 315 368 311

V/C Ratio(X) 0.86 0.32 0.05 0.42 0.61 0.14 0.13 0.07 0.01 0.36 0.14 0.89

Avail Cap(c_a), veh/h 381 2319 1034 381 1972 880 319 505 427 419 510 431

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.95 0.95 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 47.0 0.0 0.0 59.6 18.0 12.9 42.2 39.2 38.8 43.4 39.8 46.9

Incr Delay (d2), s/veh 4.3 0.4 0.1 14.3 1.4 0.3 0.1 0.0 0.0 0.3 0.1 12.8

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 4.2 0.1 0.0 0.1 11.2 1.7 0.8 0.6 0.1 3.1 1.3 9.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 51.3 0.4 0.1 73.9 19.5 13.2 42.3 39.3 38.8 43.6 39.9 59.7

LnGrp LOS D A A E B B D D D D D E

Approach Vol, veh/h 954 1340 61 443

Approach Delay, s/veh 8.6 19.0 40.8 53.2

Approach LOS A B D D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 18.5 72.3 29.2 6.8 84.0 29.2

Change Period (Y+Rc), s 6.3 * 5.7 * 5.6 6.3 * 5.7 5.6

Max Green Setting (Gmax), s 25.7 * 44 * 33 25.7 * 44 32.4

Max Q Clear Time (g_c+I1), s 12.1 29.6 22.5 2.2 2.0 7.8

Green Ext Time (p_c), s 0.2 13.0 0.7 0.0 19.3 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 21.4

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (vph) 3 627 1296 27 19 2

Future Volume (vph) 3 627 1296 27 19 2

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Lane Util. Factor 1.00 0.95 0.95 1.00 0.97 1.00

Frt 1.00 1.00 1.00 0.85 1.00 0.85

Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1770 3539 3539 1583 3433 1583

Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1770 3539 3539 1583 3433 1583

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 3 667 1379 29 20 2

RTOR Reduction (vph) 0 0 0 9 0 2

Lane Group Flow (vph) 3 667 1379 20 20 0

Turn Type Prot NA NA Perm Prot Perm

Protected Phases 1 6 2 4

Permitted Phases 2 4

Actuated Green, G (s) 1.4 63.2 54.7 54.7 2.7 2.7

Effective Green, g (s) 1.4 63.2 54.7 54.7 2.7 2.7

Actuated g/C Ratio 0.02 0.79 0.69 0.69 0.03 0.03

Clearance Time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Vehicle Extension (s) 2.0 6.0 6.0 6.0 2.0 2.0

Lane Grp Cap (vph) 31 2809 2431 1087 116 53

v/s Ratio Prot 0.00 c0.19 c0.39 c0.01

v/s Ratio Perm 0.01 0.00

v/c Ratio 0.10 0.24 0.57 0.02 0.17 0.00

Uniform Delay, d1 38.5 2.1 6.4 3.9 37.4 37.1

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.5 0.1 0.6 0.0 0.3 0.0

Delay (s) 39.0 2.2 7.0 4.0 37.6 37.2

Level of Service D A A A D D

Approach Delay (s/veh) 2.4 7.0 37.6

Approach LOS A A D

Intersection Summary

HCM 2000 Control Delay (s/veh) 5.8 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.56

Actuated Cycle Length (s) 79.6 Sum of lost time (s) 20.8

Intersection Capacity Utilization 53.9% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group



HCM 7th Signalized Intersection Summary

22: SR 69 & Enterprise Parkway Existing AM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 44

Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (veh/h) 3 627 1296 27 19 2

Future Volume (veh/h) 3 627 1296 27 19 2

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 3 667 1379 29 20 2

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 12 2639 2216 988 140 64

Arrive On Green 0.01 0.74 0.62 0.62 0.04 0.04

Sat Flow, veh/h 1781 3647 3647 1585 3456 1585

Grp Volume(v), veh/h 3 667 1379 29 20 2

Grp Sat Flow(s),veh/h/ln 1781 1777 1777 1585 1728 1585

Q Serve(g_s), s 0.1 3.8 15.1 0.4 0.4 0.1

Cycle Q Clear(g_c), s 0.1 3.8 15.1 0.4 0.4 0.1

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 12 2639 2216 988 140 64

V/C Ratio(X) 0.26 0.25 0.62 0.03 0.14 0.03

Avail Cap(c_a), veh/h 564 2639 2532 1129 1094 502

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 31.2 2.6 7.3 4.6 29.2 29.1

Incr Delay (d2), s/veh 4.3 0.2 1.1 0.0 0.2 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.1 0.6 4.3 0.1 0.1 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 35.5 2.8 8.4 4.6 29.4 29.2

LnGrp LOS D A A A C C

Approach Vol, veh/h 670 1408 22

Approach Delay, s/veh 2.9 8.3 29.4

Approach LOS A A C

Timer - Assigned Phs 1 2 4 6

Phs Duration (G+Y+Rc), s 7.5 46.7 9.0 54.2

Change Period (Y+Rc), s 7.1 7.3 6.4 7.3

Max Green Setting (Gmax), s 20.0 45.0 20.0 45.0

Max Q Clear Time (g_c+I1), s 2.1 17.1 2.4 5.8

Green Ext Time (p_c), s 0.0 22.3 0.0 12.7

Intersection Summary

HCM 7th Control Delay, s/veh 6.8

HCM 7th LOS A
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 16 509 95 84 991 560 269 122 152 441 97 37

Future Volume (vph) 16 509 95 84 991 560 269 122 152 441 97 37

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 6.8 6.8 6.7 6.7 4.0 7.0 6.1 6.6 6.2 7.1

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.92 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1708 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1770 1708 3433 1863 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 17 547 102 90 1066 602 289 131 163 474 104 40

RTOR Reduction (vph) 0 0 69 0 0 0 0 31 0 0 0 32

Lane Group Flow (vph) 17 547 33 90 1066 602 289 263 0 474 104 8

Turn Type Prot NA Perm Prot NA Free Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 3 8 7 4 1

Permitted Phases 6 Free 4

Actuated Green, G (s) 4.8 37.0 37.0 9.9 41.8 113.1 22.1 20.3 19.7 17.4 22.2

Effective Green, g (s) 4.8 37.0 37.0 9.9 41.8 113.1 22.1 20.3 19.7 17.4 22.2

Actuated g/C Ratio 0.04 0.33 0.33 0.09 0.37 1.00 0.20 0.18 0.17 0.15 0.20

Clearance Time (s) 7.1 6.8 6.8 6.7 6.7 7.0 6.1 6.6 6.2 7.1

Vehicle Extension (s) 1.5 6.5 6.5 1.5 6.5 2.0 1.5 2.0 1.5 1.5

Lane Grp Cap (vph) 75 1157 517 154 1307 1583 345 306 597 286 310

v/s Ratio Prot 0.01 0.15 c0.05 c0.30 c0.16 c0.15 0.14 0.06 0.00

v/s Ratio Perm 0.02 c0.38 0.00

v/c Ratio 0.23 0.47 0.06 0.58 0.82 0.38 0.84 0.86 0.79 0.36 0.03

Uniform Delay, d1 52.4 30.3 26.2 49.6 32.2 0.0 43.8 45.0 44.8 42.9 36.7

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.6 1.0 0.2 3.6 4.9 0.7 15.4 19.9 6.7 0.3 0.0

Delay (s) 52.9 31.3 26.3 53.2 37.1 0.7 59.2 64.9 51.5 43.2 36.7

Level of Service D C C D D A E E D D D

Approach Delay (s/veh) 31.1 25.4 62.1 49.1

Approach LOS C C E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 36.4 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.89

Actuated Cycle Length (s) 113.1 Sum of lost time (s) 27.0

Intersection Capacity Utilization 82.5% ICU Level of Service E

Analysis Period (min) 15

c    Critical Lane Group
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 16 509 95 84 991 560 269 122 152 441 97 37

Future Volume (veh/h) 16 509 95 84 991 560 269 122 152 441 97 37

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 17 547 102 90 1066 0 289 131 163 474 104 40

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 40 1176 525 115 1311 323 143 179 555 308 297

Arrive On Green 0.02 0.33 0.33 0.06 0.37 0.00 0.18 0.19 0.19 0.16 0.16 0.16

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1781 758 943 3456 1870 1585

Grp Volume(v), veh/h 17 547 102 90 1066 0 289 0 294 474 104 40

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1781 0 1701 1728 1870 1585

Q Serve(g_s), s 1.0 12.6 4.8 5.1 27.9 0.0 16.4 0.0 17.5 13.8 5.1 2.2

Cycle Q Clear(g_c), s 1.0 12.6 4.8 5.1 27.9 0.0 16.4 0.0 17.5 13.8 5.1 2.2

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.55 1.00 1.00

Lane Grp Cap(c), veh/h 40 1176 525 115 1311 323 0 322 555 308 297

V/C Ratio(X) 0.43 0.47 0.19 0.79 0.81 0.89 0.00 0.91 0.85 0.34 0.13

Avail Cap(c_a), veh/h 345 1376 614 345 1376 517 0 329 1004 362 343

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 0.00 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 49.8 27.3 24.7 47.6 29.4 0.0 41.3 0.0 41.0 42.2 38.1 35.0

Incr Delay (d2), s/veh 2.6 1.3 0.8 4.4 5.6 0.0 7.7 0.0 27.6 1.5 0.2 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.5 5.4 1.9 2.4 12.4 0.0 7.9 0.0 9.8 5.9 2.3 0.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 52.5 28.6 25.5 52.0 35.0 0.0 49.0 0.0 68.6 43.6 38.4 35.1

LnGrp LOS D C C D C D E D D D

Approach Vol, veh/h 666 1156 583 618

Approach Delay, s/veh 28.8 36.3 58.9 42.2

Approach LOS C D E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 9.4 44.9 25.7 23.2 13.3 41.0 23.2 25.8

Change Period (Y+Rc), s 7.1 * 6.8 7.0 * 6.2 6.7 6.8 6.6 * 6.2

Max Green Setting (Gmax), s 20.0 * 40 30.0 * 20 20.0 40.0 30.0 * 20

Max Q Clear Time (g_c+I1), s 3.0 29.9 18.4 7.1 7.1 14.6 15.8 19.5

Green Ext Time (p_c), s 0.0 8.2 0.4 0.2 0.0 10.5 0.8 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 40.2

HCM 7th LOS D

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.

Unsignalized Delay for [NWR] is excluded from calculations of the approach delay and intersection delay.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 77 12 40 50 19 243 53 1289 21 54 914 52

Future Volume (vph) 77 12 40 50 19 243 53 1289 21 54 914 52

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00

Frpb, ped/bikes 1.00 0.99 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.88 1.00 0.87 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1630 1770 1542 1504 1770 3539 1564 3433 3539 1583

Flt Permitted 0.64 1.00 0.72 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1191 1630 1341 1542 1504 1770 3539 1564 3433 3539 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 85 13 44 55 21 267 58 1416 23 59 1004 57

RTOR Reduction (vph) 0 38 0 0 109 123 0 0 10 0 0 25

Lane Group Flow (vph) 85 19 0 55 37 19 58 1416 13 59 1004 32

Confl. Bikes (#/hr) 1 1

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 4 4 2 6

Actuated Green, G (s) 9.9 9.9 9.6 9.6 9.6 4.2 41.5 41.5 3.4 41.0 41.0

Effective Green, g (s) 9.9 9.9 9.6 9.6 9.6 4.2 41.5 41.5 3.4 41.0 41.0

Actuated g/C Ratio 0.14 0.14 0.13 0.13 0.13 0.06 0.57 0.57 0.05 0.56 0.56

Clearance Time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.5 6.0 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 161 221 176 203 198 102 2017 891 160 1993 891

v/s Ratio Prot 0.01 0.02 c0.03 c0.40 0.02 0.28

v/s Ratio Perm c0.07 0.04 0.01 0.01 0.02

v/c Ratio 0.53 0.09 0.31 0.18 0.09 0.57 0.70 0.01 0.37 0.50 0.04

Uniform Delay, d1 29.3 27.5 28.6 28.1 27.8 33.4 11.2 6.8 33.7 9.7 7.1

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.4 0.1 0.4 0.2 0.1 4.3 1.7 0.0 0.5 0.6 0.0

Delay (s) 30.7 27.6 29.0 28.3 27.9 37.7 12.9 6.8 34.2 10.3 7.1

Level of Service C C C C C D B A C B A

Approach Delay (s/veh) 29.4 28.2 13.7 11.4

Approach LOS C C B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 15.2 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.67

Actuated Cycle Length (s) 72.8 Sum of lost time (s) 18.3

Intersection Capacity Utilization 64.8% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 77 12 40 50 19 243 53 1289 21 54 914 52

Future Volume (veh/h) 77 12 40 50 19 243 53 1289 21 54 914 52

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 0.99 1.00 1.00 1.00 0.98 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 85 13 44 55 0 281 58 1416 23 59 1004 57

Peak Hour Factor 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 238 45 151 225 0 383 105 1959 856 205 1976 881

Arrive On Green 0.12 0.12 0.12 0.12 0.00 0.12 0.06 0.55 0.55 0.06 0.56 0.56

Sat Flow, veh/h 1098 370 1254 1346 0 3170 1781 3554 1552 3456 3554 1585

Grp Volume(v), veh/h 85 0 57 55 0 281 58 1416 23 59 1004 57

Grp Sat Flow(s),veh/h/ln 1098 0 1624 1346 0 1585 1781 1777 1552 1728 1777 1585

Q Serve(g_s), s 5.0 0.0 2.2 2.6 0.0 5.8 2.2 20.2 0.5 1.1 11.9 1.1

Cycle Q Clear(g_c), s 5.0 0.0 2.2 4.8 0.0 5.8 2.2 20.2 0.5 1.1 11.9 1.1

Prop In Lane 1.00 0.77 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 238 0 196 225 0 383 105 1959 856 205 1976 881

V/C Ratio(X) 0.36 0.00 0.29 0.24 0.00 0.73 0.55 0.72 0.03 0.29 0.51 0.06

Avail Cap(c_a), veh/h 428 0 477 458 0 931 654 2088 912 1269 2088 931

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 28.5 0.0 27.3 29.5 0.0 28.9 31.2 11.4 7.0 30.7 9.3 7.0

Incr Delay (d2), s/veh 0.3 0.0 0.3 0.2 0.0 1.0 1.7 2.0 0.0 0.3 0.7 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.3 0.0 0.8 0.8 0.0 2.2 0.9 6.9 0.1 0.4 3.9 0.3

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 28.9 0.0 27.6 29.7 0.0 29.9 32.9 13.4 7.0 30.9 10.1 7.1

LnGrp LOS C C C C C B A C B A

Approach Vol, veh/h 142 336 1497 1120

Approach Delay, s/veh 28.3 29.9 14.1 11.0

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.6 43.6 13.8 10.3 44.0 13.8

Change Period (Y+Rc), s 6.6 6.1 5.6 6.3 6.1 * 5.6

Max Green Setting (Gmax), s 25.0 40.0 20.0 25.0 40.0 * 20

Max Q Clear Time (g_c+I1), s 3.1 22.2 7.8 4.2 13.9 7.0

Green Ext Time (p_c), s 0.0 15.3 0.4 0.0 16.6 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 15.3

HCM 7th LOS B

Notes

User approved volume balancing among the lanes for turning movement.

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 164 0 75 2 0 5 45 1200 1 4 945 59

Future Volume (vph) 164 0 75 2 0 5 45 1200 1 4 945 59

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 1.00 0.95 1.00

Frt 1.00 0.85 0.90 1.00 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.99 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1583 1653 1770 3539 1770 3539 1583

Flt Permitted 0.75 1.00 0.93 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1402 1583 1551 1770 3539 1770 3539 1583

Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Adj. Flow (vph) 182 0 83 2 0 6 50 1333 1 4 1050 66

RTOR Reduction (vph) 0 71 0 0 7 0 0 0 0 0 0 31

Lane Group Flow (vph) 182 12 0 0 1 0 50 1334 0 4 1050 35

Turn Type Perm NA Perm NA Prot NA Prot NA Perm

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 6

Actuated Green, G (s) 10.9 10.9 10.9 6.3 41.3 5.0 39.7 39.7

Effective Green, g (s) 10.9 10.9 10.9 6.3 41.3 5.0 39.7 39.7

Actuated g/C Ratio 0.15 0.15 0.15 0.08 0.55 0.07 0.53 0.53

Clearance Time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Vehicle Extension (s) 1.5 1.5 2.5 1.5 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 204 231 226 149 1959 118 1883 842

v/s Ratio Prot 0.01 c0.03 c0.38 0.00 0.30

v/s Ratio Perm c0.13 0.00 0.02

v/c Ratio 0.89 0.05 0.01 0.34 0.68 0.03 0.56 0.04

Uniform Delay, d1 31.3 27.4 27.2 32.2 11.9 32.5 11.6 8.3

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 34.3 0.0 0.0 0.5 1.5 0.0 0.8 0.1

Delay (s) 65.6 27.4 27.2 32.7 13.4 32.6 12.4 8.4

Level of Service E C C C B C B A

Approach Delay (s/veh) 53.6 27.2 14.1 12.2

Approach LOS D C B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 17.2 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.70

Actuated Cycle Length (s) 74.6 Sum of lost time (s) 17.7

Intersection Capacity Utilization 63.1% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 164 0 75 2 0 5 45 1200 1 4 945 59

Future Volume (veh/h) 164 0 75 2 0 5 45 1200 1 4 945 59

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 182 0 83 2 0 6 50 1333 1 4 1050 66

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 321 0 243 97 28 180 128 1913 1 128 1850 825

Arrive On Green 0.15 0.00 0.15 0.15 0.00 0.15 0.07 0.52 0.52 0.07 0.52 0.52

Sat Flow, veh/h 1410 0 1585 211 182 1177 1781 3644 3 1781 3554 1585

Grp Volume(v), veh/h 182 0 83 8 0 0 50 650 684 4 1050 66

Grp Sat Flow(s),veh/h/ln 1410 0 1585 1570 0 0 1781 1777 1870 1781 1777 1585

Q Serve(g_s), s 8.4 0.0 3.3 0.0 0.0 0.0 1.9 19.1 19.1 0.1 14.0 1.4

Cycle Q Clear(g_c), s 8.6 0.0 3.3 0.3 0.0 0.0 1.9 19.1 19.1 0.1 14.0 1.4

Prop In Lane 1.00 1.00 0.25 0.75 1.00 0.00 1.00 1.00

Lane Grp Cap(c), veh/h 321 0 243 305 0 0 128 933 981 128 1850 825

V/C Ratio(X) 0.57 0.00 0.34 0.03 0.00 0.00 0.39 0.70 0.70 0.03 0.57 0.08

Avail Cap(c_a), veh/h 348 0 273 616 0 0 384 1022 1075 384 2043 911

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 28.6 0.0 26.3 25.1 0.0 0.0 30.8 12.4 12.4 30.0 11.3 8.3

Incr Delay (d2), s/veh 0.9 0.0 0.3 0.0 0.0 0.0 0.7 3.7 3.5 0.0 1.0 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.9 0.0 1.2 0.1 0.0 0.0 0.8 7.2 7.5 0.1 4.9 0.5

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 29.5 0.0 26.6 25.1 0.0 0.0 31.5 16.0 15.9 30.1 12.4 8.5

LnGrp LOS C C C C B B C B A

Approach Vol, veh/h 265 8 1384 1120

Approach Delay, s/veh 28.6 25.1 16.5 12.2

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.4 42.5 16.7 10.7 42.2 16.7

Change Period (Y+Rc), s 5.4 6.0 6.0 5.7 6.0 6.0

Max Green Setting (Gmax), s 15.0 40.0 12.0 15.0 40.0 25.0

Max Q Clear Time (g_c+I1), s 2.1 21.1 10.6 3.9 16.0 2.3

Green Ext Time (p_c), s 0.0 15.4 0.1 0.0 16.3 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 15.9

HCM 7th LOS B

Notes

User approved pedestrian interval to be less than phase max green.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 3 8 0 43 0 415 1 814 35 365 597 21

Future Volume (vph) 3 8 0 43 0 415 1 814 35 365 597 21

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 0.98

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1863 1770 1583 1770 3539 1548 1770 3539 1551

Flt Permitted 0.36 1.00 0.75 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 671 1863 1402 1583 1770 3539 1548 1770 3539 1551

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 3 8 0 45 0 437 1 857 37 384 628 22

RTOR Reduction (vph) 0 0 0 0 348 0 0 0 22 0 0 8

Lane Group Flow (vph) 3 8 0 45 89 0 1 857 15 384 628 14

Confl. Peds. (#/hr) 1 1

Confl. Bikes (#/hr) 1 1

Turn Type Perm NA Perm NA Prot NA Perm Prot NA Perm

Protected Phases 4 4 5 2 1 6

Permitted Phases 4 4 2 6

Actuated Green, G (s) 11.1 11.1 11.1 11.1 0.8 37.8 37.8 24.7 61.2 61.2

Effective Green, g (s) 11.1 11.1 11.1 11.1 0.8 37.8 37.8 24.7 61.2 61.2

Actuated g/C Ratio 0.12 0.12 0.12 0.12 0.01 0.41 0.41 0.27 0.66 0.66

Clearance Time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.0 1.0 2.5 1.0 1.0

Lane Grp Cap (vph) 80 222 167 188 15 1436 628 469 2326 1019

v/s Ratio Prot 0.00 c0.06 0.00 c0.24 c0.22 0.18

v/s Ratio Perm 0.00 0.03 0.01 0.01

v/c Ratio 0.04 0.04 0.27 0.47 0.07 0.60 0.02 0.82 0.27 0.01

Uniform Delay, d1 36.3 36.3 37.3 38.3 45.8 21.7 16.6 32.1 6.6 5.5

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.1 0.0 0.3 0.7 0.7 0.4 0.0 10.4 0.0 0.0

Delay (s) 36.3 36.3 37.6 39.0 46.5 22.1 16.6 42.5 6.7 5.5

Level of Service D D D D D C B D A A

Approach Delay (s/veh) 36.3 38.8 21.9 20.0

Approach LOS D D C B

Intersection Summary

HCM 2000 Control Delay (s/veh) 24.5 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.66

Actuated Cycle Length (s) 93.1 Sum of lost time (s) 20.0

Intersection Capacity Utilization 87.2% ICU Level of Service E

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology does not support Non-NEMA phasing.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 2 1 0 20 4 143 0 583 31 103 496 2

Future Volume (vph) 2 1 0 20 4 143 0 583 31 103 496 2

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.2 7.2 7.2 6.9 6.9 9.4 6.9

Lane Util. Factor 1.00 1.00 1.00 0.95 1.00 1.00 0.95

Frt 1.00 1.00 0.85 1.00 0.85 1.00 1.00

Flt Protected 0.97 0.96 1.00 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1803 1787 1583 3539 1583 1770 3537

Flt Permitted 0.79 0.76 1.00 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1475 1410 1583 3539 1583 1770 3537

Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89

Adj. Flow (vph) 2 1 0 22 4 161 0 655 35 116 557 2

RTOR Reduction (vph) 0 0 0 0 0 144 0 0 18 0 0 0

Lane Group Flow (vph) 0 3 0 0 26 17 0 655 17 116 559 0

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 8 2

Actuated Green, G (s) 8.5 8.5 8.5 40.1 40.1 9.7 59.2

Effective Green, g (s) 8.5 8.5 8.5 40.1 40.1 9.7 59.2

Actuated g/C Ratio 0.10 0.10 0.10 0.49 0.49 0.12 0.72

Clearance Time (s) 7.2 7.2 7.2 6.9 6.9 9.4 6.9

Vehicle Extension (s) 2.5 2.5 2.5 6.0 6.0 2.0 6.0

Lane Grp Cap (vph) 153 146 164 1734 776 209 2559

v/s Ratio Prot c0.19 c0.07 0.16

v/s Ratio Perm 0.00 c0.02 0.01 0.01

v/c Ratio 0.02 0.18 0.10 0.38 0.02 0.56 0.22

Uniform Delay, d1 32.9 33.5 33.2 13.0 10.7 34.0 3.7

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.0 0.4 0.2 0.4 0.0 1.8 0.1

Delay (s) 32.9 33.9 33.4 13.4 10.8 35.8 3.8

Level of Service C C C B B D A

Approach Delay (s/veh) 32.9 33.5 13.3 9.3

Approach LOS C C B A

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.0 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.38

Actuated Cycle Length (s) 81.8 Sum of lost time (s) 23.5

Intersection Capacity Utilization 66.6% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports red clearance in the range of 0 to 6 seconds.
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Movement EBL EBR NWL2 NWL NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 1230 0 17 0 66 0 905 25 0 879 0

Future Volume (vph) 1230 0 17 0 66 0 905 25 0 879 0

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.6 5.0 5.0 5.8 5.8

Lane Util. Factor 0.94 1.00 1.00 0.91 0.95

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00

Flt Protected 0.95 0.95 1.00 1.00 1.00

Satd. Flow (prot) 4990 1770 1583 5062 3539

Flt Permitted 0.95 0.95 1.00 1.00 1.00

Satd. Flow (perm) 4990 1770 1583 5062 3539

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 1309 0 18 0 70 0 963 27 0 935 0

RTOR Reduction (vph) 0 0 0 0 67 0 3 0 0 0 0

Lane Group Flow (vph) 1309 0 18 0 3 0 987 0 0 935 0

Confl. Peds. (#/hr) 1

Turn Type Prot Prot Perm NA NA

Protected Phases 8 4 2 6

Permitted Phases 4

Actuated Green, G (s) 37.7 3.6 3.6 33.5 33.5

Effective Green, g (s) 37.7 3.6 3.6 33.5 33.5

Actuated g/C Ratio 0.40 0.04 0.04 0.36 0.36

Clearance Time (s) 7.6 5.0 5.0 5.8 5.8

Vehicle Extension (s) 5.0 2.0 2.0 4.5 4.5

Lane Grp Cap (vph) 2018 68 61 1819 1272

v/s Ratio Prot c0.26 c0.01 0.20 c0.26

v/s Ratio Perm 0.00

v/c Ratio 0.65 0.26 0.04 0.54 0.74

Uniform Delay, d1 22.4 43.5 43.1 23.8 26.0

Progression Factor 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.0 0.8 0.1 0.5 2.5

Delay (s) 23.4 44.3 43.3 24.3 28.5

Level of Service C D D C C

Approach Delay (s/veh) 23.4 43.5 24.3 28.5

Approach LOS C D C C

Intersection Summary

HCM 2000 Control Delay (s/veh) 25.6 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.67

Actuated Cycle Length (s) 93.2 Sum of lost time (s) 18.4

Intersection Capacity Utilization 65.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 21 1517 13 22 1245 38 59 13 45 49 17 22

Future Volume (vph) 21 1517 13 22 1245 38 59 13 45 49 17 22

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.6 5.1 5.1 6.7 5.1 5.1 7.2 7.2 7.2 7.2

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.97 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.88 1.00 0.91

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1540 1770 1645 1770 1703

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 0.72 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1540 1359 1645 1334 1703

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 23 1649 14 24 1353 41 64 14 49 53 18 24

RTOR Reduction (vph) 0 0 4 0 0 11 0 45 0 0 22 0

Lane Group Flow (vph) 23 1649 10 24 1353 30 64 18 0 53 20 0

Confl. Peds. (#/hr) 3 3

Confl. Bikes (#/hr) 1

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4

Actuated Green, G (s) 4.2 99.9 99.9 4.2 100.0 100.0 11.9 11.9 11.9 11.9

Effective Green, g (s) 4.2 99.9 99.9 4.2 100.0 100.0 11.9 11.9 11.9 11.9

Actuated g/C Ratio 0.03 0.74 0.74 0.03 0.74 0.74 0.09 0.09 0.09 0.09

Clearance Time (s) 6.6 5.1 5.1 6.7 5.1 5.1 7.2 7.2 7.2 7.2

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 55 3762 1171 55 3766 1140 119 145 117 150

v/s Ratio Prot 0.01 c0.32 c0.01 0.27 0.01 0.01

v/s Ratio Perm 0.01 0.02 c0.05 0.04

v/c Ratio 0.42 0.44 0.01 0.44 0.36 0.03 0.54 0.13 0.45 0.13

Uniform Delay, d1 64.2 6.8 4.6 64.2 6.2 4.6 58.9 56.8 58.5 56.8

Progression Factor 1.00 1.00 1.00 1.31 0.11 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.9 0.4 0.0 2.0 0.3 0.0 2.3 0.1 1.0 0.1

Delay (s) 66.1 7.1 4.6 85.8 0.9 4.7 61.3 56.9 59.5 56.9

Level of Service E A A F A A E E E E

Approach Delay (s/veh) 7.9 2.5 59.1 58.4

Approach LOS A A E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 9.0 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.45

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 19.0

Intersection Capacity Utilization 54.1% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 0 1515 55 48 1161 1 153 0 70 0 1 0

Future Volume (vph) 0 1515 55 48 1161 1 153 0 70 0 1 0

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.2 6.2 7.3 6.2 6.2 7.6 7.0 7.0

Lane Util. Factor 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 1.00 1.00 0.85 1.00 0.85 1.00

Flt Protected 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 5085 1583 3433 5085 1562 3433 1583 1863

Flt Permitted 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 5085 1583 3433 5085 1562 3433 1583 1863

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 0 1595 58 51 1222 1 161 0 74 0 1 0

RTOR Reduction (vph) 0 0 20 0 0 0 0 63 0 0 0 0

Lane Group Flow (vph) 0 1595 38 51 1222 1 161 11 0 0 1 0

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 2 8

Actuated Green, G (s) 89.4 89.4 5.6 102.3 102.3 10.7 19.5 1.2

Effective Green, g (s) 89.4 89.4 5.6 102.3 102.3 10.7 19.5 1.2

Actuated g/C Ratio 0.66 0.66 0.04 0.76 0.76 0.08 0.14 0.01

Clearance Time (s) 6.2 6.2 7.3 6.2 6.2 7.6 7.0 7.0

Vehicle Extension (s) 6.5 6.5 2.0 6.5 6.5 2.0 2.0 2.0

Lane Grp Cap (vph) 3367 1048 142 3853 1183 272 228 16

v/s Ratio Prot c0.31 0.01 c0.24 c0.05 c0.01 0.00

v/s Ratio Perm 0.02 0.00

v/c Ratio 0.47 0.04 0.36 0.32 0.00 0.59 0.05 0.06

Uniform Delay, d1 11.2 7.9 63.0 5.2 4.0 60.0 49.7 66.3

Progression Factor 0.67 1.00 0.71 2.77 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.4 0.1 0.5 0.2 0.0 2.3 0.0 0.6

Delay (s) 8.0 8.0 45.2 14.6 4.0 62.3 49.8 66.9

Level of Service A A D B A E D E

Approach Delay (s/veh) 8.0 15.9 58.4 66.9

Approach LOS A B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.9 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.49

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.1

Intersection Capacity Utilization 51.3% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 39 1540 70 86 1118 30 113 79 119 51 71 34

Future Volume (vph) 39 1540 70 86 1118 30 113 79 119 51 71 34

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.5 6.2 6.2 7.1 6.2 4.0 7.5 7.4 7.4 7.2 7.4 7.4

Lane Util. Factor 0.97 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 3433 5085 1583 3433 1863 1583 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 3433 5085 1583 3433 1863 1583 3433 1863 1583

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 41 1621 74 91 1177 32 119 83 125 54 75 36

RTOR Reduction (vph) 0 0 29 0 0 0 0 0 114 0 0 34

Lane Group Flow (vph) 41 1621 45 91 1177 32 119 83 11 54 75 2

Turn Type Prot NA Perm Prot NA Free Prot NA Perm Prot NA Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 Free 4 8

Actuated Green, G (s) 5.3 81.3 81.3 8.1 83.7 135.0 9.1 12.1 12.1 5.6 8.3 8.3

Effective Green, g (s) 5.3 81.3 81.3 8.1 83.7 135.0 9.1 12.1 12.1 5.6 8.3 8.3

Actuated g/C Ratio 0.04 0.60 0.60 0.06 0.62 1.00 0.07 0.09 0.09 0.04 0.06 0.06

Clearance Time (s) 7.5 6.2 6.2 7.1 6.2 7.5 7.4 7.4 7.2 7.4 7.4

Vehicle Extension (s) 2.0 7.0 7.0 2.0 7.0 2.0 1.5 1.5 2.0 1.5 1.5

Lane Grp Cap (vph) 134 3062 953 205 3152 1583 231 166 141 142 114 97

v/s Ratio Prot 0.01 c0.32 c0.03 0.23 c0.03 c0.04 0.02 c0.04

v/s Ratio Perm 0.03 c0.02 0.01 0.00

v/c Ratio 0.31 0.53 0.05 0.44 0.37 0.02 0.52 0.50 0.08 0.38 0.66 0.02

Uniform Delay, d1 63.1 15.7 11.0 61.3 12.7 0.0 60.8 58.6 56.3 63.0 62.0 59.5

Progression Factor 1.40 0.35 1.00 0.82 1.92 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.4 0.6 0.1 0.5 0.3 0.0 0.8 0.9 0.1 0.6 10.0 0.0

Delay (s) 89.0 6.0 11.1 50.5 24.7 0.0 61.6 59.4 56.4 63.6 71.9 59.6

Level of Service F A B D C A E E E E E E

Approach Delay (s/veh) 8.2 25.9 59.1 66.5

Approach LOS A C E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 22.2 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.54

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.6

Intersection Capacity Utilization 59.5% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group



HCM 7th Signalized Intersection Summary

4: Yavpe Connector & SR 69 Existing PM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 8

HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.



HCM Signalized Intersection Capacity Analysis

5: Holiday Drive & SR 69 Existing PM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 9

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 42 1693 13 10 1224 3 27 2 37 30 2 54

Future Volume (vph) 42 1693 13 10 1224 3 27 2 37 30 2 54

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.6 5.6 5.6 6.7 5.6 5.6 6.6 7.0 7.0 7.0 7.0

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.86 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1547 1770 3539 1583 1770 1597 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 3539 1547 1770 3539 1583 1770 1597 3433 1863 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 45 1820 14 11 1316 3 29 2 40 32 2 58

RTOR Reduction (vph) 0 0 4 0 0 1 0 38 0 0 0 56

Lane Group Flow (vph) 45 1820 10 11 1316 2 29 4 0 32 2 2

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 2 8

Actuated Green, G (s) 6.6 97.1 97.1 2.5 93.1 93.1 4.5 5.4 3.7 5.0 5.0

Effective Green, g (s) 6.6 97.1 97.1 2.5 93.1 93.1 4.5 5.4 3.7 5.0 5.0

Actuated g/C Ratio 0.05 0.72 0.72 0.02 0.69 0.69 0.03 0.04 0.03 0.04 0.04

Clearance Time (s) 6.6 5.6 5.6 6.7 5.6 5.6 6.6 7.0 7.0 7.0 7.0

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 86 2545 1112 32 2440 1091 59 63 94 69 58

v/s Ratio Prot c0.03 c0.51 0.01 0.37 c0.02 c0.00 0.01 0.00

v/s Ratio Perm 0.01 0.00 0.00

v/c Ratio 0.52 0.72 0.01 0.34 0.54 0.00 0.49 0.06 0.34 0.03 0.04

Uniform Delay, d1 62.7 11.0 5.4 65.4 10.4 6.5 64.1 62.4 64.5 62.7 62.7

Progression Factor 1.12 0.83 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 2.4 1.6 0.0 2.3 0.9 0.0 2.3 0.1 0.8 0.1 0.1

Delay (s) 72.5 10.7 5.4 67.8 11.2 6.5 66.5 62.5 65.2 62.7 62.8

Level of Service E B A E B A E E E E E

Approach Delay (s/veh) 12.1 11.7 64.1 63.6

Approach LOS B B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.4 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.69

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 26.3

Intersection Capacity Utilization 65.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group



HCM 7th Signalized Intersection Summary

5: Holiday Drive & SR 69 Existing PM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 10

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 42 1693 13 10 1224 3 27 2 37 30 2 54

Future Volume (veh/h) 42 1693 13 10 1224 3 27 2 37 30 2 54

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 45 1820 14 11 1316 3 29 2 40 32 2 58

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 65 2533 1129 27 2460 1097 52 4 70 107 95 81

Arrive On Green 0.04 0.71 0.71 0.02 0.69 0.69 0.03 0.05 0.05 0.03 0.05 0.05

Sat Flow, veh/h 1781 3554 1584 1781 3554 1584 1781 76 1521 3456 1870 1585

Grp Volume(v), veh/h 45 1820 14 11 1316 3 29 0 42 32 2 58

Grp Sat Flow(s),veh/h/ln 1781 1777 1584 1781 1777 1584 1781 0 1597 1728 1870 1585

Q Serve(g_s), s 3.4 40.7 0.3 0.8 24.4 0.1 2.2 0.0 3.5 1.2 0.1 4.9

Cycle Q Clear(g_c), s 3.4 40.7 0.3 0.8 24.4 0.1 2.2 0.0 3.5 1.2 0.1 4.9

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00

Lane Grp Cap(c), veh/h 65 2533 1129 27 2460 1097 52 0 74 107 95 81

V/C Ratio(X) 0.70 0.72 0.01 0.41 0.53 0.00 0.55 0.00 0.57 0.30 0.02 0.72

Avail Cap(c_a), veh/h 243 2533 1129 241 2460 1097 243 0 308 461 360 305

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 64.3 11.4 5.6 65.9 10.1 6.4 64.6 0.0 63.1 64.0 60.9 63.1

Incr Delay (d2), s/veh 5.0 1.8 0.0 3.7 0.8 0.0 3.3 0.0 2.5 0.6 0.0 4.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.6 14.9 0.1 0.4 9.1 0.0 1.0 0.0 1.5 0.6 0.1 2.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 69.3 13.2 5.6 69.6 11.0 6.4 68.0 0.0 65.6 64.5 60.9 67.5

LnGrp LOS E B A E B A E E E E E

Approach Vol, veh/h 1879 1330 71 92

Approach Delay, s/veh 14.5 11.5 66.6 66.3

Approach LOS B B E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 11.5 99.1 11.2 13.3 8.7 101.8 10.6 13.9

Change Period (Y+Rc), s 6.6 * 5.6 7.0 7.0 6.7 * 5.6 6.6 7.0

Max Green Setting (Gmax), s 18.4 * 46 18.0 26.0 18.3 * 46 18.4 26.0

Max Q Clear Time (g_c+I1), s 5.4 26.4 3.2 5.5 2.8 42.7 4.2 6.9

Green Ext Time (p_c), s 0.0 16.2 0.0 0.1 0.0 3.6 0.0 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 15.8

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 192 1475 89 28 993 457 76 69 42 703 108 155

Future Volume (vph) 192 1475 89 28 993 457 76 69 42 703 108 155

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 6.1 6.1 6.8 6.1 7.1 7.1 6.8 6.8 7.1 6.8 7.1

Lane Util. Factor 0.97 0.91 1.00 1.00 0.91 1.00 0.97 1.00 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 1770 5085 1583 3433 1863 1583 3433 1863 1571

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 1770 5085 1583 3433 1863 1583 3433 1863 1571

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 200 1536 93 29 1034 476 79 72 44 732 112 161

RTOR Reduction (vph) 0 0 46 0 0 191 0 0 41 0 0 114

Lane Group Flow (vph) 200 1536 47 29 1034 285 79 72 3 732 113 47

Confl. Bikes (#/hr) 1

Turn Type Prot NA Perm Prot NA pm+ov Prot NA Perm Prot NA pm+ov

Protected Phases 1 6 5 2 3 7 4 3 8 1

Permitted Phases 6 2 4 8

Actuated Green, G (s) 14.4 60.5 60.5 4.8 50.6 70.5 6.9 8.0 8.0 19.9 21.0 35.4

Effective Green, g (s) 14.4 60.5 60.5 4.8 50.6 70.5 6.9 8.0 8.0 19.9 21.0 35.4

Actuated g/C Ratio 0.12 0.50 0.50 0.04 0.42 0.59 0.06 0.07 0.07 0.17 0.18 0.30

Clearance Time (s) 7.1 6.1 6.1 6.8 6.1 7.1 7.1 6.8 6.8 7.1 6.8 7.1

Vehicle Extension (s) 3.5 6.5 6.5 2.5 6.5 2.5 3.0 2.0 2.0 2.5 2.5 3.5

Lane Grp Cap (vph) 411 2563 798 70 2144 930 197 124 105 569 326 463

v/s Ratio Prot c0.06 c0.30 0.02 0.20 0.05 0.02 c0.04 c0.21 0.06 0.01

v/s Ratio Perm 0.03 0.13 0.00 0.02

v/c Ratio 0.49 0.60 0.06 0.41 0.48 0.31 0.40 0.58 0.03 1.29 0.35 0.10

Uniform Delay, d1 49.3 21.1 15.2 56.2 25.2 12.5 54.6 54.4 52.4 50.1 43.5 30.8

Progression Factor 1.00 1.00 1.00 0.91 1.27 7.40 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.1 1.0 0.1 2.7 0.7 0.1 1.3 4.4 0.0 141.8 0.5 0.1

Delay (s) 50.4 22.2 15.3 53.9 32.8 92.3 55.9 58.8 52.4 191.9 43.9 30.9

Level of Service D C B D C F E E D F D C

Approach Delay (s/veh) 24.9 51.6 56.2 149.5

Approach LOS C D E F

Intersection Summary

HCM 2000 Control Delay (s/veh) 62.7 HCM 2000 Level of Service E

HCM 2000 Volume to Capacity ratio 0.76

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 27.1

Intersection Capacity Utilization 76.6% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 192 1475 89 28 993 457 76 69 42 703 108 155

Future Volume (veh/h) 192 1475 89 28 993 457 76 69 42 703 108 155

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 200 1536 93 29 1034 476 79 72 44 732 112 161

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 403 2673 830 55 2224 953 160 105 89 573 329 460

Arrive On Green 0.12 0.52 0.52 0.06 0.87 0.87 0.05 0.06 0.06 0.17 0.18 0.18

Sat Flow, veh/h 3456 5106 1585 1781 5106 1585 3456 1870 1585 3456 1870 1564

Grp Volume(v), veh/h 200 1536 93 29 1034 476 79 72 44 732 112 161

Grp Sat Flow(s),veh/h/ln 1728 1702 1585 1781 1702 1585 1728 1870 1585 1728 1870 1564

Q Serve(g_s), s 6.5 24.6 3.6 1.9 5.3 8.2 2.7 4.5 3.2 19.9 6.3 9.7

Cycle Q Clear(g_c), s 6.5 24.6 3.6 1.9 5.3 8.2 2.7 4.5 3.2 19.9 6.3 9.7

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 403 2673 830 55 2224 953 160 105 89 573 329 460

V/C Ratio(X) 0.50 0.57 0.11 0.53 0.47 0.50 0.49 0.68 0.49 1.28 0.34 0.35

Avail Cap(c_a), veh/h 458 2673 830 240 2224 953 573 362 306 573 362 487

HCM Platoon Ratio 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.94 0.94 0.94 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 49.7 19.5 14.5 55.4 4.7 2.6 55.8 55.6 55.0 50.0 43.4 33.5

Incr Delay (d2), s/veh 1.1 0.9 0.3 5.3 0.7 1.8 2.3 2.9 1.6 137.9 0.5 0.3

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.9 9.6 1.3 0.9 1.4 1.6 1.2 2.2 1.3 19.4 2.9 3.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 50.9 20.4 14.7 60.7 5.4 4.3 58.2 58.5 56.5 187.9 43.8 33.8

LnGrp LOS D C B E A A E E E F D C

Approach Vol, veh/h 1829 1539 195 1005

Approach Delay, s/veh 23.4 6.1 57.9 147.2

Approach LOS C A E F

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 21.1 58.4 27.0 13.6 10.5 68.9 12.7 27.9

Change Period (Y+Rc), s 7.1 6.1 7.1 6.8 6.8 6.1 7.1 6.8

Max Green Setting (Gmax), s 15.9 33.9 19.9 23.2 16.2 33.9 19.9 23.2

Max Q Clear Time (g_c+I1), s 8.5 10.2 21.9 6.5 3.9 26.6 4.7 11.7

Green Ext Time (p_c), s 0.4 19.6 0.0 0.2 0.0 6.9 0.2 0.6

Intersection Summary

HCM 7th Control Delay, s/veh 46.3

HCM 7th LOS D
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 2105 83 77 1572 65 92

Future Volume (vph) 2105 83 77 1572 65 92

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Lane Util. Factor 0.91 1.00 0.97 0.91 0.97 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 3433 5085 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 3433 5085 3433 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 2170 86 79 1621 67 95

RTOR Reduction (vph) 0 23 0 0 0 1

Lane Group Flow (vph) 2170 63 79 1621 67 94

Confl. Peds. (#/hr) 1

Turn Type NA Perm Prot NA Prot pm+ov

Protected Phases 6 5 2 4 5

Permitted Phases 6 4

Actuated Green, G (s) 87.8 87.8 7.5 101.9 5.9 13.4

Effective Green, g (s) 87.8 87.8 7.5 101.9 5.9 13.4

Actuated g/C Ratio 0.73 0.73 0.06 0.85 0.05 0.11

Clearance Time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Vehicle Extension (s) 6.5 6.5 1.5 6.5 1.5 1.5

Lane Grp Cap (vph) 3720 1158 214 4318 168 263

v/s Ratio Prot c0.43 0.02 c0.32 0.02 c0.02

v/s Ratio Perm 0.04 0.04

v/c Ratio 0.58 0.05 0.37 0.38 0.40 0.36

Uniform Delay, d1 7.5 4.5 54.0 2.0 55.3 49.3

Progression Factor 1.00 2.62 0.76 1.42 1.00 1.00

Incremental Delay, d2 0.4 0.1 0.4 0.2 0.6 0.3

Delay (s) 8.0 11.8 41.3 3.1 55.9 49.6

Level of Service A B D A E D

Approach Delay (s/veh) 8.1 4.8 52.2

Approach LOS A A D

Intersection Summary

HCM 2000 Control Delay (s/veh) 8.5 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.8

Intersection Capacity Utilization 56.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 2105 83 77 1572 65 92

Future Volume (veh/h) 2105 83 77 1572 65 92

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 2170 86 79 1621 67 95

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 3656 1135 187 4213 253 202

Arrive On Green 1.00 1.00 0.07 1.00 0.07 0.07

Sat Flow, veh/h 5274 1585 3456 5274 3456 1585

Grp Volume(v), veh/h 2170 86 79 1621 67 95

Grp Sat Flow(s),veh/h/ln 1702 1585 1728 1702 1728 1585

Q Serve(g_s), s 0.0 0.0 2.6 0.0 2.2 6.7

Cycle Q Clear(g_c), s 0.0 0.0 2.6 0.0 2.2 6.7

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 3656 1135 187 4213 253 202

V/C Ratio(X) 0.59 0.08 0.42 0.38 0.26 0.47

Avail Cap(c_a), veh/h 3656 1135 616 4213 760 435

HCM Platoon Ratio 2.00 2.00 1.33 1.33 1.00 1.00

Upstream Filter(I) 0.53 0.53 0.86 0.86 1.00 1.00

Uniform Delay (d), s/veh 0.0 0.0 53.9 0.0 52.5 48.6

Incr Delay (d2), s/veh 0.4 0.1 0.5 0.2 0.2 0.6

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.1 0.0 1.1 0.1 1.0 6.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 0.4 0.1 54.4 0.2 52.8 49.2

LnGrp LOS A A D A D D

Approach Vol, veh/h 2256 1700 162

Approach Delay, s/veh 0.4 2.7 50.7

Approach LOS A A D

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 104.6 15.4 13.1 91.5

Change Period (Y+Rc), s * 5.6 6.6 6.6 * 5.6

Max Green Setting (Gmax), s * 81 26.4 21.4 * 53

Max Q Clear Time (g_c+I1), s 2.0 8.7 4.6 2.0

Green Ext Time (p_c), s 58.6 0.2 0.1 49.0

Intersection Summary

HCM 7th Control Delay, s/veh 3.3

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 158 1932 49 81 1435 53 111 27 120 67 20 119

Future Volume (vph) 158 1932 49 81 1435 53 111 27 120 67 20 119

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 0.98

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 1761 1863 1553 1757 1863 1557

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.74 1.00 1.00 0.74 1.00 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 1378 1863 1553 1367 1863 1557

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 163 1992 51 84 1479 55 114 28 124 69 21 123

RTOR Reduction (vph) 0 0 18 0 0 22 0 0 109 0 0 108

Lane Group Flow (vph) 163 1992 33 84 1479 33 114 28 15 69 21 15

Confl. Peds. (#/hr) 2 3 3 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 14.1 77.6 77.6 8.2 71.8 71.8 14.3 14.3 14.3 14.3 14.3 14.3

Effective Green, g (s) 14.1 77.6 77.6 8.2 71.8 71.8 14.3 14.3 14.3 14.3 14.3 14.3

Actuated g/C Ratio 0.12 0.65 0.65 0.07 0.60 0.60 0.12 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Vehicle Extension (s) 1.0 6.0 6.0 1.0 6.0 6.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 207 3288 1023 120 3042 947 164 222 185 162 222 185

v/s Ratio Prot c0.09 c0.39 0.05 0.29 0.02 0.01

v/s Ratio Perm 0.02 0.02 c0.08 0.01 0.05 0.01

v/c Ratio 0.79 0.61 0.03 0.70 0.49 0.03 0.70 0.13 0.08 0.43 0.09 0.08

Uniform Delay, d1 51.5 12.3 7.7 54.7 13.7 9.9 50.8 47.3 47.0 49.0 47.1 47.0

Progression Factor 1.18 0.40 4.31 1.13 0.73 0.24 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 14.1 0.7 0.0 13.0 0.5 0.1 9.9 0.1 0.1 0.7 0.1 0.1

Delay (s) 75.0 5.6 33.1 75.0 10.4 2.4 60.6 47.4 47.1 49.7 47.2 47.1

Level of Service E A C E B A E D D D D D

Approach Delay (s/veh) 11.3 13.5 52.9 47.9

Approach LOS B B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 16.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.67

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 19.9

Intersection Capacity Utilization 71.7% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 158 1932 49 81 1435 53 111 27 120 67 20 119

Future Volume (veh/h) 158 1932 49 81 1435 53 111 27 120 67 20 119

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 0.99 0.99 0.99

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 163 1992 51 84 1479 55 114 28 124 69 21 123

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 191 3340 1037 106 3099 962 197 225 190 192 225 190

Arrive On Green 0.04 0.22 0.22 0.06 0.61 0.61 0.12 0.12 0.12 0.12 0.12 0.12

Sat Flow, veh/h 1781 5106 1585 1781 5106 1585 1237 1870 1573 1228 1870 1573

Grp Volume(v), veh/h 163 1992 51 84 1479 55 114 28 124 69 21 123

Grp Sat Flow(s),veh/h/ln 1781 1702 1585 1781 1702 1585 1237 1870 1573 1228 1870 1573

Q Serve(g_s), s 10.9 42.1 3.1 5.6 19.2 1.7 10.8 1.6 9.0 6.4 1.2 9.0

Cycle Q Clear(g_c), s 10.9 42.1 3.1 5.6 19.2 1.7 12.0 1.6 9.0 8.0 1.2 9.0

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 191 3340 1037 106 3099 962 197 225 190 192 225 190

V/C Ratio(X) 0.85 0.60 0.05 0.79 0.48 0.06 0.58 0.12 0.65 0.36 0.09 0.65

Avail Cap(c_a), veh/h 275 3340 1037 273 3099 962 345 449 378 338 449 378

HCM Platoon Ratio 0.33 0.33 0.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.80 0.80 0.80 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 56.9 32.8 17.5 55.7 13.0 9.6 52.3 47.1 50.4 50.7 46.9 50.3

Incr Delay (d2), s/veh 9.5 0.6 0.1 4.9 0.5 0.1 1.0 0.1 1.4 0.4 0.1 1.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 5.7 19.4 1.1 2.6 7.1 0.6 3.4 0.8 3.6 2.0 0.6 3.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 66.4 33.4 17.5 60.6 13.6 9.7 53.3 47.2 51.8 51.1 47.0 51.7

LnGrp LOS E C B E B A D D D D D D

Approach Vol, veh/h 2206 1618 266 213

Approach Delay, s/veh 35.5 15.9 52.0 51.1

Approach LOS D B D D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 19.4 78.9 21.7 13.7 84.6 21.7

Change Period (Y+Rc), s 6.5 6.1 7.2 6.6 6.1 7.2

Max Green Setting (Gmax), s 18.5 52.9 28.8 18.4 52.9 28.8

Max Q Clear Time (g_c+I1), s 12.9 21.2 11.0 7.6 44.1 14.0

Green Ext Time (p_c), s 0.0 25.4 0.4 0.0 8.5 0.4

Intersection Summary

HCM 7th Control Delay, s/veh 29.9

HCM 7th LOS C
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 1867 298 99 1088 388 201

Future Volume (vph) 1867 298 99 1088 388 201

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 1770 3539 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 1770 3539 3433 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 1905 304 101 1110 396 205

RTOR Reduction (vph) 0 124 0 0 0 173

Lane Group Flow (vph) 1905 180 101 1110 396 32

Confl. Peds. (#/hr) 1

Turn Type NA Perm Prot NA Prot Perm

Protected Phases 6 5 2 4

Permitted Phases 6 4

Actuated Green, G (s) 71.2 71.2 11.7 89.4 18.8 18.8

Effective Green, g (s) 71.2 71.2 11.7 89.4 18.8 18.8

Actuated g/C Ratio 0.59 0.59 0.10 0.75 0.16 0.16

Clearance Time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Vehicle Extension (s) 5.1 5.1 2.5 5.1 2.5 2.5

Lane Grp Cap (vph) 3017 939 172 2636 537 248

v/s Ratio Prot c0.37 c0.06 0.31 c0.12

v/s Ratio Perm 0.11 0.02

v/c Ratio 0.63 0.19 0.59 0.42 0.74 0.13

Uniform Delay, d1 15.9 11.2 51.8 5.7 48.2 43.6

Progression Factor 0.33 0.06 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.9 0.4 4.2 0.5 5.0 0.2

Delay (s) 6.1 1.0 56.0 6.2 53.2 43.7

Level of Service A A E A D D

Approach Delay (s/veh) 5.4 10.3 50.0

Approach LOS A B D

Intersection Summary

HCM 2000 Control Delay (s/veh) 13.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.65

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 67.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 1867 298 99 1088 388 201

Future Volume (veh/h) 1867 298 99 1088 388 201

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 1905 304 101 1110 396 205

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 3182 988 126 2659 530 243

Arrive On Green 0.62 0.62 0.07 0.75 0.15 0.15

Sat Flow, veh/h 5274 1585 1781 3647 3456 1585

Grp Volume(v), veh/h 1905 304 101 1110 396 205

Grp Sat Flow(s),veh/h/ln 1702 1585 1781 1777 1728 1585

Q Serve(g_s), s 26.9 10.7 6.7 13.7 13.1 15.1

Cycle Q Clear(g_c), s 26.9 10.7 6.7 13.7 13.1 15.1

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 3182 988 126 2659 530 243

V/C Ratio(X) 0.60 0.31 0.80 0.42 0.75 0.84

Avail Cap(c_a), veh/h 3182 988 319 2659 798 366

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 13.6 10.5 54.9 5.5 48.6 49.4

Incr Delay (d2), s/veh 0.8 0.8 8.3 0.5 1.6 9.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 9.8 3.8 3.3 4.4 5.8 13.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 14.4 11.4 63.2 6.0 50.2 58.6

LnGrp LOS B B E A D E

Approach Vol, veh/h 2209 1211 601

Approach Delay, s/veh 14.0 10.8 53.0

Approach LOS B B D

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 96.3 23.7 15.0 81.3

Change Period (Y+Rc), s 6.5 5.3 6.5 6.5

Max Green Setting (Gmax), s 80.5 27.7 21.5 52.5

Max Q Clear Time (g_c+I1), s 15.7 17.1 8.7 28.9

Green Ext Time (p_c), s 23.9 1.3 0.1 21.6

Intersection Summary

HCM 7th Control Delay, s/veh 18.9

HCM 7th LOS B
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 51 2 57 36 7 30 84 1954 67 40 1286 53

Future Volume (vph) 51 2 57 36 7 30 84 1954 67 40 1286 53

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frpb, ped/bikes 1.00 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.96 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1583 1788 1558 1770 3539 1583 1770 3539 1583

Flt Permitted 0.70 1.00 0.72 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1302 1583 1346 1558 1770 3539 1583 1770 3539 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 52 2 58 37 7 31 86 1994 68 41 1312 54

RTOR Reduction (vph) 0 0 54 0 0 29 0 0 17 0 0 15

Lane Group Flow (vph) 0 54 4 0 44 2 86 1994 51 41 1312 39

Confl. Peds. (#/hr) 1 1

Turn Type Perm NA Perm Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 8 4 4 2 6

Actuated Green, G (s) 9.2 9.2 9.2 9.2 10.9 100.7 100.7 6.9 96.7 96.7

Effective Green, g (s) 9.2 9.2 9.2 9.2 10.9 100.7 100.7 6.9 96.7 96.7

Actuated g/C Ratio 0.07 0.07 0.07 0.07 0.08 0.75 0.75 0.05 0.72 0.72

Clearance Time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Vehicle Extension (s) 2.5 2.5 1.5 1.5 1.5 6.5 6.5 1.5 6.5 6.5

Lane Grp Cap (vph) 88 107 91 106 142 2639 1180 90 2534 1133

v/s Ratio Prot c0.05 c0.56 0.02 0.37

v/s Ratio Perm c0.04 0.00 0.03 0.00 0.03 0.02

v/c Ratio 0.61 0.04 0.48 0.02 0.61 0.76 0.04 0.46 0.52 0.03

Uniform Delay, d1 61.2 58.8 60.6 58.7 60.0 10.0 4.5 62.2 8.6 5.6

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.68 1.82 9.36

Incremental Delay, d2 10.4 0.1 1.5 0.0 4.9 2.1 0.1 1.2 0.7 0.1

Delay (s) 71.5 58.9 62.1 58.7 64.9 12.1 4.6 43.7 16.4 52.2

Level of Service E E E E E B A D B D

Approach Delay (s/veh) 65.0 60.7 13.9 18.5

Approach LOS E E B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 18.1 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.75

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.2

Intersection Capacity Utilization 85.4% ICU Level of Service E

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 51 2 57 36 7 30 84 1954 67 40 1286 53

Future Volume (veh/h) 51 2 57 36 7 30 84 1954 67 40 1286 53

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 52 2 58 37 7 31 86 1994 68 41 1312 54

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 52 1 341 49 5 341 107 2143 956 83 2079 927

Arrive On Green 0.22 0.22 0.22 0.22 0.22 0.22 0.06 0.60 0.60 0.05 0.58 0.58

Sat Flow, veh/h 0 5 1583 0 24 1583 1781 3554 1585 1781 3554 1585

Grp Volume(v), veh/h 54 0 58 44 0 31 86 1994 68 41 1312 54

Grp Sat Flow(s),veh/h/ln 5 0 1583 24 0 1583 1781 1777 1585 1781 1777 1585

Q Serve(g_s), s 0.0 0.0 4.0 0.0 0.0 2.1 6.4 68.5 2.4 3.0 32.8 2.0

Cycle Q Clear(g_c), s 29.1 0.0 4.0 29.1 0.0 2.1 6.4 68.5 2.4 3.0 32.8 2.0

Prop In Lane 0.96 1.00 0.84 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 53 0 341 54 0 341 107 2143 956 83 2079 927

V/C Ratio(X) 1.01 0.00 0.17 0.81 0.00 0.09 0.80 0.93 0.07 0.49 0.63 0.06

Avail Cap(c_a), veh/h 53 0 341 54 0 341 239 2143 956 247 2079 927

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 0.88 0.88 0.88

Uniform Delay (d), s/veh 66.9 0.0 43.1 64.1 0.0 42.4 62.6 24.2 11.1 62.8 18.4 12.0

Incr Delay (d2), s/veh 126.2 0.0 0.2 55.5 0.0 0.0 5.1 8.8 0.1 1.5 1.3 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.7 0.0 1.6 2.4 0.0 0.8 3.1 29.4 0.9 1.4 13.3 0.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 193.1 0.0 43.3 119.5 0.0 42.4 67.8 33.0 11.3 64.3 19.7 12.1

LnGrp LOS F D F D E C B E B B

Approach Vol, veh/h 112 75 2148 1407

Approach Delay, s/veh 115.5 87.7 33.7 20.7

Approach LOS F F C C

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 12.6 87.4 35.0 15.0 85.0 35.0

Change Period (Y+Rc), s 6.3 6.0 5.9 6.9 * 6 5.9

Max Green Setting (Gmax), s 18.7 69.0 29.1 18.1 * 70 29.1

Max Q Clear Time (g_c+I1), s 5.0 70.5 31.1 8.4 34.8 31.1

Green Ext Time (p_c), s 0.0 0.0 0.0 0.0 27.3 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 32.4

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 18 23 47 2013 0 1338 23

Future Volume (vph) 18 23 47 2013 0 1338 23

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 19 24 48 2075 0 1379 24

RTOR Reduction (vph) 0 23 0 0 0 0 5

Lane Group Flow (vph) 19 1 48 2075 0 1379 19

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 4.8 4.8 7.4 118.4 104.5 104.5

Effective Green, g (s) 4.8 4.8 7.4 118.4 104.5 104.5

Actuated g/C Ratio 0.04 0.04 0.05 0.88 0.77 0.77

Clearance Time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 62 56 97 3103 2739 1225

v/s Ratio Prot c0.01 0.03 c0.59 0.39

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.31 0.02 0.49 0.67 0.50 0.02

Uniform Delay, d1 63.5 62.8 62.0 2.5 5.6 3.5

Progression Factor 1.00 1.00 1.04 0.37 3.32 4.66

Incremental Delay, d2 1.0 0.0 1.0 0.8 0.6 0.0

Delay (s) 64.5 62.9 65.5 1.7 19.3 16.3

Level of Service E E E A B B

Approach Delay (s/veh) 63.6 3.2 19.3

Approach LOS E A B

Intersection Summary

HCM 2000 Control Delay (s/veh) 10.2 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.69

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 72.1% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 18 23 47 2013 0 1338 23

Future Volume (veh/h) 18 23 47 2013 0 1338 23

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 19 24 48 2075 1379 24

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 85 75 88 3074 2728 1217

Arrive On Green 0.05 0.05 0.05 0.87 0.77 0.77

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 19 24 48 2075 1379 24

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 1.4 2.0 3.6 25.5 19.9 0.5

Cycle Q Clear(g_c), s 1.4 2.0 3.6 25.5 19.9 0.5

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 85 75 88 3074 2728 1217

V/C Ratio(X) 0.22 0.32 0.54 0.67 0.51 0.02

Avail Cap(c_a), veh/h 368 328 257 3074 2728 1217

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 0.62 0.62 0.91 0.91

Uniform Delay (d), s/veh 61.9 62.2 62.7 2.9 6.0 3.7

Incr Delay (d2), s/veh 0.5 0.9 1.2 0.7 0.6 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.6 1.8 1.6 5.2 6.6 0.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 62.4 63.1 63.9 3.7 6.6 3.7

LnGrp LOS E E E A A A

Approach Vol, veh/h 43 2123 1403

Approach Delay, s/veh 62.8 5.1 6.5

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 122.5 12.5 13.2 109.3

Change Period (Y+Rc), s 5.7 6.1 6.5 5.7

Max Green Setting (Gmax), s 69.3 27.9 19.5 69.3

Max Q Clear Time (g_c+I1), s 27.5 4.0 5.6 21.9

Green Ext Time (p_c), s 39.5 0.0 0.0 33.7

Intersection Summary

HCM 7th Control Delay, s/veh 6.3

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 9 13 27 1880 0 1264 12

Future Volume (vph) 9 13 27 1880 0 1264 12

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Adj. Flow (vph) 9 13 27 1899 0 1277 12

RTOR Reduction (vph) 0 13 0 0 0 0 2

Lane Group Flow (vph) 9 0 27 1899 0 1277 10

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 4.8 4.8 5.0 118.5 107.5 107.5

Effective Green, g (s) 4.8 4.8 5.0 118.5 107.5 107.5

Actuated g/C Ratio 0.04 0.04 0.04 0.88 0.80 0.80

Clearance Time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 62 56 65 3106 2818 1260

v/s Ratio Prot c0.01 0.02 c0.54 0.36

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.15 0.01 0.42 0.61 0.45 0.01

Uniform Delay, d1 63.1 62.8 63.6 2.2 4.4 2.8

Progression Factor 1.00 1.00 1.02 0.51 2.38 2.34

Incremental Delay, d2 0.4 0.0 1.2 0.7 0.5 0.0

Delay (s) 63.5 62.8 66.2 1.8 10.9 6.6

Level of Service E E E A B A

Approach Delay (s/veh) 63.1 2.7 10.9

Approach LOS E A B

Intersection Summary

HCM 2000 Control Delay (s/veh) 6.4 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.62

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.9

Intersection Capacity Utilization 68.4% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 9 13 27 1880 0 1264 12

Future Volume (veh/h) 9 13 27 1880 0 1264 12

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 9 13 27 1899 1277 12

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 59 53 67 3127 2835 1265

Arrive On Green 0.03 0.03 0.04 0.88 1.00 1.00

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 9 13 27 1899 1277 12

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 0.7 1.1 2.0 18.6 0.0 0.0

Cycle Q Clear(g_c), s 0.7 1.1 2.0 18.6 0.0 0.0

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 59 53 67 3127 2835 1265

V/C Ratio(X) 0.15 0.25 0.40 0.61 0.45 0.01

Avail Cap(c_a), veh/h 377 336 251 3127 2835 1265

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.33 1.33

Upstream Filter(I) 1.00 1.00 0.73 0.73 0.84 0.84

Uniform Delay (d), s/veh 63.4 63.6 63.5 2.1 0.0 0.0

Incr Delay (d2), s/veh 0.4 0.9 1.0 0.6 0.4 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.3 1.0 0.9 3.1 0.2 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 63.8 64.5 64.5 2.7 0.4 0.0

LnGrp LOS E E E A A A

Approach Vol, veh/h 22 1926 1289

Approach Delay, s/veh 64.2 3.6 0.4

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 124.1 10.9 11.1 113.0

Change Period (Y+Rc), s 5.3 6.4 6.0 5.3

Max Green Setting (Gmax), s 69.7 28.6 19.0 69.7

Max Q Clear Time (g_c+I1), s 20.6 3.1 4.0 2.0

Green Ext Time (p_c), s 44.2 0.0 0.0 38.3

Intersection Summary

HCM 7th Control Delay, s/veh 2.8

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 37 21 43 1967 1405 57

Future Volume (vph) 37 21 43 1967 1405 57

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 39 22 45 2071 1479 60

RTOR Reduction (vph) 0 21 0 0 0 14

Lane Group Flow (vph) 39 1 45 2071 1479 46

Turn Type Prot Perm Prot NA NA Perm

Protected Phases 4 5 2 6

Permitted Phases 4 6

Actuated Green, G (s) 7.0 7.0 7.3 116.2 102.7 102.7

Effective Green, g (s) 7.0 7.0 7.3 116.2 102.7 102.7

Actuated g/C Ratio 0.05 0.05 0.05 0.86 0.76 0.76

Clearance Time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 91 82 95 3046 2692 1204

v/s Ratio Prot c0.02 0.03 c0.59 0.42

v/s Ratio Perm 0.00 0.03

v/c Ratio 0.43 0.01 0.47 0.68 0.55 0.04

Uniform Delay, d1 62.1 60.7 62.0 3.2 6.6 4.0

Progression Factor 1.00 1.00 1.17 0.64 1.84 3.44

Incremental Delay, d2 1.2 0.0 1.2 1.1 0.8 0.1

Delay (s) 63.2 60.8 73.9 3.1 13.0 13.7

Level of Service E E E A B B

Approach Delay (s/veh) 62.3 4.6 13.0

Approach LOS E A B

Intersection Summary

HCM 2000 Control Delay (s/veh) 9.0 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.70

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.0

Intersection Capacity Utilization 70.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (veh/h) 37 21 43 1967 1405 57

Future Volume (veh/h) 37 21 43 1967 1405 57

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 39 22 45 2071 1479 60

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 95 84 86 3054 2719 1213

Arrive On Green 0.05 0.05 0.10 1.00 0.77 0.77

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 39 22 45 2071 1479 60

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 2.9 1.8 3.2 0.0 22.6 1.2

Cycle Q Clear(g_c), s 2.9 1.8 3.2 0.0 22.6 1.2

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 95 84 86 3054 2719 1213

V/C Ratio(X) 0.41 0.26 0.52 0.68 0.54 0.05

Avail Cap(c_a), veh/h 317 282 314 3054 2719 1213

HCM Platoon Ratio 1.00 1.00 2.00 2.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 0.78 0.78 1.00 1.00

Uniform Delay (d), s/veh 61.9 61.4 59.5 0.0 6.4 3.9

Incr Delay (d2), s/veh 1.1 0.6 1.4 1.0 0.8 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.3 1.6 1.5 0.4 7.5 0.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 62.9 62.0 60.9 1.0 7.2 3.9

LnGrp LOS E E E A A A

Approach Vol, veh/h 61 2116 1539

Approach Delay, s/veh 62.6 2.2 7.0

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 121.8 13.2 12.7 109.1

Change Period (Y+Rc), s * 5.8 6.0 6.2 * 5.8

Max Green Setting (Gmax), s * 99 24.0 23.8 * 69

Max Q Clear Time (g_c+I1), s 2.0 4.9 5.2 24.6

Green Ext Time (p_c), s 86.0 0.1 0.0 34.7

Intersection Summary

HCM 7th Control Delay, s/veh 5.2

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (vph) 168 26 71 75 1610 84 167 1197 101 133 19 178

Future Volume (vph) 168 26 71 75 1610 84 167 1197 101 133 19 178

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Lane Util. Factor 0.97 1.00 1.00 0.97 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (prot) 3433 1583 1583 3433 5085 1564 3433 5085 1583 3433 1770 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (perm) 3433 1583 1583 3433 5085 1564 3433 5085 1583 3433 1770 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 173 27 73 77 1660 87 172 1234 104 137 20 184

RTOR Reduction (vph) 0 0 68 0 0 40 0 0 44 0 0 170

Lane Group Flow (vph) 173 27 5 77 1660 47 172 1234 60 137 20 14

Confl. Bikes (#/hr) 1

Turn Type Prot Prot Perm Prot NA Perm Prot NA Perm Prot Prot Perm

Protected Phases 7 4 1 6 5 2 3 8

Permitted Phases 4 6 2 8

Actuated Green, G (s) 11.1 8.5 8.5 6.8 73.7 73.7 11.2 78.2 78.2 13.0 10.5 10.5

Effective Green, g (s) 11.1 8.5 8.5 6.8 73.7 73.7 11.2 78.2 78.2 13.0 10.5 10.5

Actuated g/C Ratio 0.08 0.06 0.06 0.05 0.55 0.55 0.08 0.58 0.58 0.10 0.08 0.08

Clearance Time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Vehicle Extension (s) 2.0 2.0 2.0 2.0 6.0 6.0 2.0 6.0 6.0 2.0 2.0 2.0

Lane Grp Cap (vph) 282 99 99 172 2776 853 284 2945 916 330 137 123

v/s Ratio Prot c0.05 c0.02 0.02 c0.33 c0.05 c0.24 0.04 0.01

v/s Ratio Perm 0.00 0.03 0.04 0.01

v/c Ratio 0.61 0.27 0.05 0.45 0.60 0.06 0.61 0.42 0.07 0.42 0.15 0.12

Uniform Delay, d1 59.9 60.3 59.4 62.3 20.7 14.4 59.8 15.8 12.4 57.4 58.1 57.9

Progression Factor 1.00 1.00 1.00 1.03 1.19 1.00 0.92 1.44 24.74 1.00 1.00 1.00

Incremental Delay, d2 2.8 0.5 0.1 0.5 0.7 0.1 2.4 0.4 0.1 0.3 0.2 0.2

Delay (s) 62.6 60.8 59.5 64.4 25.3 14.4 57.5 23.2 307.5 57.7 58.2 58.1

Level of Service E E E E C B E C F E E E

Approach Delay (s/veh) 61.6 26.4 46.7 58.0

Approach LOS E C D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 39.3 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.57

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.6

Intersection Capacity Utilization 74.9% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (veh/h) 168 26 71 75 1610 84 167 1197 101 133 19 178

Future Volume (veh/h) 168 26 71 75 1610 84 167 1197 101 133 19 178

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 173 73 73 77 1660 87 172 1234 104 137 137 184

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 225 219 219 193 2689 825 221 2735 849 204 204 207

Arrive On Green 0.07 0.14 0.14 0.06 0.53 0.53 0.13 1.00 1.00 0.06 0.06 0.13

Sat Flow, veh/h 3456 1585 1585 3456 5106 1565 3456 5106 1585 3456 3456 1585

Grp Volume(v), veh/h 173 73 73 77 1660 87 172 1234 104 137 137 184

Grp Sat Flow(s),veh/h/ln 1728 1585 1585 1728 1702 1565 1728 1702 1585 1728 1728 1585

Q Serve(g_s), s 6.7 5.6 5.6 2.9 30.8 3.8 6.5 0.0 0.0 5.2 5.2 15.4

Cycle Q Clear(g_c), s 6.7 5.6 5.6 2.9 30.8 3.8 6.5 0.0 0.0 5.2 5.2 15.4

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 225 219 219 193 2689 825 221 2735 849 204 204 207

V/C Ratio(X) 0.77 0.33 0.33 0.40 0.62 0.11 0.78 0.45 0.12 0.67 0.67 0.89

Avail Cap(c_a), veh/h 361 328 328 392 2689 825 389 2735 849 366 366 331

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 0.93 0.93 0.93 1.00 1.00 1.00

Uniform Delay (d), s/veh 62.1 52.5 52.5 61.5 22.4 16.0 57.9 0.0 0.0 62.2 62.2 57.7

Incr Delay (d2), s/veh 2.1 0.3 0.3 0.5 1.1 0.3 2.1 0.5 0.3 1.4 1.4 10.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.0 2.3 2.3 1.3 12.3 1.4 2.8 0.1 0.1 2.4 2.4 6.8

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 64.2 52.8 52.8 62.0 23.5 16.3 60.0 0.5 0.3 63.7 63.7 68.0

LnGrp LOS E D D E C B E A A E E E

Approach Vol, veh/h 273 1824 1510 341 341

Approach Delay, s/veh 59.9 24.8 7.3 65.3 65.3

Approach LOS E C A E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 15.3 78.3 15.7 25.8 16.4 77.1 16.7 24.8

Change Period (Y+Rc), s 7.7 6.0 7.7 7.1 7.8 6.0 * 7.9 * 7.1

Max Green Setting (Gmax), s 15.3 49.0 14.3 27.9 15.2 49.0 * 14 * 28

Max Q Clear Time (g_c+I1), s 4.9 2.0 7.2 7.6 8.5 32.8 8.7 17.4

Green Ext Time (p_c), s 0.1 29.8 0.1 0.1 0.2 14.9 0.1 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 24.0

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 86 1899 82 171 1233 73 49 14 153 53 30 44

Future Volume (vph) 86 1899 82 171 1233 73 49 14 153 53 30 44

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 0.97 0.95 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.86 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1558 1770 5085 1564 3433 3052 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 5085 1558 1770 5085 1564 3433 3052 3433 1863 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 89 1958 85 176 1271 75 51 14 158 55 31 45

RTOR Reduction (vph) 0 0 34 0 0 27 0 150 0 0 0 43

Lane Group Flow (vph) 89 1958 51 176 1271 48 51 22 0 55 31 2

Confl. Peds. (#/hr) 3

Confl. Bikes (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 4

Actuated Green, G (s) 10.7 80.9 80.9 15.9 86.0 86.0 5.5 7.1 5.3 6.9 6.9

Effective Green, g (s) 10.7 80.9 80.9 15.9 86.0 86.0 5.5 7.1 5.3 6.9 6.9

Actuated g/C Ratio 0.08 0.60 0.60 0.12 0.64 0.64 0.04 0.05 0.04 0.05 0.05

Clearance Time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Vehicle Extension (s) 1.5 6.0 6.0 4.0 6.0 6.0 2.0 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 140 3047 933 208 3239 996 139 160 134 95 80

v/s Ratio Prot 0.05 c0.39 c0.10 c0.25 0.01 0.01 c0.02 c0.02

v/s Ratio Perm 0.03 0.03 0.00

v/c Ratio 0.64 0.64 0.05 0.85 0.39 0.05 0.37 0.14 0.41 0.33 0.03

Uniform Delay, d1 60.3 17.6 11.2 58.4 11.9 9.2 63.1 61.0 63.3 61.8 60.9

Progression Factor 1.14 0.33 0.24 0.70 2.22 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 5.8 0.9 0.1 24.2 0.3 0.1 0.6 0.1 0.7 0.7 0.1

Delay (s) 74.7 6.8 2.8 65.3 26.7 9.3 63.7 61.2 64.1 62.5 60.9

Level of Service E A A E C A E E E E E

Approach Delay (s/veh) 9.5 30.3 61.7 62.6

Approach LOS A C E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 22.0 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.64

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 25.9

Intersection Capacity Utilization 76.4% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 86 1899 82 171 1233 73 49 14 153 53 30 44

Future Volume (veh/h) 86 1899 82 171 1233 73 49 14 153 53 30 44

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 0.99 1.00 0.99 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 89 1958 85 176 1271 75 51 14 158 55 31 45

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 111 2835 868 198 3082 945 87 205 183 93 219 186

Arrive On Green 0.06 0.56 0.56 0.22 1.00 1.00 0.03 0.12 0.12 0.03 0.12 0.12

Sat Flow, veh/h 1781 5106 1563 1781 5106 1565 3456 1777 1585 3456 1870 1585

Grp Volume(v), veh/h 89 1958 85 176 1271 75 51 14 158 55 31 45

Grp Sat Flow(s),veh/h/ln 1781 1702 1563 1781 1702 1565 1728 1777 1585 1728 1870 1585

Q Serve(g_s), s 6.7 37.3 3.5 12.9 0.0 0.0 2.0 0.9 13.2 2.1 2.0 3.5

Cycle Q Clear(g_c), s 6.7 37.3 3.5 12.9 0.0 0.0 2.0 0.9 13.2 2.1 2.0 3.5

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 111 2835 868 198 3082 945 87 205 183 93 219 186

V/C Ratio(X) 0.80 0.69 0.10 0.89 0.41 0.08 0.58 0.07 0.86 0.59 0.14 0.24

Avail Cap(c_a), veh/h 215 2835 868 216 3082 945 387 375 335 387 395 335

HCM Platoon Ratio 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.77 0.77 0.77 0.83 0.83 0.83 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 62.5 21.7 14.1 51.7 0.0 0.0 65.1 53.2 58.6 65.0 53.5 54.1

Incr Delay (d2), s/veh 4.0 1.1 0.2 28.5 0.3 0.1 2.3 0.1 4.6 2.2 0.1 0.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.1 14.7 1.3 6.7 0.1 0.0 0.9 0.4 5.5 1.0 1.0 1.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 66.5 22.7 14.3 80.2 0.3 0.1 67.4 53.3 63.2 67.2 53.6 54.4

LnGrp LOS E C B F A A E D E E D D

Approach Vol, veh/h 2132 1522 223 131

Approach Delay, s/veh 24.2 9.6 63.5 59.6

Approach LOS C A E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 15.1 87.3 10.3 22.3 21.6 80.8 10.5 22.1

Change Period (Y+Rc), s 6.7 5.8 6.9 6.5 6.6 5.8 6.9 6.5

Max Green Setting (Gmax), s 16.3 49.2 15.1 28.5 16.4 49.2 15.1 28.5

Max Q Clear Time (g_c+I1), s 8.7 2.0 4.0 5.5 14.9 39.3 4.1 15.2

Green Ext Time (p_c), s 0.0 30.3 0.0 0.1 0.1 9.6 0.0 0.4

Intersection Summary

HCM 7th Control Delay, s/veh 22.0

HCM 7th LOS C
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 317 1559 82 33 1422 105 102 76 36 84 39 282

Future Volume (vph) 317 1559 82 33 1422 105 102 76 36 84 39 282

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Lane Util. Factor 0.97 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 1770 5085 1562 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 1.00 0.70 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 1770 5085 1562 1359 1863 1583 1310 1863 1583

Peak-hour factor, PHF 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Adj. Flow (vph) 345 1695 89 36 1546 114 111 83 39 91 42 307

RTOR Reduction (vph) 0 0 27 0 0 44 0 0 35 0 0 273

Lane Group Flow (vph) 345 1695 62 36 1546 70 111 83 4 91 42 34

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 17.4 94.8 94.8 6.1 83.2 83.2 15.0 15.0 15.0 15.0 15.0 15.0

Effective Green, g (s) 17.4 94.8 94.8 6.1 83.2 83.2 15.0 15.0 15.0 15.0 15.0 15.0

Actuated g/C Ratio 0.13 0.70 0.70 0.05 0.62 0.62 0.11 0.11 0.11 0.11 0.11 0.11

Clearance Time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 442 3570 1111 79 3133 962 151 207 175 145 207 175

v/s Ratio Prot c0.10 0.33 0.02 c0.30 0.04 0.02

v/s Ratio Perm 0.04 0.04 c0.08 0.00 0.07 0.02

v/c Ratio 0.78 0.47 0.06 0.46 0.49 0.07 0.74 0.40 0.02 0.63 0.20 0.19

Uniform Delay, d1 57.0 9.0 6.2 62.8 14.3 10.4 58.1 55.8 53.5 57.3 54.6 54.5

Progression Factor 1.29 0.53 0.60 1.34 0.70 0.06 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 6.6 0.4 0.1 1.3 0.5 0.1 14.7 0.5 0.0 6.0 0.2 0.2

Delay (s) 80.2 5.2 3.8 85.3 10.4 0.8 72.8 56.3 53.5 63.3 54.7 54.7

Level of Service F A A F B A E E D E D D

Approach Delay (s/veh) 17.3 11.4 63.7 56.5

Approach LOS B B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 21.3 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.57

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 19.4

Intersection Capacity Utilization 66.6% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group



HCM 7th Signalized Intersection Summary

16: Prescott E Highway & SR 69 Existing PM Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 32

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 317 1559 82 33 1422 105 102 76 36 84 39 282

Future Volume (veh/h) 317 1559 82 33 1422 105 102 76 36 84 39 282

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 345 1695 89 36 1546 114 111 83 39 91 42 307

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 393 3154 978 59 2734 848 248 388 328 270 388 328

Arrive On Green 0.23 1.00 1.00 0.03 0.54 0.54 0.21 0.21 0.21 0.21 0.21 0.21

Sat Flow, veh/h 3456 5106 1584 1781 5106 1584 1032 1870 1585 1269 1870 1585

Grp Volume(v), veh/h 345 1695 89 36 1546 114 111 83 39 91 42 307

Grp Sat Flow(s),veh/h/ln 1728 1702 1584 1781 1702 1584 1032 1870 1585 1269 1870 1585

Q Serve(g_s), s 13.0 0.0 0.0 2.7 27.2 4.9 13.2 5.0 2.7 8.6 2.5 25.7

Cycle Q Clear(g_c), s 13.0 0.0 0.0 2.7 27.2 4.9 15.7 5.0 2.7 13.6 2.5 25.7

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 393 3154 978 59 2734 848 248 388 328 270 388 328

V/C Ratio(X) 0.88 0.54 0.09 0.61 0.57 0.13 0.45 0.21 0.12 0.34 0.11 0.93

Avail Cap(c_a), veh/h 640 3154 978 333 2734 848 273 432 366 300 432 366

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.74 0.74 0.74 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 51.3 0.0 0.0 64.4 20.9 15.7 49.7 44.4 43.5 50.0 43.4 52.6

Incr Delay (d2), s/veh 3.5 0.5 0.1 3.8 0.9 0.3 0.5 0.1 0.1 0.3 0.0 28.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 5.2 0.1 0.0 1.3 10.8 1.8 3.5 2.4 1.1 2.8 1.2 12.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 54.8 0.5 0.1 68.3 21.7 16.0 50.2 44.5 43.6 50.3 43.4 80.7

LnGrp LOS D A A E C B D D D D D F

Approach Vol, veh/h 2129 1696 233 440

Approach Delay, s/veh 9.3 22.4 47.1 70.9

Approach LOS A C D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 22.3 77.9 34.8 11.2 89.0 34.8

Change Period (Y+Rc), s 7.0 * 5.6 6.8 6.8 * 5.6 6.8

Max Green Setting (Gmax), s 25.0 * 59 31.2 25.2 * 60 31.2

Max Q Clear Time (g_c+I1), s 15.0 29.2 27.7 4.7 2.0 17.7

Green Ext Time (p_c), s 0.3 25.4 0.3 0.0 46.0 0.4

Intersection Summary

HCM 7th Control Delay, s/veh 22.2

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 452 1103 55 59 1153 138 67 175 72 242 65 325

Future Volume (vph) 452 1103 55 59 1153 138 67 175 72 242 65 325

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Lane Util. Factor 0.97 0.95 1.00 1.00 0.91 1.00 1.00 0.95 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 0.99 1.00 1.00 1.00 1.00 0.99

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.96 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 3539 1556 1770 5085 1565 1770 3370 3433 1863 1574

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 3539 1556 1770 5085 1565 1770 3370 3433 1863 1574

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 466 1137 57 61 1189 142 69 180 74 249 67 335

RTOR Reduction (vph) 0 0 27 0 0 70 0 33 0 0 0 56

Lane Group Flow (vph) 466 1137 30 61 1189 72 69 221 0 249 67 279

Confl. Peds. (#/hr) 2 4 4 2 2 1 1 2

Turn Type Prot NA Perm Prot NA pm+ov Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 7 3 8 7 4 1

Permitted Phases 6 2 4

Actuated Green, G (s) 25.7 71.5 71.5 8.4 54.0 68.1 8.1 14.3 14.1 21.0 46.7

Effective Green, g (s) 25.7 71.5 71.5 8.4 54.0 68.1 8.1 14.3 14.1 21.0 46.7

Actuated g/C Ratio 0.19 0.53 0.53 0.06 0.40 0.50 0.06 0.11 0.10 0.16 0.35

Clearance Time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Vehicle Extension (s) 4.0 6.5 6.5 2.5 6.5 2.0 2.0 3.5 2.0 2.0 4.0

Lane Grp Cap (vph) 653 1874 824 110 2034 789 106 356 358 289 544

v/s Ratio Prot c0.14 c0.32 0.03 0.23 0.01 0.04 c0.07 c0.07 0.04 c0.10

v/s Ratio Perm 0.02 0.04 0.08

v/c Ratio 0.71 0.61 0.04 0.55 0.58 0.09 0.65 0.62 0.70 0.23 0.51

Uniform Delay, d1 51.2 22.0 15.2 61.5 31.7 17.4 62.1 57.8 58.4 49.9 35.1

Progression Factor 1.21 0.79 1.00 0.92 1.25 7.03 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 3.6 1.3 0.1 4.0 1.0 0.0 10.4 3.5 4.7 0.2 1.1

Delay (s) 65.6 18.7 15.3 60.8 40.8 122.2 72.5 61.3 63.1 50.1 36.2

Level of Service E B B E D F E E E D D

Approach Delay (s/veh) 31.8 50.0 63.6 47.9

Approach LOS C D E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 43.2 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.67

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 26.9

Intersection Capacity Utilization 78.5% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 452 1103 55 59 1153 138 67 175 72 242 65 325

Future Volume (veh/h) 452 1103 55 59 1153 138 67 175 72 242 65 325

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 466 1137 57 61 1189 142 69 180 74 249 67 335

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 557 1933 860 95 2218 825 98 292 116 302 291 501

Arrive On Green 0.16 0.54 0.54 0.05 0.43 0.43 0.05 0.12 0.12 0.09 0.16 0.16

Sat Flow, veh/h 3456 3554 1582 1781 5106 1581 1781 2483 982 3456 1870 1579

Grp Volume(v), veh/h 466 1137 57 61 1189 142 69 127 127 249 67 335

Grp Sat Flow(s),veh/h/ln 1728 1777 1582 1781 1702 1581 1781 1777 1688 1728 1870 1579

Q Serve(g_s), s 17.7 29.0 2.3 4.5 23.2 6.4 5.1 9.2 9.7 9.6 4.2 21.0

Cycle Q Clear(g_c), s 17.7 29.0 2.3 4.5 23.2 6.4 5.1 9.2 9.7 9.6 4.2 21.0

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.58 1.00 1.00

Lane Grp Cap(c), veh/h 557 1933 860 95 2218 825 98 209 199 302 291 501

V/C Ratio(X) 0.84 0.59 0.07 0.64 0.54 0.17 0.71 0.61 0.64 0.82 0.23 0.67

Avail Cap(c_a), veh/h 824 1933 860 309 2218 825 153 209 199 458 291 501

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 54.9 20.7 14.6 62.6 28.1 16.9 62.7 56.6 56.8 60.6 49.9 40.0

Incr Delay (d2), s/veh 6.1 1.3 0.1 5.3 0.9 0.5 3.5 5.4 7.2 4.2 0.1 2.8

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 8.1 12.1 0.9 2.2 9.5 2.4 2.4 4.4 4.5 4.3 2.0 10.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 61.0 22.0 14.7 68.0 29.1 17.4 66.2 62.0 64.1 64.8 50.1 42.8

LnGrp LOS E C B E C B E E E E D D

Approach Vol, veh/h 1660 1392 323 651

Approach Delay, s/veh 32.7 29.6 63.7 51.9

Approach LOS C C E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 29.6 64.6 13.8 27.0 14.8 79.4 18.9 21.9

Change Period (Y+Rc), s 7.8 6.0 6.4 6.0 7.6 6.0 7.1 6.0

Max Green Setting (Gmax), s 32.2 44.0 11.6 21.0 23.4 53.0 17.9 14.0

Max Q Clear Time (g_c+I1), s 19.7 25.2 7.1 23.0 6.5 31.0 11.6 11.7

Green Ext Time (p_c), s 2.1 15.4 0.0 0.0 0.1 17.0 0.2 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 37.2

HCM 7th LOS D
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 136 1328 19 71 1147 79 53 111 206 138 39 142

Future Volume (vph) 136 1328 19 71 1147 79 53 111 206 138 39 142

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1560 1770 3539 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 1.00 0.41 1.00 1.00

Satd. Flow (perm) 1770 3539 1560 1770 3539 1583 1360 1863 1583 766 1863 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 142 1383 20 74 1195 82 55 116 215 144 41 148

RTOR Reduction (vph) 0 0 8 0 0 38 0 0 160 0 0 125

Lane Group Flow (vph) 142 1383 12 74 1195 44 55 116 55 144 41 23

Confl. Peds. (#/hr) 2 2

Turn Type Prot NA Perm Prot NA Perm pm+pt NA Perm pm+pt NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 13.5 78.5 78.5 8.1 73.1 73.1 19.5 13.1 13.1 31.0 20.6 20.6

Effective Green, g (s) 13.5 78.5 78.5 8.1 73.1 73.1 19.5 13.1 13.1 31.0 20.6 20.6

Actuated g/C Ratio 0.10 0.58 0.58 0.06 0.54 0.54 0.14 0.10 0.10 0.23 0.15 0.15

Clearance Time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Vehicle Extension (s) 1.0 7.0 7.0 1.0 7.0 7.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 177 2057 907 106 1916 857 215 180 153 279 284 241

v/s Ratio Prot c0.08 c0.39 0.04 0.34 0.01 c0.06 c0.05 0.02

v/s Ratio Perm 0.01 0.03 0.02 0.03 0.07 0.01

v/c Ratio 0.80 0.67 0.01 0.70 0.62 0.05 0.26 0.64 0.36 0.52 0.14 0.09

Uniform Delay, d1 59.4 19.4 11.9 62.3 21.4 14.6 51.0 58.7 57.0 43.8 49.6 49.2

Progression Factor 1.18 0.66 1.00 0.92 1.27 3.49 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 18.5 1.5 0.0 12.1 1.2 0.1 0.2 5.8 0.5 0.7 0.1 0.1

Delay (s) 88.7 14.3 11.9 69.4 28.3 51.1 51.2 64.5 57.6 44.5 49.6 49.2

Level of Service F B B E C D D E E D D D

Approach Delay (s/veh) 21.1 32.0 58.7 47.2

Approach LOS C C E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 31.6 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.69

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 21.4

Intersection Capacity Utilization 69.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 136 1328 19 71 1147 79 53 111 206 138 39 142

Future Volume (veh/h) 136 1328 19 71 1147 79 53 111 206 138 39 142

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 142 1383 20 74 1195 82 55 116 215 144 41 148

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 166 1977 881 94 1834 817 303 283 240 298 362 307

Arrive On Green 0.09 0.56 0.56 0.02 0.17 0.17 0.04 0.15 0.15 0.08 0.19 0.19

Sat Flow, veh/h 1781 3554 1583 1781 3554 1583 1781 1870 1585 1781 1870 1585

Grp Volume(v), veh/h 142 1383 20 74 1195 82 55 116 215 144 41 148

Grp Sat Flow(s),veh/h/ln 1781 1777 1583 1781 1777 1583 1781 1870 1585 1781 1870 1585

Q Serve(g_s), s 10.6 38.2 0.8 5.6 42.4 5.9 3.5 7.6 18.0 8.9 2.4 11.2

Cycle Q Clear(g_c), s 10.6 38.2 0.8 5.6 42.4 5.9 3.5 7.6 18.0 8.9 2.4 11.2

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 166 1977 881 94 1834 817 303 283 240 298 362 307

V/C Ratio(X) 0.86 0.70 0.02 0.79 0.65 0.10 0.18 0.41 0.90 0.48 0.11 0.48

Avail Cap(c_a), veh/h 223 1977 881 223 1834 817 471 407 345 391 407 345

HCM Platoon Ratio 1.00 1.00 1.00 0.33 0.33 0.33 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.75 0.75 0.75 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 60.3 21.8 13.5 65.6 44.7 29.6 45.7 51.8 56.3 42.0 44.9 48.4

Incr Delay (d2), s/veh 17.0 2.1 0.0 4.1 1.4 0.2 0.1 0.4 15.1 0.5 0.1 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 5.6 15.9 0.3 2.7 20.6 2.4 1.6 3.6 8.3 4.0 1.2 4.5

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 77.3 23.8 13.5 69.6 46.0 29.7 45.8 52.2 71.4 42.5 44.9 48.9

LnGrp LOS E C B E D C D D E D D D

Approach Vol, veh/h 1545 1351 386 333

Approach Delay, s/veh 28.6 46.3 62.0 45.6

Approach LOS C D E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 18.7 75.4 9.2 31.7 13.2 80.8 15.0 26.0

Change Period (Y+Rc), s 6.1 * 5.7 4.0 5.6 6.1 * 5.7 4.0 5.6

Max Green Setting (Gmax), s 16.9 * 49 18.0 29.4 16.9 * 49 18.0 29.4

Max Q Clear Time (g_c+I1), s 12.6 44.4 5.5 13.2 7.6 40.2 10.9 20.0

Green Ext Time (p_c), s 0.0 4.6 0.0 0.2 0.0 8.5 0.1 0.4

Intersection Summary

HCM 7th Control Delay, s/veh 40.4

HCM 7th LOS D

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 116 1483 19 1 1252 110 25 23 6 224 11 127

Future Volume (vph) 116 1483 19 1 1252 110 25 23 6 224 11 127

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00 0.99

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 0.99 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.98 0.95 1.00

Satd. Flow (prot) 1770 3539 1546 1770 3539 1583 1793 1778 1560

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.67 0.73 1.00

Satd. Flow (perm) 1770 3539 1546 1770 3539 1583 1220 1358 1560

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 121 1545 20 1 1304 115 26 24 6 233 11 132

RTOR Reduction (vph) 0 0 7 0 0 33 0 3 0 0 0 96

Lane Group Flow (vph) 121 1545 13 1 1304 82 0 53 0 0 244 36

Confl. Peds. (#/hr) 1 1 2 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 13.6 89.1 89.1 1.2 76.3 76.3 27.7 27.6 27.6

Effective Green, g (s) 13.6 89.1 89.1 1.2 76.3 76.3 27.7 27.6 27.6

Actuated g/C Ratio 0.10 0.66 0.66 0.01 0.57 0.57 0.21 0.20 0.20

Clearance Time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Vehicle Extension (s) 2.0 6.0 6.0 1.5 6.0 6.0 1.5 2.0 2.0

Lane Grp Cap (vph) 178 2335 1020 15 2000 894 250 277 318

v/s Ratio Prot c0.07 c0.44 0.00 0.37

v/s Ratio Perm 0.01 0.05 0.04 c0.18 0.02

v/c Ratio 0.68 0.66 0.01 0.07 0.65 0.09 0.21 0.88 0.11

Uniform Delay, d1 58.6 13.9 7.9 66.3 20.2 13.5 44.6 52.1 43.7

Progression Factor 1.24 0.34 1.00 0.75 1.20 1.92 1.00 1.00 1.00

Incremental Delay, d2 6.3 1.2 0.0 0.6 1.5 0.2 0.2 25.5 0.1

Delay (s) 79.1 5.9 7.9 50.2 25.8 26.1 44.7 77.6 43.8

Level of Service E A A D C C D E D

Approach Delay (s/veh) 11.2 25.9 44.7 65.7

Approach LOS B C D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 23.4 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.74

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.5

Intersection Capacity Utilization 79.9% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 116 1483 19 1 1252 110 25 23 6 224 11 127

Future Volume (veh/h) 116 1483 19 1 1252 110 25 23 6 224 11 127

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 121 1545 20 1 1304 115 26 24 6 233 11 132

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 144 2242 999 3 1956 872 39 28 3 256 10 378

Arrive On Green 0.16 1.00 1.00 0.00 1.00 1.00 0.24 0.24 0.24 0.24 0.24 0.24

Sat Flow, veh/h 1781 3554 1584 1781 3554 1584 0 117 14 852 40 1581

Grp Volume(v), veh/h 121 1545 20 1 1304 115 56 0 0 244 0 132

Grp Sat Flow(s),veh/h/ln 1781 1777 1584 1781 1777 1584 131 0 0 892 0 1581

Q Serve(g_s), s 8.9 0.0 0.0 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 9.4

Cycle Q Clear(g_c), s 8.9 0.0 0.0 0.1 0.0 0.0 32.3 0.0 0.0 32.3 0.0 9.4

Prop In Lane 1.00 1.00 1.00 1.00 0.46 0.11 0.95 1.00

Lane Grp Cap(c), veh/h 144 2242 999 3 1956 872 70 0 0 266 0 378

V/C Ratio(X) 0.84 0.69 0.02 0.34 0.67 0.13 0.80 0.00 0.00 0.92 0.00 0.35

Avail Cap(c_a), veh/h 340 2242 999 343 1956 872 70 0 0 266 0 378

HCM Platoon Ratio 2.00 2.00 2.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.71 0.71 0.71 0.84 0.84 0.84 1.00 0.00 0.00 1.00 0.00 1.00

Uniform Delay (d), s/veh 55.8 0.0 0.0 67.2 0.0 0.0 50.1 0.0 0.0 53.4 0.0 42.6

Incr Delay (d2), s/veh 3.6 1.3 0.0 20.3 1.5 0.3 42.4 0.0 0.0 33.9 0.0 0.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.8 0.4 0.0 0.1 0.4 0.1 2.8 0.0 0.0 11.0 0.0 3.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 59.4 1.3 0.0 87.5 1.5 0.3 92.5 0.0 0.0 87.2 0.0 42.8

LnGrp LOS E A A F A A F F D

Approach Vol, veh/h 1686 1420 56 376

Approach Delay, s/veh 5.4 1.5 92.5 71.6

Approach LOS A A F E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 17.1 79.8 38.1 6.2 90.7 38.1

Change Period (Y+Rc), s 6.2 5.5 5.8 6.0 * 5.5 * 5.8

Max Green Setting (Gmax), s 25.8 59.5 32.2 26.0 * 60 * 32

Max Q Clear Time (g_c+I1), s 10.9 2.0 34.3 2.1 2.0 34.3

Green Ext Time (p_c), s 0.1 37.8 0.0 0.0 43.5 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 12.3

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 233 1303 58 7 1084 85 48 48 17 103 31 171

Future Volume (vph) 233 1303 58 7 1084 85 48 48 17 103 31 171

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.96 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1788 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.74 1.00 0.71 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1372 1788 1329 1863 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 240 1343 60 7 1118 88 49 49 18 106 32 176

RTOR Reduction (vph) 0 0 15 0 0 27 0 11 0 0 0 155

Lane Group Flow (vph) 240 1343 45 7 1118 61 49 56 0 106 32 21

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 21.4 100.6 100.6 1.2 80.4 80.4 16.3 16.3 16.3 16.3 16.3

Effective Green, g (s) 21.4 100.6 100.6 1.2 80.4 80.4 16.3 16.3 16.3 16.3 16.3

Actuated g/C Ratio 0.16 0.75 0.75 0.01 0.60 0.60 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Vehicle Extension (s) 1.5 5.7 5.7 1.5 5.7 5.7 3.0 3.0 3.0 3.0 3.0

Lane Grp Cap (vph) 280 2637 1179 15 2107 942 165 215 160 224 191

v/s Ratio Prot c0.14 0.38 0.00 c0.32 0.03 0.02

v/s Ratio Perm 0.03 0.04 0.04 c0.08 0.01

v/c Ratio 0.86 0.51 0.04 0.47 0.53 0.06 0.30 0.26 0.66 0.14 0.11

Uniform Delay, d1 55.3 7.1 4.5 66.6 16.1 11.5 54.1 53.9 56.7 53.1 52.9

Progression Factor 1.30 0.37 0.00 0.80 0.94 1.33 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 17.0 0.5 0.0 7.3 0.9 0.1 1.0 0.6 9.9 0.3 0.3

Delay (s) 88.8 3.2 0.0 60.5 16.1 15.3 55.1 54.5 66.6 53.4 53.2

Level of Service F A A E B B E D E D D

Approach Delay (s/veh) 15.6 16.3 54.8 57.7

Approach LOS B B D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 21.2 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.61

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 16.9

Intersection Capacity Utilization 69.3% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 233 1303 58 7 1084 85 48 48 17 103 31 171

Future Volume (veh/h) 233 1303 58 7 1084 85 48 48 17 103 31 171

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 240 1343 60 7 1118 88 49 49 18 106 32 176

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 260 2604 1162 15 2115 943 192 174 64 186 250 212

Arrive On Green 0.29 1.00 1.00 0.02 1.00 1.00 0.13 0.13 0.13 0.13 0.13 0.13

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1174 1305 479 1334 1870 1585

Grp Volume(v), veh/h 240 1343 60 7 1118 88 49 0 67 106 32 176

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1174 0 1784 1334 1870 1585

Q Serve(g_s), s 17.6 0.0 0.0 0.5 0.0 0.0 5.2 0.0 4.6 10.5 2.0 14.6

Cycle Q Clear(g_c), s 17.6 0.0 0.0 0.5 0.0 0.0 7.2 0.0 4.6 15.1 2.0 14.6

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.27 1.00 1.00

Lane Grp Cap(c), veh/h 260 2604 1162 15 2115 943 192 0 238 186 250 212

V/C Ratio(X) 0.92 0.52 0.05 0.46 0.53 0.09 0.25 0.00 0.28 0.57 0.13 0.83

Avail Cap(c_a), veh/h 347 2604 1162 347 2115 943 317 0 428 328 449 380

HCM Platoon Ratio 2.00 2.00 2.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.74 0.74 0.74 0.86 0.86 0.86 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 47.0 0.0 0.0 66.0 0.0 0.0 54.7 0.0 52.7 59.4 51.6 57.0

Incr Delay (d2), s/veh 17.4 0.5 0.1 6.7 0.8 0.2 0.7 0.0 0.6 2.7 0.2 8.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 7.9 0.2 0.0 0.3 0.2 0.0 1.6 0.0 2.1 3.7 1.0 6.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 64.4 0.5 0.1 72.8 0.8 0.2 55.4 0.0 53.3 62.2 51.8 65.2

LnGrp LOS E A A E A A E D E D E

Approach Vol, veh/h 1643 1213 116 314

Approach Delay, s/veh 9.9 1.2 54.2 62.8

Approach LOS A A D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 25.4 85.9 23.6 6.9 104.5 23.6

Change Period (Y+Rc), s 5.7 * 5.6 5.6 5.7 * 5.6 5.6

Max Green Setting (Gmax), s 26.3 * 59 32.4 26.3 * 59 32.4

Max Q Clear Time (g_c+I1), s 19.6 2.0 17.1 2.5 2.0 9.2

Green Ext Time (p_c), s 0.1 28.8 1.0 0.0 35.9 0.5

Intersection Summary

HCM 7th Control Delay, s/veh 13.3

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 261 1151 31 10 957 101 37 44 21 125 45 208

Future Volume (vph) 261 1151 31 10 957 101 37 44 21 125 45 208

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 1.00 0.73 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1353 1863 1583 1354 1863 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 272 1199 32 10 997 105 39 46 22 130 47 217

RTOR Reduction (vph) 0 0 9 0 0 31 0 0 19 0 0 189

Lane Group Flow (vph) 272 1199 23 10 997 74 39 46 3 130 47 28

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 23.4 98.9 98.9 1.2 76.7 76.7 17.3 17.3 17.3 17.6 17.6 17.6

Effective Green, g (s) 23.4 98.9 98.9 1.2 76.7 76.7 17.3 17.3 17.3 17.6 17.6 17.6

Actuated g/C Ratio 0.17 0.73 0.73 0.01 0.57 0.57 0.13 0.13 0.13 0.13 0.13 0.13

Clearance Time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Vehicle Extension (s) 2.0 7.0 7.0 1.0 7.0 7.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 306 2592 1159 15 2010 899 173 238 202 176 242 206

v/s Ratio Prot c0.15 0.34 0.01 c0.28 0.02 0.03

v/s Ratio Perm 0.01 0.05 0.03 0.00 c0.10 0.02

v/c Ratio 0.89 0.46 0.02 0.67 0.50 0.08 0.23 0.19 0.01 0.74 0.19 0.14

Uniform Delay, d1 54.5 7.3 4.9 66.7 17.5 13.2 52.8 52.6 51.4 56.5 52.4 52.0

Progression Factor 1.20 0.30 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 22.9 0.5 0.0 62.4 0.9 0.2 0.2 0.1 0.0 13.0 0.1 0.1

Delay (s) 88.3 2.7 4.9 129.1 18.4 13.4 53.1 52.8 51.4 69.5 52.5 52.1

Level of Service F A A F B B D D D E D D

Approach Delay (s/veh) 18.2 18.9 52.6 57.9

Approach LOS B B D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 24.7 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.61

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.6

Intersection Capacity Utilization 68.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 261 1151 31 10 957 101 37 44 21 125 45 208

Future Volume (veh/h) 261 1151 31 10 957 101 37 44 21 125 45 208

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 272 1199 32 10 997 105 39 46 22 130 47 217

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 292 2502 1116 21 1961 875 201 288 244 230 288 244

Arrive On Green 0.33 1.00 1.00 0.01 0.55 0.55 0.15 0.15 0.15 0.15 0.15 0.15

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1115 1870 1585 1333 1870 1585

Grp Volume(v), veh/h 272 1199 32 10 997 105 39 46 22 130 47 217

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1115 1870 1585 1333 1870 1585

Q Serve(g_s), s 20.0 0.0 0.0 0.8 23.6 4.3 4.2 2.9 1.6 12.7 2.9 18.1

Cycle Q Clear(g_c), s 20.0 0.0 0.0 0.8 23.6 4.3 7.2 2.9 1.6 15.5 2.9 18.1

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 292 2502 1116 21 1961 875 201 288 244 230 288 244

V/C Ratio(X) 0.93 0.48 0.03 0.48 0.51 0.12 0.19 0.16 0.09 0.57 0.16 0.89

Avail Cap(c_a), veh/h 339 2502 1116 339 1961 875 297 449 380 348 453 384

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.86 0.86 0.86 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 44.7 0.0 0.0 66.3 18.8 14.5 52.7 49.5 49.0 56.3 49.6 56.0

Incr Delay (d2), s/veh 25.4 0.6 0.0 6.4 0.9 0.3 0.2 0.1 0.1 0.8 0.1 9.9

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 9.5 0.2 0.0 0.4 9.7 1.6 1.2 1.4 0.6 4.4 1.4 7.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 70.0 0.6 0.0 72.7 19.8 14.8 52.9 49.6 49.1 57.1 49.7 65.9

LnGrp LOS E A A E B B D D D E D E

Approach Vol, veh/h 1503 1112 107 394

Approach Delay, s/veh 13.1 19.8 50.7 61.1

Approach LOS B B D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 28.4 80.2 26.4 7.9 100.8 26.4

Change Period (Y+Rc), s 6.3 * 5.7 * 5.6 6.3 * 5.7 5.6

Max Green Setting (Gmax), s 25.7 * 59 * 33 25.7 * 59 32.4

Max Q Clear Time (g_c+I1), s 22.0 25.6 20.1 2.8 2.0 9.2

Green Ext Time (p_c), s 0.2 23.2 0.7 0.0 38.6 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 22.9

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (vph) 8 1339 916 18 87 7

Future Volume (vph) 8 1339 916 18 87 7

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Lane Util. Factor 1.00 0.95 0.95 1.00 0.97 1.00

Frt 1.00 1.00 1.00 0.85 1.00 0.85

Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1770 3539 3539 1583 3433 1583

Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1770 3539 3539 1583 3433 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 8 1395 954 19 91 7

RTOR Reduction (vph) 0 0 0 7 0 6

Lane Group Flow (vph) 8 1395 954 12 91 1

Turn Type Prot NA NA Perm Prot Perm

Protected Phases 1 6 2 4

Permitted Phases 2 4

Actuated Green, G (s) 1.4 57.1 48.6 48.6 6.1 6.1

Effective Green, g (s) 1.4 57.1 48.6 48.6 6.1 6.1

Actuated g/C Ratio 0.02 0.74 0.63 0.63 0.08 0.08

Clearance Time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Vehicle Extension (s) 2.0 6.0 6.0 6.0 2.0 2.0

Lane Grp Cap (vph) 32 2627 2236 1000 272 125

v/s Ratio Prot 0.00 c0.39 0.27 c0.03

v/s Ratio Perm 0.01 0.00

v/c Ratio 0.25 0.53 0.43 0.01 0.33 0.00

Uniform Delay, d1 37.2 4.2 7.1 5.2 33.5 32.6

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.5 0.5 0.4 0.0 0.3 0.0

Delay (s) 38.7 4.7 7.5 5.3 33.7 32.6

Level of Service D A A A C C

Approach Delay (s/veh) 4.9 7.5 33.7

Approach LOS A A C

Intersection Summary

HCM 2000 Control Delay (s/veh) 7.0 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 76.9 Sum of lost time (s) 20.8

Intersection Capacity Utilization 55.1% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (veh/h) 8 1339 916 18 87 7

Future Volume (veh/h) 8 1339 916 18 87 7

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 8 1395 954 19 91 7

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 30 2339 1850 825 376 172

Arrive On Green 0.02 0.66 0.52 0.52 0.11 0.11

Sat Flow, veh/h 1781 3647 3647 1585 3456 1585

Grp Volume(v), veh/h 8 1395 954 19 91 7

Grp Sat Flow(s),veh/h/ln 1781 1777 1777 1585 1728 1585

Q Serve(g_s), s 0.3 13.0 10.3 0.3 1.4 0.2

Cycle Q Clear(g_c), s 0.3 13.0 10.3 0.3 1.4 0.2

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 30 2339 1850 825 376 172

V/C Ratio(X) 0.27 0.60 0.52 0.02 0.24 0.04

Avail Cap(c_a), veh/h 607 2723 2723 1214 1177 540

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 28.5 5.7 9.2 6.8 24.0 23.4

Incr Delay (d2), s/veh 1.8 0.9 0.8 0.0 0.1 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.1 3.1 3.3 0.1 0.5 0.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 30.3 6.5 10.0 6.9 24.1 23.5

LnGrp LOS C A B A C C

Approach Vol, veh/h 1403 973 98

Approach Delay, s/veh 6.7 10.0 24.0

Approach LOS A A C

Timer - Assigned Phs 1 2 4 6

Phs Duration (G+Y+Rc), s 8.1 37.9 12.8 46.0

Change Period (Y+Rc), s 7.1 7.3 6.4 7.3

Max Green Setting (Gmax), s 20.0 45.0 20.0 45.0

Max Q Clear Time (g_c+I1), s 2.3 12.3 3.4 15.0

Green Ext Time (p_c), s 0.0 17.9 0.1 23.7

Intersection Summary

HCM 7th Control Delay, s/veh 8.7

HCM 7th LOS A
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 22 1005 260 74 777 477 165 87 169 553 116 45

Future Volume (vph) 22 1005 260 74 777 477 165 87 169 553 116 45

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 6.8 6.8 6.7 6.7 4.0 7.0 6.1 6.6 6.2 7.1

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.90 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1678 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1770 1678 3433 1863 1583

Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Adj. Flow (vph) 22 1015 263 75 785 482 167 88 171 559 117 45

RTOR Reduction (vph) 0 0 165 0 0 0 0 51 0 0 0 34

Lane Group Flow (vph) 22 1015 98 75 785 482 167 208 0 559 117 11

Turn Type Prot NA Perm Prot NA Free Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 3 8 7 4 1

Permitted Phases 6 Free 4

Actuated Green, G (s) 4.9 41.0 41.0 7.6 43.4 114.8 15.3 17.3 22.7 24.2 29.1

Effective Green, g (s) 4.9 41.0 41.0 7.6 43.4 114.8 15.3 17.3 22.7 24.2 29.1

Actuated g/C Ratio 0.04 0.36 0.36 0.07 0.38 1.00 0.13 0.15 0.20 0.21 0.25

Clearance Time (s) 7.1 6.8 6.8 6.7 6.7 7.0 6.1 6.6 6.2 7.1

Vehicle Extension (s) 1.5 6.5 6.5 1.5 6.5 2.0 1.5 2.0 1.5 1.5

Lane Grp Cap (vph) 75 1263 565 117 1337 1583 235 252 678 392 401

v/s Ratio Prot 0.01 c0.29 c0.04 0.22 0.09 c0.12 c0.16 0.06 0.00

v/s Ratio Perm 0.06 c0.30 0.01

v/c Ratio 0.29 0.80 0.17 0.64 0.59 0.30 0.71 0.83 0.82 0.30 0.03

Uniform Delay, d1 53.3 33.3 25.3 52.3 28.5 0.0 47.6 47.3 44.1 38.2 32.2

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.8 4.7 0.5 8.7 1.4 0.5 8.1 18.5 7.7 0.2 0.0

Delay (s) 54.1 37.9 25.8 60.9 29.9 0.5 55.8 65.8 51.8 38.3 32.2

Level of Service D D C E C A E E D D C

Approach Delay (s/veh) 35.7 21.1 61.9 48.4

Approach LOS D C E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 35.9 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.81

Actuated Cycle Length (s) 114.8 Sum of lost time (s) 27.0

Intersection Capacity Utilization 85.0% ICU Level of Service E

Analysis Period (min) 15

c    Critical Lane Group
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 22 1005 260 74 777 477 165 87 169 553 116 45

Future Volume (veh/h) 22 1005 260 74 777 477 165 87 169 553 116 45

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 22 1015 263 75 785 0 167 88 171 559 117 45

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 48 1250 558 96 1334 198 97 189 635 449 423

Arrive On Green 0.03 0.35 0.35 0.05 0.38 0.00 0.11 0.17 0.17 0.18 0.24 0.24

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1781 568 1104 3456 1870 1585

Grp Volume(v), veh/h 22 1015 263 75 785 0 167 0 259 559 117 45

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1781 0 1672 1728 1870 1585

Q Serve(g_s), s 1.3 28.5 14.2 4.6 19.5 0.0 10.1 0.0 16.7 17.3 5.6 2.4

Cycle Q Clear(g_c), s 1.3 28.5 14.2 4.6 19.5 0.0 10.1 0.0 16.7 17.3 5.6 2.4

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.66 1.00 1.00

Lane Grp Cap(c), veh/h 48 1250 558 96 1334 198 0 286 635 449 423

V/C Ratio(X) 0.46 0.81 0.47 0.78 0.59 0.84 0.00 0.90 0.88 0.26 0.11

Avail Cap(c_a), veh/h 324 1292 576 324 1334 486 0 304 943 449 423

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 0.00 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 52.7 32.3 27.7 51.4 27.5 0.0 47.9 0.0 44.7 43.7 33.9 30.4

Incr Delay (d2), s/veh 2.6 5.8 2.8 5.0 1.9 0.0 3.7 0.0 26.8 4.8 0.1 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.6 12.9 5.8 2.2 8.4 0.0 4.7 0.0 9.1 7.7 2.5 0.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 55.3 38.2 30.6 56.4 29.4 0.0 51.6 0.0 71.5 48.5 34.0 30.5

LnGrp LOS E D C E C D E D C C

Approach Vol, veh/h 1300 860 426 721

Approach Delay, s/veh 36.9 31.8 63.7 45.0

Approach LOS D C E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 10.0 48.1 19.2 32.6 12.6 45.5 26.8 25.0

Change Period (Y+Rc), s 7.1 * 6.8 7.0 * 6.2 6.7 6.8 6.6 * 6.2

Max Green Setting (Gmax), s 20.0 * 40 30.0 * 20 20.0 40.0 30.0 * 20

Max Q Clear Time (g_c+I1), s 3.3 21.5 12.1 7.6 6.6 30.5 19.3 18.7

Green Ext Time (p_c), s 0.0 10.9 0.2 0.2 0.0 8.2 0.9 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 40.8

HCM 7th LOS D

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.

Unsignalized Delay for [NWR] is excluded from calculations of the approach delay and intersection delay.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 21 25 42 63 15 90 25 1226 128 325 1181 25

Future Volume (vph) 21 25 42 63 15 90 25 1226 128 325 1181 25

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.91 1.00 0.89 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1688 1770 1579 1504 1770 3539 1564 3433 3539 1583

Flt Permitted 0.72 1.00 0.71 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1333 1688 1319 1579 1504 1770 3539 1564 3433 3539 1583

Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Adj. Flow (vph) 23 28 47 70 17 100 28 1362 142 361 1312 28

RTOR Reduction (vph) 0 43 0 0 39 52 0 0 65 0 0 9

Lane Group Flow (vph) 23 32 0 70 21 5 28 1362 77 361 1312 19

Confl. Bikes (#/hr) 1

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 4 4 2 6

Actuated Green, G (s) 7.3 7.3 7.0 7.0 7.0 2.4 44.8 44.8 12.0 54.7 54.7

Effective Green, g (s) 7.3 7.3 7.0 7.0 7.0 2.4 44.8 44.8 12.0 54.7 54.7

Actuated g/C Ratio 0.09 0.09 0.09 0.09 0.09 0.03 0.55 0.55 0.15 0.67 0.67

Clearance Time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.5 6.0 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 118 150 112 134 128 51 1931 853 501 2357 1054

v/s Ratio Prot 0.02 0.01 0.02 c0.38 c0.11 0.37

v/s Ratio Perm 0.02 c0.05 0.00 0.05 0.01

v/c Ratio 0.19 0.21 0.63 0.15 0.04 0.55 0.71 0.09 0.72 0.56 0.02

Uniform Delay, d1 34.7 34.7 36.3 34.8 34.5 39.3 13.8 8.9 33.4 7.3 4.6

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.3 0.3 7.6 0.2 0.0 6.3 1.8 0.1 4.3 0.6 0.0

Delay (s) 35.0 35.0 43.9 35.0 34.5 45.6 15.5 9.0 37.7 7.9 4.6

Level of Service C C D D C D B A D A A

Approach Delay (s/veh) 35.0 38.2 15.5 14.2

Approach LOS C D B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 16.6 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.70

Actuated Cycle Length (s) 82.1 Sum of lost time (s) 18.3

Intersection Capacity Utilization 68.6% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 21 25 42 63 15 90 25 1226 128 325 1181 25

Future Volume (veh/h) 21 25 42 63 15 90 25 1226 128 325 1181 25

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 23 28 47 70 0 111 28 1362 142 361 1312 28

Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 250 76 127 200 0 383 63 1795 784 459 2155 961

Arrive On Green 0.12 0.12 0.12 0.12 0.00 0.12 0.04 0.50 0.50 0.13 0.61 0.61

Sat Flow, veh/h 1282 627 1053 1325 0 3170 1781 3554 1552 3456 3554 1585

Grp Volume(v), veh/h 23 0 75 70 0 111 28 1362 142 361 1312 28

Grp Sat Flow(s),veh/h/ln 1282 0 1681 1325 0 1585 1781 1777 1552 1728 1777 1585

Q Serve(g_s), s 1.2 0.0 3.1 3.9 0.0 2.4 1.2 23.3 3.8 7.7 17.4 0.5

Cycle Q Clear(g_c), s 1.2 0.0 3.1 7.0 0.0 2.4 1.2 23.3 3.8 7.7 17.4 0.5

Prop In Lane 1.00 0.63 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 250 0 203 200 0 383 63 1795 784 459 2155 961

V/C Ratio(X) 0.09 0.00 0.37 0.35 0.00 0.29 0.45 0.76 0.18 0.79 0.61 0.03

Avail Cap(c_a), veh/h 434 0 444 390 0 837 588 1877 820 1141 2155 961

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 29.8 0.0 30.6 33.9 0.0 30.3 35.8 15.0 10.2 31.8 9.3 6.0

Incr Delay (d2), s/veh 0.1 0.0 0.4 0.4 0.0 0.2 1.8 2.7 0.4 1.1 1.1 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.4 0.0 1.3 1.2 0.0 0.9 0.5 8.7 1.2 3.1 5.7 0.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 29.9 0.0 31.1 34.3 0.0 30.5 37.6 17.8 10.6 33.0 10.4 6.0

LnGrp LOS C C C C D B B C B A

Approach Vol, veh/h 98 181 1532 1701

Approach Delay, s/veh 30.8 32.0 17.5 15.1

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 16.7 44.3 14.7 9.0 52.0 14.7

Change Period (Y+Rc), s 6.6 6.1 5.6 6.3 6.1 * 5.6

Max Green Setting (Gmax), s 25.0 40.0 20.0 25.0 40.0 * 20

Max Q Clear Time (g_c+I1), s 9.7 25.3 9.0 3.2 19.4 5.1

Green Ext Time (p_c), s 0.4 12.9 0.2 0.0 16.7 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 17.4

HCM 7th LOS B

Notes

User approved volume balancing among the lanes for turning movement.

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 98 0 43 7 3 1 45 1118 1 6 1264 164

Future Volume (vph) 98 0 43 7 3 1 45 1118 1 6 1264 164

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 1.00 0.95 1.00

Frt 1.00 0.85 0.99 1.00 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.97 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1583 1783 1770 3539 1770 3539 1583

Flt Permitted 0.75 1.00 0.78 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1398 1583 1436 1770 3539 1770 3539 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 100 0 44 7 3 1 46 1141 1 6 1290 167

RTOR Reduction (vph) 0 39 0 0 1 0 0 0 0 0 0 74

Lane Group Flow (vph) 100 5 0 0 10 0 46 1142 0 6 1290 93

Turn Type Perm NA Perm NA Prot NA Prot NA Perm

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 6

Actuated Green, G (s) 7.3 7.3 7.3 6.2 40.4 5.1 39.0 39.0

Effective Green, g (s) 7.3 7.3 7.3 6.2 40.4 5.1 39.0 39.0

Actuated g/C Ratio 0.10 0.10 0.10 0.09 0.58 0.07 0.56 0.56

Clearance Time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Vehicle Extension (s) 1.5 1.5 2.5 1.5 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 145 164 149 156 2036 128 1966 879

v/s Ratio Prot 0.00 c0.03 0.32 0.00 c0.36

v/s Ratio Perm c0.07 0.01 0.06

v/c Ratio 0.69 0.03 0.07 0.29 0.56 0.05 0.66 0.11

Uniform Delay, d1 30.4 28.3 28.4 30.0 9.3 30.3 10.9 7.4

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 10.4 0.0 0.1 0.4 0.7 0.1 1.3 0.1

Delay (s) 40.7 28.3 28.5 30.3 10.1 30.3 12.2 7.5

Level of Service D C C C B C B A

Approach Delay (s/veh) 36.9 28.5 10.9 11.7

Approach LOS D C B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 12.7 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.62

Actuated Cycle Length (s) 70.2 Sum of lost time (s) 17.7

Intersection Capacity Utilization 55.1% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 98 0 43 7 3 1 45 1118 1 6 1264 164

Future Volume (veh/h) 98 0 43 7 3 1 45 1118 1 6 1264 164

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 100 0 44 7 3 1 46 1141 1 6 1290 167

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 246 0 140 151 53 11 138 2058 2 138 1991 888

Arrive On Green 0.09 0.00 0.09 0.09 0.09 0.09 0.08 0.56 0.56 0.08 0.56 0.56

Sat Flow, veh/h 1412 0 1585 671 603 127 1781 3643 3 1781 3554 1585

Grp Volume(v), veh/h 100 0 44 11 0 0 46 556 586 6 1290 167

Grp Sat Flow(s),veh/h/ln 1412 0 1585 1401 0 0 1781 1777 1870 1781 1777 1585

Q Serve(g_s), s 2.3 0.0 1.7 0.0 0.0 0.0 1.6 12.8 12.8 0.2 16.2 3.3

Cycle Q Clear(g_c), s 4.0 0.0 1.7 1.7 0.0 0.0 1.6 12.8 12.8 0.2 16.2 3.3

Prop In Lane 1.00 1.00 0.64 0.09 1.00 0.00 1.00 1.00

Lane Grp Cap(c), veh/h 246 0 140 215 0 0 138 1004 1056 138 1991 888

V/C Ratio(X) 0.41 0.00 0.31 0.05 0.00 0.00 0.33 0.55 0.55 0.04 0.65 0.19

Avail Cap(c_a), veh/h 383 0 294 660 0 0 413 1099 1157 413 2199 981

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 28.6 0.0 27.6 27.0 0.0 0.0 28.2 8.9 8.9 27.6 9.8 7.0

Incr Delay (d2), s/veh 0.4 0.0 0.5 0.1 0.0 0.0 0.5 1.7 1.7 0.0 1.4 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 1.5 0.0 0.6 0.2 0.0 0.0 0.7 4.3 4.5 0.1 5.2 1.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 29.0 0.0 28.1 27.1 0.0 0.0 28.8 10.7 10.6 27.7 11.2 7.4

LnGrp LOS C C C C B B C B A

Approach Vol, veh/h 144 11 1188 1463

Approach Delay, s/veh 28.7 27.1 11.3 10.8

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.4 42.5 11.7 10.7 42.2 11.7

Change Period (Y+Rc), s 5.4 6.0 6.0 5.7 6.0 6.0

Max Green Setting (Gmax), s 15.0 40.0 12.0 15.0 40.0 25.0

Max Q Clear Time (g_c+I1), s 2.2 14.8 6.0 3.6 18.2 3.7

Green Ext Time (p_c), s 0.0 17.2 0.1 0.0 18.0 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 12.0

HCM 7th LOS B

Notes

User approved pedestrian interval to be less than phase max green.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 19 10 5 35 0 459 1 653 33 447 833 11

Future Volume (vph) 19 10 5 35 0 459 1 653 33 447 833 11

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.95 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1770 1770 1583 1770 3539 1548 1770 3539 1583

Flt Permitted 0.29 1.00 0.75 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 548 1770 1393 1583 1770 3539 1548 1770 3539 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 20 10 5 36 0 473 1 673 34 461 859 11

RTOR Reduction (vph) 0 4 0 0 368 0 0 0 22 0 0 4

Lane Group Flow (vph) 20 11 0 36 105 0 1 673 12 461 859 7

Confl. Peds. (#/hr) 1 1

Turn Type Perm NA Perm NA Prot NA Perm Prot NA Perm

Protected Phases 4 4 5 2 1 6

Permitted Phases 4 4 2 6

Actuated Green, G (s) 13.6 13.6 13.6 13.6 0.9 36.3 36.3 30.2 65.1 65.1

Effective Green, g (s) 13.6 13.6 13.6 13.6 0.9 36.3 36.3 30.2 65.1 65.1

Actuated g/C Ratio 0.14 0.14 0.14 0.14 0.01 0.36 0.36 0.30 0.65 0.65

Clearance Time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.0 1.0 2.5 1.0 1.0

Lane Grp Cap (vph) 74 241 190 216 15 1289 564 536 2313 1034

v/s Ratio Prot 0.01 c0.07 0.00 c0.19 c0.26 0.24

v/s Ratio Perm 0.04 0.03 0.01 0.00

v/c Ratio 0.27 0.04 0.19 0.49 0.07 0.52 0.02 0.86 0.37 0.01

Uniform Delay, d1 38.6 37.4 38.1 39.8 48.9 24.8 20.3 32.7 7.9 6.0

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.7 0.0 0.2 0.6 0.7 0.2 0.0 13.1 0.0 0.0

Delay (s) 39.3 37.4 38.3 40.4 49.6 25.0 20.3 45.8 7.9 6.0

Level of Service D D D D D C C D A A

Approach Delay (s/veh) 38.5 40.3 24.8 21.0

Approach LOS D D C C

Intersection Summary

HCM 2000 Control Delay (s/veh) 26.1 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.65

Actuated Cycle Length (s) 99.6 Sum of lost time (s) 20.0

Intersection Capacity Utilization 94.4% ICU Level of Service F

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology does not support Non-NEMA phasing.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 3 1 0 20 1 46 0 592 25 113 764 10

Future Volume (vph) 3 1 0 20 1 46 0 592 25 113 764 10

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.2 7.2 7.2 6.9 6.9 9.4 6.9

Lane Util. Factor 1.00 1.00 1.00 0.95 1.00 1.00 0.95

Frt 1.00 1.00 0.85 1.00 0.85 1.00 1.00

Flt Protected 0.96 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1795 1778 1583 3539 1583 1770 3533

Flt Permitted 0.77 0.73 1.00 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1426 1366 1583 3539 1583 1770 3533

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 3 1 0 21 1 47 0 610 26 116 788 10

RTOR Reduction (vph) 0 0 0 0 0 43 0 0 13 0 0 0

Lane Group Flow (vph) 0 4 0 0 22 4 0 610 13 116 798 0

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 8 2

Actuated Green, G (s) 6.3 6.3 6.3 42.5 42.5 9.6 61.5

Effective Green, g (s) 6.3 6.3 6.3 42.5 42.5 9.6 61.5

Actuated g/C Ratio 0.08 0.08 0.08 0.52 0.52 0.12 0.75

Clearance Time (s) 7.2 7.2 7.2 6.9 6.9 9.4 6.9

Vehicle Extension (s) 2.5 2.5 2.5 6.0 6.0 2.0 6.0

Lane Grp Cap (vph) 109 105 121 1836 821 207 2652

v/s Ratio Prot c0.17 c0.07 0.23

v/s Ratio Perm 0.00 c0.02 0.00 0.01

v/c Ratio 0.04 0.21 0.03 0.33 0.02 0.56 0.30

Uniform Delay, d1 35.0 35.5 35.0 11.5 9.6 34.2 3.3

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.1 0.7 0.1 0.3 0.0 2.1 0.2

Delay (s) 35.1 36.2 35.0 11.8 9.6 36.2 3.5

Level of Service D D D B A D A

Approach Delay (s/veh) 35.1 35.4 11.7 7.6

Approach LOS D D B A

Intersection Summary

HCM 2000 Control Delay (s/veh) 10.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.36

Actuated Cycle Length (s) 81.9 Sum of lost time (s) 23.5

Intersection Capacity Utilization 65.8% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports red clearance in the range of 0 to 6 seconds.
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Movement EBL EBR NWL2 NWL NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 1092 0 15 0 52 0 878 26 0 813 0

Future Volume (vph) 1092 0 15 0 52 0 878 26 0 813 0

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.6 5.0 5.0 5.8 5.8

Lane Util. Factor 0.94 1.00 1.00 0.91 0.95

Frt 1.00 1.00 0.85 1.00 1.00

Flt Protected 0.95 0.95 1.00 1.00 1.00

Satd. Flow (prot) 4990 1770 1583 5063 3539

Flt Permitted 0.95 0.95 1.00 1.00 1.00

Satd. Flow (perm) 4990 1770 1583 5063 3539

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 1114 0 15 0 53 0 896 27 0 830 0

RTOR Reduction (vph) 0 0 0 0 51 0 3 0 0 0 0

Lane Group Flow (vph) 1114 0 15 0 2 0 920 0 0 830 0

Turn Type Prot Prot Perm NA NA

Protected Phases 8 4 2 6

Permitted Phases 4

Actuated Green, G (s) 30.6 3.6 3.6 29.1 29.1

Effective Green, g (s) 30.6 3.6 3.6 29.1 29.1

Actuated g/C Ratio 0.37 0.04 0.04 0.36 0.36

Clearance Time (s) 7.6 5.0 5.0 5.8 5.8

Vehicle Extension (s) 5.0 2.0 2.0 4.5 4.5

Lane Grp Cap (vph) 1868 77 69 1803 1260

v/s Ratio Prot c0.22 c0.01 0.18 c0.23

v/s Ratio Perm 0.00

v/c Ratio 0.60 0.19 0.03 0.51 0.66

Uniform Delay, d1 20.6 37.7 37.4 20.7 22.1

Progression Factor 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.8 0.5 0.1 0.4 1.5

Delay (s) 21.4 38.1 37.5 21.1 23.7

Level of Service C D D C C

Approach Delay (s/veh) 21.4 37.6 21.1 23.7

Approach LOS C D C C

Intersection Summary

HCM 2000 Control Delay (s/veh) 22.3 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.60

Actuated Cycle Length (s) 81.7 Sum of lost time (s) 18.4

Intersection Capacity Utilization 61.1% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 25 1448 23 38 1369 25 31 16 49 36 15 21

Future Volume (vph) 25 1448 23 38 1369 25 31 16 49 36 15 21

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.6 5.1 5.1 6.7 5.1 5.1 7.2 7.2 7.2 7.2

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.89 1.00 0.91

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1550 1770 1652 1770 1701

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 0.71 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1550 1364 1652 1326 1701

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 26 1524 24 40 1441 26 33 17 52 38 16 22

RTOR Reduction (vph) 0 0 6 0 0 6 0 49 0 0 21 0

Lane Group Flow (vph) 26 1524 18 40 1441 20 33 20 0 38 17 0

Confl. Bikes (#/hr) 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4

Actuated Green, G (s) 4.3 101.2 101.2 6.3 103.3 103.3 8.5 8.5 8.5 8.5

Effective Green, g (s) 4.3 101.2 101.2 6.3 103.3 103.3 8.5 8.5 8.5 8.5

Actuated g/C Ratio 0.03 0.75 0.75 0.05 0.77 0.77 0.06 0.06 0.06 0.06

Clearance Time (s) 6.6 5.1 5.1 6.7 5.1 5.1 7.2 7.2 7.2 7.2

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 56 3811 1186 82 3890 1186 85 104 83 107

v/s Ratio Prot 0.01 c0.30 c0.02 0.28 0.01 0.01

v/s Ratio Perm 0.01 0.01 0.02 c0.03

v/c Ratio 0.46 0.40 0.02 0.49 0.37 0.02 0.39 0.19 0.46 0.16

Uniform Delay, d1 64.2 6.0 4.3 62.8 5.2 3.8 60.8 60.0 61.0 59.9

Progression Factor 1.00 1.00 1.00 1.09 0.43 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 2.2 0.3 0.0 1.6 0.3 0.0 1.1 0.3 1.5 0.3

Delay (s) 66.4 6.4 4.3 70.3 2.5 3.8 61.8 60.3 62.5 60.1

Level of Service E A A E A A E E E E

Approach Delay (s/veh) 7.3 4.3 60.8 61.3

Approach LOS A A E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 8.9 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.41

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 19.0

Intersection Capacity Utilization 50.5% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 0 1308 112 84 1210 0 221 0 142 0 0 0

Future Volume (vph) 0 1308 112 84 1210 0 221 0 142 0 0 0

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.2 6.2 7.3 6.2 7.6 7.0

Lane Util. Factor 0.91 1.00 0.97 0.91 0.97 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 3433 5085 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 3433 5085 3433 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 0 1362 117 88 1260 0 230 0 148 0 0 0

RTOR Reduction (vph) 0 0 37 0 0 0 0 133 0 0 0 0

Lane Group Flow (vph) 0 1363 80 88 1260 0 230 15 0 0 0 0

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 2 8

Actuated Green, G (s) 92.5 92.5 8.0 107.8 13.4 14.0

Effective Green, g (s) 92.5 92.5 8.0 107.8 13.4 14.0

Actuated g/C Ratio 0.69 0.69 0.06 0.80 0.10 0.10

Clearance Time (s) 6.2 6.2 7.3 6.2 7.6 7.0

Vehicle Extension (s) 6.5 6.5 2.0 6.5 2.0 2.0

Lane Grp Cap (vph) 3484 1084 203 4060 340 164

v/s Ratio Prot c0.27 0.03 c0.25 c0.07 0.01

v/s Ratio Perm 0.05

v/c Ratio 0.39 0.07 0.43 0.31 0.68 0.09

Uniform Delay, d1 9.1 7.0 61.3 3.6 58.7 54.8

Progression Factor 1.38 8.78 0.95 0.70 1.00 1.00

Incremental Delay, d2 0.3 0.1 0.5 0.2 4.2 0.1

Delay (s) 12.9 62.0 58.8 2.7 62.9 54.8

Level of Service B E E A E D

Approach Delay (s/veh) 16.8 6.4 59.7 0.0

Approach LOS B A E A

Intersection Summary

HCM 2000 Control Delay (s/veh) 17.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.46

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.1

Intersection Capacity Utilization 55.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 54 1372 87 116 1162 33 145 72 147 46 87 47

Future Volume (vph) 54 1372 87 116 1162 33 145 72 147 46 87 47

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.5 6.2 6.2 7.1 6.2 4.0 7.5 7.4 7.4 7.2 7.4 7.4

Lane Util. Factor 0.97 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 3433 5085 1583 3433 1863 1583 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 3433 5085 1583 3433 1863 1583 3433 1863 1583

Peak-hour factor, PHF 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91 0.91

Adj. Flow (vph) 59 1508 96 127 1277 36 159 79 162 51 96 52

RTOR Reduction (vph) 0 0 43 0 0 0 0 0 141 0 0 47

Lane Group Flow (vph) 59 1508 53 127 1277 36 159 79 21 51 96 5

Turn Type Prot NA Perm Prot NA Free Prot NA Perm Prot NA Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 Free 4 8

Actuated Green, G (s) 5.8 74.5 74.5 9.4 77.7 135.0 10.6 17.6 17.6 5.6 12.3 12.3

Effective Green, g (s) 5.8 74.5 74.5 9.4 77.7 135.0 10.6 17.6 17.6 5.6 12.3 12.3

Actuated g/C Ratio 0.04 0.55 0.55 0.07 0.58 1.00 0.08 0.13 0.13 0.04 0.09 0.09

Clearance Time (s) 7.5 6.2 6.2 7.1 6.2 7.5 7.4 7.4 7.2 7.4 7.4

Vehicle Extension (s) 2.0 7.0 7.0 2.0 7.0 2.0 1.5 1.5 2.0 1.5 1.5

Lane Grp Cap (vph) 147 2806 873 239 2926 1583 269 242 206 142 169 144

v/s Ratio Prot 0.02 c0.30 c0.04 c0.25 c0.05 c0.04 0.01 c0.05

v/s Ratio Perm 0.03 0.02 0.01 0.00

v/c Ratio 0.40 0.54 0.06 0.53 0.44 0.02 0.59 0.33 0.10 0.36 0.57 0.03

Uniform Delay, d1 62.9 19.3 14.0 60.7 16.2 0.0 60.1 53.3 51.7 63.0 58.8 55.9

Progression Factor 1.16 0.51 0.00 0.99 0.96 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.6 0.7 0.1 1.0 0.4 0.0 2.3 0.3 0.1 0.6 2.6 0.0

Delay (s) 73.5 10.5 0.1 61.1 16.0 0.0 62.4 53.6 51.8 63.5 61.4 56.0

Level of Service E B A E B A E D D E E E

Approach Delay (s/veh) 12.2 19.5 56.4 60.5

Approach LOS B B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 22.4 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.56

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.6

Intersection Capacity Utilization 59.6% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology supports speed limits in the range of 25 to 55 mph.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 62 1476 30 15 1399 23 17 0 21 69 3 70

Future Volume (vph) 62 1476 30 15 1399 23 17 0 21 69 3 70

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.6 5.6 5.6 6.7 5.6 5.6 6.6 7.0 7.0 7.0 7.0

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.97 1.00 1.00 0.97 1.00 1.00 1.00 1.00 0.98

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1542 1770 3539 1540 1770 1583 3433 1863 1549

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 3539 1542 1770 3539 1540 1770 1583 3433 1863 1549

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 65 1538 31 16 1457 24 18 0 22 72 3 73

RTOR Reduction (vph) 0 0 9 0 0 8 0 21 0 0 0 69

Lane Group Flow (vph) 65 1538 22 16 1457 16 18 1 0 72 3 4

Confl. Peds. (#/hr) 3 2 2 3 2 2

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 2 8

Actuated Green, G (s) 7.9 95.5 95.5 2.6 90.3 90.3 2.7 4.7 5.9 8.3 8.3

Effective Green, g (s) 7.9 95.5 95.5 2.6 90.3 90.3 2.7 4.7 5.9 8.3 8.3

Actuated g/C Ratio 0.06 0.71 0.71 0.02 0.67 0.67 0.02 0.03 0.04 0.06 0.06

Clearance Time (s) 6.6 5.6 5.6 6.7 5.6 5.6 6.6 7.0 7.0 7.0 7.0

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 103 2503 1090 34 2367 1030 35 55 150 114 95

v/s Ratio Prot c0.04 c0.43 0.01 0.41 0.01 0.00 c0.02 0.00

v/s Ratio Perm 0.01 0.01 c0.00

v/c Ratio 0.63 0.61 0.02 0.47 0.62 0.02 0.51 0.01 0.48 0.03 0.05

Uniform Delay, d1 62.1 10.2 5.9 65.5 12.6 7.5 65.5 62.9 63.1 59.6 59.6

Progression Factor 1.44 0.44 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 7.9 1.0 0.0 3.7 1.2 0.0 5.2 0.0 0.9 0.0 0.1

Delay (s) 97.5 5.5 5.9 69.2 13.8 7.5 70.7 62.9 63.9 59.6 59.7

Level of Service F A A E B A E E E E E

Approach Delay (s/veh) 9.1 14.3 66.4 61.8

Approach LOS A B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.5 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.61

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 26.3

Intersection Capacity Utilization 70.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 62 1476 30 15 1399 23 17 0 21 69 3 70

Future Volume (veh/h) 62 1476 30 15 1399 23 17 0 21 69 3 70

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 0.99 1.00 0.99

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 65 1538 31 16 1457 24 18 0 22 72 3 73

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 83 2487 1107 36 2395 1066 39 0 69 143 124 104

Arrive On Green 0.05 0.70 0.70 0.02 0.67 0.67 0.02 0.00 0.04 0.04 0.07 0.07

Sat Flow, veh/h 1781 3554 1582 1781 3554 1582 1781 0 1564 3456 1870 1571

Grp Volume(v), veh/h 65 1538 31 16 1457 24 18 0 22 72 3 73

Grp Sat Flow(s),veh/h/ln 1781 1777 1582 1781 1777 1582 1781 0 1564 1728 1870 1571

Q Serve(g_s), s 4.9 30.9 0.8 1.2 30.6 0.7 1.3 0.0 1.8 2.8 0.2 6.1

Cycle Q Clear(g_c), s 4.9 30.9 0.8 1.2 30.6 0.7 1.3 0.0 1.8 2.8 0.2 6.1

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 83 2487 1107 36 2395 1066 39 0 69 143 124 104

V/C Ratio(X) 0.78 0.62 0.03 0.45 0.61 0.02 0.46 0.00 0.32 0.50 0.02 0.70

Avail Cap(c_a), veh/h 243 2487 1107 241 2395 1066 243 0 301 461 360 303

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 63.7 10.7 6.2 65.4 12.2 7.3 65.2 0.0 62.6 63.3 58.9 61.7

Incr Delay (d2), s/veh 5.9 1.2 0.0 3.2 1.2 0.0 3.2 0.0 1.0 1.0 0.0 3.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.3 11.5 0.3 0.6 11.7 0.2 0.7 0.0 0.8 1.2 0.1 2.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 69.5 11.9 6.3 68.6 13.3 7.3 68.4 0.0 63.6 64.3 58.9 64.8

LnGrp LOS E B A E B A E E E E E

Approach Vol, veh/h 1634 1497 40 148

Approach Delay, s/veh 14.1 13.8 65.7 64.5

Approach LOS B B E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 12.9 96.6 12.6 12.9 9.4 100.1 9.5 16.0

Change Period (Y+Rc), s 6.6 * 5.6 7.0 7.0 6.7 * 5.6 6.6 7.0

Max Green Setting (Gmax), s 18.4 * 46 18.0 26.0 18.3 * 46 18.4 26.0

Max Q Clear Time (g_c+I1), s 6.9 32.6 4.8 3.8 3.2 32.9 3.3 8.1

Green Ext Time (p_c), s 0.0 12.3 0.1 0.0 0.0 12.3 0.0 0.1

Intersection Summary

HCM 7th Control Delay, s/veh 16.8

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 197 1221 139 29 1164 516 83 102 68 629 127 232

Future Volume (vph) 197 1221 139 29 1164 516 83 102 68 629 127 232

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 6.1 6.1 6.8 6.1 7.1 7.1 6.8 6.8 7.1 6.8 7.1

Lane Util. Factor 0.97 0.91 1.00 1.00 0.91 1.00 0.97 1.00 1.00 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 1770 5085 1583 3433 1863 1559 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 1770 5085 1583 3433 1863 1559 3433 1863 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 212 1313 149 31 1252 555 89 110 73 676 137 249

RTOR Reduction (vph) 0 0 84 0 0 126 0 0 66 0 0 161

Lane Group Flow (vph) 212 1313 65 31 1252 429 89 110 7 676 137 88

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA pm+ov Prot NA Perm Prot NA pm+ov

Protected Phases 1 6 5 2 3 7 4 3 8 1

Permitted Phases 6 2 4 8

Actuated Green, G (s) 14.5 52.0 52.0 4.9 42.1 67.0 8.5 11.4 11.4 24.9 27.8 42.3

Effective Green, g (s) 14.5 52.0 52.0 4.9 42.1 67.0 8.5 11.4 11.4 24.9 27.8 42.3

Actuated g/C Ratio 0.12 0.43 0.43 0.04 0.35 0.56 0.07 0.10 0.10 0.21 0.23 0.35

Clearance Time (s) 7.1 6.1 6.1 6.8 6.1 7.1 7.1 6.8 6.8 7.1 6.8 7.1

Vehicle Extension (s) 3.5 6.5 6.5 2.5 6.5 2.5 3.0 2.0 2.0 2.5 2.5 3.5

Lane Grp Cap (vph) 414 2203 685 72 1783 883 243 176 148 712 431 558

v/s Ratio Prot c0.06 c0.26 0.02 c0.25 0.10 0.03 c0.06 c0.20 0.07 0.02

v/s Ratio Perm 0.04 0.17 0.00 0.04

v/c Ratio 0.51 0.60 0.09 0.43 0.70 0.49 0.37 0.63 0.05 0.95 0.32 0.16

Uniform Delay, d1 49.4 26.0 20.1 56.2 33.6 16.1 53.2 52.2 49.4 46.9 38.2 26.6

Progression Factor 1.00 1.00 1.00 1.44 0.58 1.48 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.2 1.2 0.3 2.8 2.2 0.3 0.9 4.9 0.0 21.9 0.3 0.2

Delay (s) 50.7 27.2 20.4 83.6 21.8 24.1 54.1 57.1 49.4 68.8 38.5 26.8

Level of Service D C C F C C D E D E D C

Approach Delay (s/veh) 29.5 23.5 54.1 55.1

Approach LOS C C D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 34.2 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.75

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 27.1

Intersection Capacity Utilization 79.8% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 197 1221 139 29 1164 516 83 102 68 629 127 232

Future Volume (veh/h) 197 1221 139 29 1164 516 83 102 68 629 127 232

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 212 1313 149 31 1252 555 89 110 73 676 137 249

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 403 2350 729 57 1906 921 164 144 121 717 443 560

Arrive On Green 0.12 0.46 0.46 0.04 0.50 0.50 0.05 0.08 0.08 0.21 0.24 0.24

Sat Flow, veh/h 3456 5106 1585 1781 5106 1585 3456 1870 1579 3456 1870 1583

Grp Volume(v), veh/h 212 1313 149 31 1252 555 89 110 73 676 137 249

Grp Sat Flow(s),veh/h/ln 1728 1702 1585 1781 1702 1585 1728 1870 1579 1728 1870 1583

Q Serve(g_s), s 6.9 22.4 6.7 2.0 22.0 26.5 3.0 6.9 5.4 23.1 7.2 14.5

Cycle Q Clear(g_c), s 6.9 22.4 6.7 2.0 22.0 26.5 3.0 6.9 5.4 23.1 7.2 14.5

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 403 2350 729 57 1906 921 164 144 121 717 443 560

V/C Ratio(X) 0.53 0.56 0.20 0.54 0.66 0.60 0.54 0.77 0.60 0.94 0.31 0.44

Avail Cap(c_a), veh/h 458 2350 729 240 1906 921 717 284 239 717 443 560

HCM Platoon Ratio 1.00 1.00 1.00 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.90 0.90 0.90 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 49.9 23.5 19.3 56.6 24.5 12.9 55.9 54.3 53.6 46.8 37.7 29.8

Incr Delay (d2), s/veh 1.3 1.0 0.6 5.2 1.6 2.6 2.8 3.2 1.8 20.7 0.3 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.0 9.0 2.5 1.0 8.1 7.7 1.4 3.4 2.2 11.8 3.3 5.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 51.2 24.5 19.9 61.7 26.1 15.6 58.7 57.5 55.4 67.6 38.0 30.2

LnGrp LOS D C B E C B E E E E D C

Approach Vol, veh/h 1674 1838 272 1062

Approach Delay, s/veh 27.5 23.5 57.3 55.0

Approach LOS C C E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 21.1 50.9 32.0 16.0 10.7 61.3 12.8 35.2

Change Period (Y+Rc), s 7.1 6.1 7.1 6.8 6.8 6.1 7.1 6.8

Max Green Setting (Gmax), s 15.9 33.9 24.9 18.2 16.2 33.9 24.9 18.2

Max Q Clear Time (g_c+I1), s 8.9 28.5 25.1 8.9 4.0 24.4 5.0 16.5

Green Ext Time (p_c), s 0.5 5.2 0.0 0.3 0.0 8.6 0.2 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 33.7

HCM 7th LOS C
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 1753 84 104 1774 107 99

Future Volume (vph) 1753 84 104 1774 107 99

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Lane Util. Factor 0.91 1.00 0.97 0.91 0.97 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 3433 5085 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 3433 5085 3433 1583

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 1845 88 109 1867 113 104

RTOR Reduction (vph) 0 26 0 0 0 3

Lane Group Flow (vph) 1845 62 109 1867 113 101

Turn Type NA Perm Prot NA Prot pm+ov

Protected Phases 6 5 2 4 5

Permitted Phases 6 4

Actuated Green, G (s) 84.7 84.7 8.2 99.5 8.3 16.5

Effective Green, g (s) 84.7 84.7 8.2 99.5 8.3 16.5

Actuated g/C Ratio 0.71 0.71 0.07 0.83 0.07 0.14

Clearance Time (s) 5.6 5.6 6.6 5.6 6.6 6.6

Vehicle Extension (s) 6.5 6.5 1.5 6.5 1.5 1.5

Lane Grp Cap (vph) 3589 1117 234 4216 237 304

v/s Ratio Prot c0.36 0.03 c0.37 0.03 c0.02

v/s Ratio Perm 0.04 0.04

v/c Ratio 0.51 0.06 0.47 0.44 0.48 0.33

Uniform Delay, d1 8.1 5.4 53.8 2.8 53.8 46.8

Progression Factor 1.01 2.08 0.76 3.84 1.00 1.00

Incremental Delay, d2 0.4 0.1 0.5 0.3 0.6 0.2

Delay (s) 8.6 11.3 41.3 10.9 54.3 47.0

Level of Service A B D B D D

Approach Delay (s/veh) 8.7 12.6 50.8

Approach LOS A B D

Intersection Summary

HCM 2000 Control Delay (s/veh) 12.8 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.52

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.8

Intersection Capacity Utilization 60.5% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 1753 84 104 1774 107 99

Future Volume (veh/h) 1753 84 104 1774 107 99

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 1845 88 109 1867 113 104

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 3612 1121 196 4183 273 215

Arrive On Green 1.00 1.00 0.08 1.00 0.08 0.08

Sat Flow, veh/h 5274 1585 3456 5274 3456 1585

Grp Volume(v), veh/h 1845 88 109 1867 113 104

Grp Sat Flow(s),veh/h/ln 1702 1585 1728 1702 1728 1585

Q Serve(g_s), s 0.0 0.0 3.7 0.0 3.7 7.3

Cycle Q Clear(g_c), s 0.0 0.0 3.7 0.0 3.7 7.3

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 3612 1121 196 4183 273 215

V/C Ratio(X) 0.51 0.08 0.56 0.45 0.41 0.48

Avail Cap(c_a), veh/h 3612 1121 616 4183 760 439

HCM Platoon Ratio 2.00 2.00 1.33 1.33 1.00 1.00

Upstream Filter(I) 0.67 0.67 0.80 0.80 1.00 1.00

Uniform Delay (d), s/veh 0.0 0.0 54.0 0.0 52.6 47.9

Incr Delay (d2), s/veh 0.3 0.1 0.7 0.3 0.4 0.6

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.1 0.0 1.6 0.1 1.6 6.5

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 0.3 0.1 54.7 0.3 53.0 48.6

LnGrp LOS A A D A D D

Approach Vol, veh/h 1933 1976 217

Approach Delay, s/veh 0.3 3.3 50.9

Approach LOS A A D

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 103.9 16.1 13.4 90.5

Change Period (Y+Rc), s * 5.6 6.6 6.6 * 5.6

Max Green Setting (Gmax), s * 81 26.4 21.4 * 53

Max Q Clear Time (g_c+I1), s 2.0 9.3 5.7 2.0

Green Ext Time (p_c), s 66.8 0.2 0.1 46.1

Intersection Summary

HCM 7th Control Delay, s/veh 4.4

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.



HCM Signalized Intersection Capacity Analysis

8: Lee Boulevard & SR 69 Existing Mid-day Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 15

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 158 1623 39 73 1649 60 129 30 104 61 14 139

Future Volume (vph) 158 1623 39 73 1649 60 129 30 104 61 14 139

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 0.98 1.00 1.00 0.97 1.00 1.00 0.99

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1583 1770 5085 1548 1766 1863 1543 1747 1863 1561

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.75 1.00 1.00 0.74 1.00 1.00

Satd. Flow (perm) 1770 5085 1583 1770 5085 1548 1391 1863 1543 1355 1863 1561

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 163 1673 40 75 1700 62 133 31 107 63 14 143

RTOR Reduction (vph) 0 0 14 0 0 26 0 0 93 0 0 124

Lane Group Flow (vph) 163 1673 26 75 1700 36 133 31 14 63 14 19

Confl. Peds. (#/hr) 1 1 1 6 6 1

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 14.1 76.6 76.6 7.6 70.2 70.2 15.9 15.9 15.9 15.9 15.9 15.9

Effective Green, g (s) 14.1 76.6 76.6 7.6 70.2 70.2 15.9 15.9 15.9 15.9 15.9 15.9

Actuated g/C Ratio 0.12 0.64 0.64 0.06 0.59 0.59 0.13 0.13 0.13 0.13 0.13 0.13

Clearance Time (s) 6.5 6.1 6.1 6.6 6.1 6.1 7.2 7.2 7.2 7.2 7.2 7.2

Vehicle Extension (s) 1.0 6.0 6.0 1.0 6.0 6.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 207 3245 1010 112 2974 905 184 246 204 179 246 206

v/s Ratio Prot c0.09 c0.33 0.04 c0.33 0.02 0.01

v/s Ratio Perm 0.02 0.02 c0.10 0.01 0.05 0.01

v/c Ratio 0.79 0.52 0.03 0.67 0.57 0.04 0.72 0.13 0.07 0.35 0.06 0.09

Uniform Delay, d1 51.5 11.7 8.0 55.0 15.5 10.6 49.9 45.9 45.6 47.4 45.5 45.7

Progression Factor 1.21 1.21 1.00 1.07 1.06 1.59 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 14.7 0.5 0.0 9.4 0.7 0.1 11.2 0.1 0.1 0.4 0.0 0.1

Delay (s) 77.2 14.7 8.0 68.1 17.1 16.9 61.2 46.0 45.6 47.8 45.5 45.8

Level of Service E B A E B B E D D D D D

Approach Delay (s/veh) 20.0 19.2 53.3 46.3

Approach LOS C B D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 23.2 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.63

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 19.9

Intersection Capacity Utilization 70.9% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 158 1623 39 73 1649 60 129 30 104 61 14 139

Future Volume (veh/h) 158 1623 39 73 1649 60 129 30 104 61 14 139

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 0.99 0.99 0.99

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 163 1673 40 75 1700 62 133 31 107 63 14 143

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 189 3302 1024 95 3039 943 215 250 209 208 250 209

Arrive On Green 0.14 0.86 0.86 0.05 0.60 0.60 0.13 0.13 0.13 0.13 0.13 0.13

Sat Flow, veh/h 1781 5106 1584 1781 5106 1584 1217 1870 1564 1238 1870 1564

Grp Volume(v), veh/h 163 1673 40 75 1700 62 133 31 107 63 14 143

Grp Sat Flow(s),veh/h/ln 1781 1702 1584 1781 1702 1584 1217 1870 1564 1238 1870 1564

Q Serve(g_s), s 10.7 9.8 0.4 5.0 24.2 2.0 12.9 1.8 7.6 5.7 0.8 10.5

Cycle Q Clear(g_c), s 10.7 9.8 0.4 5.0 24.2 2.0 13.6 1.8 7.6 7.4 0.8 10.5

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 189 3302 1024 95 3039 943 215 250 209 208 250 209

V/C Ratio(X) 0.86 0.51 0.04 0.79 0.56 0.07 0.62 0.12 0.51 0.30 0.06 0.68

Avail Cap(c_a), veh/h 275 3302 1024 273 3039 943 344 449 375 339 449 375

HCM Platoon Ratio 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.85 0.85 0.85 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 50.7 3.6 3.0 56.1 14.7 10.2 51.3 45.8 48.3 49.0 45.3 49.5

Incr Delay (d2), s/veh 11.0 0.5 0.1 5.2 0.7 0.1 1.1 0.1 0.7 0.3 0.0 1.5

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 5.2 2.3 0.2 2.4 9.0 0.7 3.9 0.8 3.0 1.8 0.4 4.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 61.7 4.1 3.1 61.3 15.5 10.4 52.4 45.8 49.0 49.3 45.4 51.0

LnGrp LOS E A A E B B D D D D D D

Approach Vol, veh/h 1876 1837 271 220

Approach Delay, s/veh 9.1 17.2 50.3 50.2

Approach LOS A B D D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 19.2 77.5 23.3 13.0 83.7 23.3

Change Period (Y+Rc), s 6.5 6.1 7.2 6.6 6.1 7.2

Max Green Setting (Gmax), s 18.5 52.9 28.8 18.4 52.9 28.8

Max Q Clear Time (g_c+I1), s 12.7 26.2 12.5 7.0 11.8 15.6

Green Ext Time (p_c), s 0.0 23.6 0.4 0.0 34.1 0.4

Intersection Summary

HCM 7th Control Delay, s/veh 17.4

HCM 7th LOS B
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (vph) 1426 380 120 1303 499 212

Future Volume (vph) 1426 380 120 1303 499 212

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (prot) 5085 1583 1770 3539 3433 1583

Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00

Satd. Flow (perm) 5085 1583 1770 3539 3433 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 1470 392 124 1343 514 219

RTOR Reduction (vph) 0 177 0 0 0 177

Lane Group Flow (vph) 1470 215 124 1343 514 42

Turn Type NA Perm Prot NA Prot Perm

Protected Phases 6 5 2 4

Permitted Phases 6 4

Actuated Green, G (s) 65.7 65.7 13.2 85.4 22.8 22.8

Effective Green, g (s) 65.7 65.7 13.2 85.4 22.8 22.8

Actuated g/C Ratio 0.55 0.55 0.11 0.71 0.19 0.19

Clearance Time (s) 6.5 6.5 6.5 6.5 5.3 5.3

Vehicle Extension (s) 5.1 5.1 2.5 5.1 2.5 2.5

Lane Grp Cap (vph) 2784 866 194 2518 652 300

v/s Ratio Prot 0.29 0.07 c0.38 c0.15

v/s Ratio Perm 0.14 0.03

v/c Ratio 0.53 0.25 0.64 0.53 0.79 0.14

Uniform Delay, d1 17.3 14.2 51.1 8.0 46.3 40.4

Progression Factor 0.65 1.56 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.6 0.6 5.9 0.8 6.1 0.2

Delay (s) 12.0 22.8 57.1 8.9 52.4 40.6

Level of Service B C E A D D

Approach Delay (s/veh) 14.2 12.9 48.9

Approach LOS B B D

Intersection Summary

HCM 2000 Control Delay (s/veh) 20.0 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.62

Actuated Cycle Length (s) 120.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 63.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations

Traffic Volume (veh/h) 1426 380 120 1303 499 212

Future Volume (veh/h) 1426 380 120 1303 499 212

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 1470 392 124 1343 514 219

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 3007 934 151 2588 600 275

Arrive On Green 0.59 0.59 0.09 0.73 0.17 0.17

Sat Flow, veh/h 5274 1585 1781 3647 3456 1585

Grp Volume(v), veh/h 1470 392 124 1343 514 219

Grp Sat Flow(s),veh/h/ln 1702 1585 1781 1777 1728 1585

Q Serve(g_s), s 19.9 16.2 8.2 19.8 17.3 15.9

Cycle Q Clear(g_c), s 19.9 16.2 8.2 19.8 17.3 15.9

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 3007 934 151 2588 600 275

V/C Ratio(X) 0.49 0.42 0.82 0.52 0.86 0.80

Avail Cap(c_a), veh/h 3007 934 319 2588 798 366

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 14.2 13.5 54.0 7.1 48.1 47.6

Incr Delay (d2), s/veh 0.6 1.4 7.9 0.7 6.6 7.7

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 7.5 5.9 4.0 6.7 8.0 13.9

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 14.8 14.9 61.8 7.9 54.7 55.2

LnGrp LOS B B E A D E

Approach Vol, veh/h 1862 1467 733

Approach Delay, s/veh 14.8 12.4 54.9

Approach LOS B B D

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 93.9 26.1 16.7 77.2

Change Period (Y+Rc), s 6.5 5.3 6.5 6.5

Max Green Setting (Gmax), s 80.5 27.7 21.5 52.5

Max Q Clear Time (g_c+I1), s 21.8 19.3 10.2 21.9

Green Ext Time (p_c), s 30.9 1.5 0.2 24.5

Intersection Summary

HCM 7th Control Delay, s/veh 21.2

HCM 7th LOS C
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 48 3 54 38 2 28 54 1469 35 31 1403 48

Future Volume (vph) 48 3 54 38 2 28 54 1469 35 31 1403 48

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frt 1.00 0.85 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1779 1583 1778 1583 1770 3539 1583 1770 3539 1583

Flt Permitted 0.71 1.00 0.70 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1316 1583 1296 1583 1770 3539 1583 1770 3539 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 52 3 58 41 2 30 58 1580 38 33 1509 52

RTOR Reduction (vph) 0 0 54 0 0 28 0 0 9 0 0 14

Lane Group Flow (vph) 0 55 4 0 43 2 58 1580 29 33 1509 38

Turn Type Perm NA Perm Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 8 4 4 2 6

Actuated Green, G (s) 9.3 9.3 9.3 9.3 7.7 102.4 102.4 5.1 99.8 99.8

Effective Green, g (s) 9.3 9.3 9.3 9.3 7.7 102.4 102.4 5.1 99.8 99.8

Actuated g/C Ratio 0.07 0.07 0.07 0.07 0.06 0.76 0.76 0.04 0.74 0.74

Clearance Time (s) 5.9 5.9 5.9 5.9 6.9 6.0 6.0 6.3 5.4 5.4

Vehicle Extension (s) 2.5 2.5 1.5 1.5 1.5 6.5 6.5 1.5 6.5 6.5

Lane Grp Cap (vph) 90 109 89 109 100 2684 1200 66 2616 1170

v/s Ratio Prot c0.03 c0.45 0.02 0.43

v/s Ratio Perm c0.04 0.00 0.03 0.00 0.02 0.02

v/c Ratio 0.61 0.04 0.48 0.02 0.58 0.59 0.02 0.50 0.58 0.03

Uniform Delay, d1 61.1 58.7 60.5 58.6 62.1 7.1 4.0 63.7 8.0 4.7

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.88 0.51 0.50

Incremental Delay, d2 10.0 0.1 1.5 0.0 5.0 1.0 0.0 1.9 0.8 0.0

Delay (s) 71.1 58.8 62.0 58.6 67.1 8.1 4.0 57.9 4.9 2.4

Level of Service E E E E E A A E A A

Approach Delay (s/veh) 64.8 60.6 10.0 5.9

Approach LOS E E B A

Intersection Summary

HCM 2000 Control Delay (s/veh) 11.0 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.60

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.2

Intersection Capacity Utilization 68.8% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 48 3 54 38 2 28 54 1469 35 31 1403 48

Future Volume (veh/h) 48 3 54 38 2 28 54 1469 35 31 1403 48

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 52 3 58 41 2 30 58 1580 38 33 1509 52

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 52 2 342 52 1 342 94 2159 963 75 2106 939

Arrive On Green 0.22 0.22 0.22 0.22 0.22 0.22 0.05 0.61 0.61 0.04 0.59 0.59

Sat Flow, veh/h 0 7 1585 0 6 1585 1781 3554 1585 1781 3554 1585

Grp Volume(v), veh/h 55 0 58 43 0 30 58 1580 38 33 1509 52

Grp Sat Flow(s),veh/h/ln 7 0 1585 6 0 1585 1781 1777 1585 1781 1777 1585

Q Serve(g_s), s 0.0 0.0 4.0 0.0 0.0 2.0 4.3 42.4 1.3 2.4 40.6 1.9

Cycle Q Clear(g_c), s 29.1 0.0 4.0 29.1 0.0 2.0 4.3 42.4 1.3 2.4 40.6 1.9

Prop In Lane 0.95 1.00 0.95 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 53 0 342 53 0 342 94 2159 963 75 2106 939

V/C Ratio(X) 1.03 0.00 0.17 0.80 0.00 0.09 0.62 0.73 0.04 0.44 0.72 0.06

Avail Cap(c_a), veh/h 53 0 342 53 0 342 239 2159 963 247 2106 939

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 0.86 0.86 0.86

Uniform Delay (d), s/veh 66.6 0.0 43.1 66.6 0.0 42.3 62.6 18.7 10.7 63.1 19.5 11.6

Incr Delay (d2), s/veh 131.3 0.0 0.2 54.6 0.0 0.0 2.5 2.2 0.1 1.3 1.8 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.8 0.0 1.6 2.3 0.0 0.8 2.0 17.2 0.5 1.1 16.5 0.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 197.9 0.0 43.3 121.2 0.0 42.4 65.1 21.0 10.7 64.4 21.3 11.7

LnGrp LOS F D F D E C B E C B

Approach Vol, veh/h 113 73 1676 1594

Approach Delay, s/veh 118.5 88.8 22.2 21.9

Approach LOS F F C C

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 12.0 88.0 35.0 14.0 86.0 35.0

Change Period (Y+Rc), s 6.3 6.0 5.9 6.9 * 6 5.9

Max Green Setting (Gmax), s 18.7 69.0 29.1 18.1 * 70 29.1

Max Q Clear Time (g_c+I1), s 4.4 44.4 31.1 6.3 42.6 31.1

Green Ext Time (p_c), s 0.0 22.3 0.0 0.0 23.9 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 26.6

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 10 17 21 1679 0 1442 19

Future Volume (vph) 10 17 21 1679 0 1442 19

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 10 18 22 1749 0 1502 20

RTOR Reduction (vph) 0 17 0 0 0 0 4

Lane Group Flow (vph) 10 1 22 1749 0 1502 16

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 4.8 4.8 4.9 118.4 107.0 107.0

Effective Green, g (s) 4.8 4.8 4.9 118.4 107.0 107.0

Actuated g/C Ratio 0.04 0.04 0.04 0.88 0.79 0.79

Clearance Time (s) 6.1 6.1 6.5 5.7 5.7 5.7

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 62 56 64 3103 2804 1254

v/s Ratio Prot c0.01 0.01 c0.49 0.42

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.16 0.01 0.34 0.56 0.54 0.01

Uniform Delay, d1 63.1 62.8 63.5 2.0 5.0 2.9

Progression Factor 1.00 1.00 0.87 1.13 0.41 0.04

Incremental Delay, d2 0.4 0.0 1.0 0.7 0.7 0.0

Delay (s) 63.6 62.8 56.0 2.9 2.7 0.1

Level of Service E E E A A A

Approach Delay (s/veh) 63.1 3.6 2.7

Approach LOS E A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 3.7 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 62.9% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 10 17 21 1679 0 1442 19

Future Volume (veh/h) 10 17 21 1679 0 1442 19

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 10 18 22 1749 1502 20

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 69 61 59 3106 2817 1256

Arrive On Green 0.04 0.04 0.03 0.87 1.00 1.00

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 10 18 22 1749 1502 20

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 0.7 1.5 1.6 16.5 0.0 0.0

Cycle Q Clear(g_c), s 0.7 1.5 1.6 16.5 0.0 0.0

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 69 61 59 3106 2817 1256

V/C Ratio(X) 0.15 0.29 0.37 0.56 0.53 0.02

Avail Cap(c_a), veh/h 368 328 257 3106 2817 1256

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.33 1.33

Upstream Filter(I) 1.00 1.00 0.81 0.81 0.89 0.89

Uniform Delay (d), s/veh 62.8 63.1 63.9 2.1 0.0 0.0

Incr Delay (d2), s/veh 0.4 1.0 1.2 0.6 0.6 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.3 1.3 0.8 3.1 0.3 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 63.1 64.1 65.0 2.7 0.6 0.0

LnGrp LOS E E E A A A

Approach Vol, veh/h 28 1771 1522

Approach Delay, s/veh 63.7 3.5 0.6

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 123.7 11.3 11.0 112.7

Change Period (Y+Rc), s 5.7 6.1 6.5 5.7

Max Green Setting (Gmax), s 69.3 27.9 19.5 69.3

Max Q Clear Time (g_c+I1), s 18.5 3.5 3.6 2.0

Green Ext Time (p_c), s 43.3 0.0 0.0 47.3

Intersection Summary

HCM 7th Control Delay, s/veh 2.7

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (vph) 19 22 13 1676 0 1353 12

Future Volume (vph) 19 22 13 1676 0 1353 12

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 20 23 13 1728 0 1395 12

RTOR Reduction (vph) 0 22 0 0 0 0 2

Lane Group Flow (vph) 20 1 13 1728 0 1395 10

Turn Type Prot Perm Prot NA Prot NA Perm

Protected Phases 4 5 2 1 6

Permitted Phases 4 6

Actuated Green, G (s) 4.8 4.8 3.2 118.5 109.3 109.3

Effective Green, g (s) 4.8 4.8 3.2 118.5 109.3 109.3

Actuated g/C Ratio 0.04 0.04 0.02 0.88 0.81 0.81

Clearance Time (s) 6.4 6.4 6.0 5.3 5.3 5.3

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 62 56 41 3106 2865 1281

v/s Ratio Prot c0.01 0.01 c0.49 0.39

v/s Ratio Perm 0.00 0.01

v/c Ratio 0.32 0.01 0.32 0.56 0.49 0.01

Uniform Delay, d1 63.5 62.8 64.8 2.0 4.0 2.5

Progression Factor 1.00 1.00 0.89 2.03 0.45 0.67

Incremental Delay, d2 1.1 0.0 1.4 0.6 0.5 0.0

Delay (s) 64.6 62.9 59.0 4.6 2.4 1.7

Level of Service E E E A A A

Approach Delay (s/veh) 63.7 5.0 2.4

Approach LOS E A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 4.6 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.9

Intersection Capacity Utilization 62.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBU SBT SBR

Lane Configurations

Traffic Volume (veh/h) 19 22 13 1676 0 1353 12

Future Volume (veh/h) 19 22 13 1676 0 1353 12

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 20 23 13 1728 1395 12

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 85 75 41 3077 2838 1266

Arrive On Green 0.05 0.05 0.02 0.87 1.00 1.00

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 20 23 13 1728 1395 12

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 1.5 1.9 1.0 17.1 0.0 0.0

Cycle Q Clear(g_c), s 1.5 1.9 1.0 17.1 0.0 0.0

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 85 75 41 3077 2838 1266

V/C Ratio(X) 0.24 0.31 0.32 0.56 0.49 0.01

Avail Cap(c_a), veh/h 377 336 251 3077 2838 1266

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.33 1.33

Upstream Filter(I) 1.00 1.00 0.83 0.83 0.87 0.87

Uniform Delay (d), s/veh 61.9 62.1 64.9 2.4 0.0 0.0

Incr Delay (d2), s/veh 0.5 0.8 1.4 0.6 0.5 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.7 1.7 0.5 3.5 0.2 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 62.5 63.0 66.3 3.0 0.5 0.0

LnGrp LOS E E E A A A

Approach Vol, veh/h 43 1741 1407

Approach Delay, s/veh 62.8 3.5 0.5

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 122.2 12.8 9.1 113.1

Change Period (Y+Rc), s 5.3 6.4 6.0 5.3

Max Green Setting (Gmax), s 69.7 28.6 19.0 69.7

Max Q Clear Time (g_c+I1), s 19.1 3.9 3.0 2.0

Green Ext Time (p_c), s 42.8 0.0 0.0 43.2

Intersection Summary

HCM 7th Control Delay, s/veh 3.0

HCM 7th LOS A

Notes

User approved ignoring U-Turning movement.
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 25 19 18 1680 1463 41

Future Volume (vph) 25 19 18 1680 1463 41

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00

Frt 1.00 0.85 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (prot) 1770 1583 1770 3539 3539 1583

Flt Permitted 0.95 1.00 0.95 1.00 1.00 1.00

Satd. Flow (perm) 1770 1583 1770 3539 3539 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 26 19 18 1714 1493 42

RTOR Reduction (vph) 0 18 0 0 0 8

Lane Group Flow (vph) 26 1 18 1714 1493 34

Turn Type Prot Perm Prot NA NA Perm

Protected Phases 4 5 2 6

Permitted Phases 4 6

Actuated Green, G (s) 5.0 5.0 3.2 118.2 108.8 108.8

Effective Green, g (s) 5.0 5.0 3.2 118.2 108.8 108.8

Actuated g/C Ratio 0.04 0.04 0.02 0.88 0.81 0.81

Clearance Time (s) 6.0 6.0 6.2 5.8 5.8 5.8

Vehicle Extension (s) 2.0 2.0 2.0 6.0 6.0 6.0

Lane Grp Cap (vph) 65 58 41 3098 2852 1275

v/s Ratio Prot c0.01 0.01 c0.48 0.42

v/s Ratio Perm 0.00 0.02

v/c Ratio 0.40 0.01 0.44 0.55 0.52 0.03

Uniform Delay, d1 63.5 62.6 65.0 2.0 4.4 2.6

Progression Factor 1.00 1.00 1.18 0.52 1.01 0.58

Incremental Delay, d2 1.5 0.0 2.3 0.6 0.6 0.0

Delay (s) 65.0 62.7 79.3 1.7 5.1 1.6

Level of Service E E E A A A

Approach Delay (s/veh) 64.0 2.5 5.0

Approach LOS E A A

Intersection Summary

HCM 2000 Control Delay (s/veh) 4.5 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.58

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 18.0

Intersection Capacity Utilization 62.9% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (veh/h) 25 19 18 1680 1463 41

Future Volume (veh/h) 25 19 18 1680 1463 41

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 26 19 18 1714 1493 42

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 86 77 52 3071 2805 1251

Arrive On Green 0.05 0.05 0.06 1.00 0.79 0.79

Sat Flow, veh/h 1781 1585 1781 3647 3647 1585

Grp Volume(v), veh/h 26 19 18 1714 1493 42

Grp Sat Flow(s),veh/h/ln 1781 1585 1781 1777 1777 1585

Q Serve(g_s), s 1.9 1.6 1.3 0.0 20.6 0.8

Cycle Q Clear(g_c), s 1.9 1.6 1.3 0.0 20.6 0.8

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 86 77 52 3071 2805 1251

V/C Ratio(X) 0.30 0.25 0.35 0.56 0.53 0.03

Avail Cap(c_a), veh/h 317 282 314 3071 2805 1251

HCM Platoon Ratio 1.00 1.00 2.00 2.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 0.83 0.83 1.00 1.00

Uniform Delay (d), s/veh 62.0 61.9 62.3 0.0 5.2 3.1

Incr Delay (d2), s/veh 0.7 0.6 1.2 0.6 0.7 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.9 1.4 0.6 0.3 6.5 0.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 62.8 62.5 63.6 0.6 5.9 3.1

LnGrp LOS E E E A A A

Approach Vol, veh/h 45 1732 1535

Approach Delay, s/veh 62.7 1.3 5.8

Approach LOS E A A

Timer - Assigned Phs 2 4 5 6

Phs Duration (G+Y+Rc), s 122.5 12.5 10.1 112.4

Change Period (Y+Rc), s * 5.8 6.0 6.2 * 5.8

Max Green Setting (Gmax), s * 99 24.0 23.8 * 69

Max Q Clear Time (g_c+I1), s 2.0 3.9 3.3 22.6

Green Ext Time (p_c), s 71.5 0.0 0.0 36.0

Intersection Summary

HCM 7th Control Delay, s/veh 4.2

HCM 7th LOS A

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (vph) 235 41 69 110 1256 89 209 1334 197 170 40 147

Future Volume (vph) 235 41 69 110 1256 89 209 1334 197 170 40 147

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Lane Util. Factor 0.97 1.00 1.00 0.97 0.91 1.00 0.97 0.91 1.00 0.97 1.00 1.00

Frt 1.00 0.85 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (prot) 3433 1583 1583 3433 5085 1583 3433 5085 1583 3433 1770 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 0.95 1.00

Satd. Flow (perm) 3433 1583 1583 3433 5085 1583 3433 5085 1583 3433 1770 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 242 42 71 113 1295 92 215 1375 203 175 41 152

RTOR Reduction (vph) 0 0 66 0 0 44 0 0 92 0 0 140

Lane Group Flow (vph) 242 42 5 113 1295 48 215 1375 111 175 41 12

Turn Type Prot Prot Perm Prot NA Perm Prot NA Perm Prot Prot Perm

Protected Phases 7 4 1 6 5 2 3 8

Permitted Phases 4 6 2 8

Actuated Green, G (s) 12.8 8.6 8.6 9.3 70.8 70.8 12.5 74.1 74.1 14.5 10.4 10.4

Effective Green, g (s) 12.8 8.6 8.6 9.3 70.8 70.8 12.5 74.1 74.1 14.5 10.4 10.4

Actuated g/C Ratio 0.09 0.06 0.06 0.07 0.52 0.52 0.09 0.55 0.55 0.11 0.08 0.08

Clearance Time (s) 7.9 7.1 7.1 7.7 6.0 6.0 7.8 6.0 6.0 7.7 6.8 6.8

Vehicle Extension (s) 2.0 2.0 2.0 2.0 6.0 6.0 2.0 6.0 6.0 2.0 2.0 2.0

Lane Grp Cap (vph) 325 100 100 236 2666 830 317 2791 868 368 136 121

v/s Ratio Prot c0.07 c0.03 0.03 0.25 c0.06 c0.27 0.05 0.02

v/s Ratio Perm 0.00 0.03 0.07 0.01

v/c Ratio 0.74 0.42 0.05 0.48 0.49 0.06 0.68 0.49 0.13 0.48 0.30 0.10

Uniform Delay, d1 59.5 60.8 59.3 60.5 20.5 15.7 59.3 18.8 14.8 56.7 58.9 57.9

Progression Factor 1.00 1.00 1.00 0.87 1.14 1.00 0.71 1.55 4.88 1.00 1.00 1.00

Incremental Delay, d2 7.9 1.0 0.1 0.5 0.5 0.1 4.3 0.6 0.3 0.4 0.5 0.1

Delay (s) 67.4 61.8 59.4 53.3 24.0 15.9 46.6 29.8 72.5 57.0 59.3 58.1

Level of Service E E E D C B D C E E E E

Approach Delay (s/veh) 65.1 25.7 36.6 57.7

Approach LOS E C D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 37.0 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.55

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 28.6

Intersection Capacity Utilization 69.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBR EBR2 NBL NBT NBR SBL SBT SBR NWL2 NWL NWR

Lane Configurations

Traffic Volume (veh/h) 235 41 69 110 1256 89 209 1334 197 170 40 147

Future Volume (veh/h) 235 41 69 110 1256 89 209 1334 197 170 40 147

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 242 71 71 113 1295 92 215 1375 203 175 175 152

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 293 209 209 202 2628 816 264 2723 845 227 227 176

Arrive On Green 0.08 0.13 0.13 0.06 0.51 0.51 0.15 1.00 1.00 0.07 0.07 0.11

Sat Flow, veh/h 3456 1585 1585 3456 5106 1585 3456 5106 1585 3456 3456 1585

Grp Volume(v), veh/h 242 71 71 113 1295 92 215 1375 203 175 175 152

Grp Sat Flow(s),veh/h/ln 1728 1585 1585 1728 1702 1585 1728 1702 1585 1728 1728 1585

Q Serve(g_s), s 9.3 5.5 5.5 4.3 22.3 4.0 8.1 0.0 0.0 6.7 6.7 12.7

Cycle Q Clear(g_c), s 9.3 5.5 5.5 4.3 22.3 4.0 8.1 0.0 0.0 6.7 6.7 12.7

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 293 209 209 202 2628 816 264 2723 845 227 227 176

V/C Ratio(X) 0.83 0.34 0.34 0.56 0.49 0.11 0.82 0.50 0.24 0.77 0.77 0.86

Avail Cap(c_a), veh/h 361 328 328 392 2628 816 389 2723 845 366 366 331

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 0.91 0.91 0.91 1.00 1.00 1.00

Uniform Delay (d), s/veh 60.8 53.3 53.3 61.9 21.3 16.9 56.3 0.0 0.0 62.1 62.1 59.0

Incr Delay (d2), s/veh 10.2 0.4 0.4 0.9 0.7 0.3 4.6 0.6 0.6 2.1 2.1 4.8

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 4.5 2.2 2.2 1.9 8.9 1.6 3.5 0.2 0.1 3.1 3.1 5.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 71.0 53.7 53.7 62.8 22.0 17.2 60.9 0.6 0.6 64.2 64.2 63.8

LnGrp LOS E D D E C B E A A E E E

Approach Vol, veh/h 355 1500 1793 368 368

Approach Delay, s/veh 65.3 24.7 7.8 63.0 63.0

Approach LOS E C A E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 15.6 78.0 16.6 24.9 18.1 75.5 19.3 22.1

Change Period (Y+Rc), s 7.7 6.0 7.7 7.1 7.8 6.0 * 7.9 * 7.1

Max Green Setting (Gmax), s 15.3 49.0 14.3 27.9 15.2 49.0 * 14 * 28

Max Q Clear Time (g_c+I1), s 6.3 2.0 8.7 7.5 10.1 24.3 11.3 14.7

Green Ext Time (p_c), s 0.1 34.5 0.1 0.1 0.2 19.2 0.1 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 24.3

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 76 1821 81 174 1393 44 57 19 160 45 23 38

Future Volume (vph) 76 1821 81 174 1393 44 57 19 160 45 23 38

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 0.97 0.95 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.99 1.00 1.00 0.99 1.00 0.98 1.00 1.00 0.98

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.87 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 5085 1561 1770 5085 1560 3433 2999 3433 1863 1550

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 5085 1561 1770 5085 1560 3433 2999 3433 1863 1550

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 79 1897 84 181 1451 46 59 20 167 47 24 40

RTOR Reduction (vph) 0 0 34 0 0 16 0 158 0 0 0 38

Lane Group Flow (vph) 79 1897 50 181 1451 30 59 29 0 47 24 2

Confl. Peds. (#/hr) 2 1 1 2

Confl. Bikes (#/hr) 3 1 3 2

Turn Type Prot NA Perm Prot NA Perm Prot NA Prot NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 4

Actuated Green, G (s) 10.0 80.8 80.8 16.1 86.8 86.8 5.8 7.3 5.0 6.5 6.5

Effective Green, g (s) 10.0 80.8 80.8 16.1 86.8 86.8 5.8 7.3 5.0 6.5 6.5

Actuated g/C Ratio 0.07 0.60 0.60 0.12 0.64 0.64 0.04 0.05 0.04 0.05 0.05

Clearance Time (s) 6.7 5.8 5.8 6.6 5.8 5.8 6.9 6.5 6.9 6.5 6.5

Vehicle Extension (s) 1.5 6.0 6.0 4.0 6.0 6.0 2.0 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 131 3043 934 211 3269 1003 147 162 127 89 74

v/s Ratio Prot 0.04 c0.37 c0.10 c0.29 c0.02 0.01 0.01 c0.01

v/s Ratio Perm 0.03 0.02 0.00

v/c Ratio 0.60 0.62 0.05 0.86 0.44 0.03 0.40 0.18 0.37 0.27 0.03

Uniform Delay, d1 60.6 17.4 11.2 58.3 12.0 8.8 62.9 61.0 63.5 62.0 61.2

Progression Factor 0.89 0.78 2.71 1.01 0.64 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 4.9 0.9 0.1 26.2 0.4 0.0 0.7 0.2 0.7 0.6 0.1

Delay (s) 58.7 14.5 30.6 85.0 8.2 8.8 63.6 61.2 64.1 62.6 61.3

Level of Service E B C F A A E E E E E

Approach Delay (s/veh) 16.9 16.5 61.8 62.8

Approach LOS B B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 20.6 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.62

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 25.9

Intersection Capacity Utilization 75.4% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 76 1821 81 174 1393 44 57 19 160 45 23 38

Future Volume (veh/h) 76 1821 81 174 1393 44 57 19 160 45 23 38

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 0.99 1.00 0.99 1.00 0.98 1.00 0.98

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 79 1897 84 181 1451 46 59 20 167 47 24 40

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 99 2799 856 203 3091 947 99 218 191 85 222 185

Arrive On Green 0.06 0.55 0.55 0.23 1.00 1.00 0.03 0.12 0.12 0.02 0.12 0.12

Sat Flow, veh/h 1781 5106 1562 1781 5106 1564 3456 1777 1557 3456 1870 1560

Grp Volume(v), veh/h 79 1897 84 181 1451 46 59 20 167 47 24 40

Grp Sat Flow(s),veh/h/ln 1781 1702 1562 1781 1702 1564 1728 1777 1557 1728 1870 1560

Q Serve(g_s), s 5.9 36.1 3.5 13.3 0.0 0.0 2.3 1.3 14.2 1.8 1.5 3.1

Cycle Q Clear(g_c), s 5.9 36.1 3.5 13.3 0.0 0.0 2.3 1.3 14.2 1.8 1.5 3.1

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 99 2799 856 203 3091 947 99 218 191 85 222 185

V/C Ratio(X) 0.79 0.68 0.10 0.89 0.47 0.05 0.60 0.09 0.88 0.55 0.11 0.22

Avail Cap(c_a), veh/h 215 2799 856 216 3091 947 387 309 271 387 395 329

HCM Platoon Ratio 1.00 1.00 1.00 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.84 0.84 0.84 0.86 0.86 0.86 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 63.0 21.9 14.6 51.3 0.0 0.0 64.8 52.6 58.2 65.1 53.1 53.8

Incr Delay (d2), s/veh 4.5 1.1 0.2 30.3 0.4 0.1 2.2 0.1 15.3 2.1 0.1 0.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.8 14.2 1.3 6.9 0.1 0.0 1.0 0.6 6.4 0.8 0.7 1.2

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 67.5 23.1 14.8 81.6 0.4 0.1 67.0 52.6 73.5 67.2 53.2 54.0

LnGrp LOS E C B F A A E D E E D D

Approach Vol, veh/h 2060 1678 246 111

Approach Delay, s/veh 24.4 9.2 70.3 59.4

Approach LOS C A E E

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 14.2 87.5 10.8 22.5 22.0 79.8 10.2 23.0

Change Period (Y+Rc), s 6.7 5.8 6.9 6.5 6.6 5.8 6.9 6.5

Max Green Setting (Gmax), s 16.3 49.2 15.1 28.5 16.4 49.2 15.1 23.5

Max Q Clear Time (g_c+I1), s 7.9 2.0 4.3 5.1 15.3 38.1 3.8 16.2

Green Ext Time (p_c), s 0.0 34.0 0.0 0.1 0.1 10.7 0.0 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 21.9

HCM 7th LOS C
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 230 1553 134 36 1440 57 120 42 50 73 45 287

Future Volume (vph) 230 1553 134 36 1440 57 120 42 50 73 45 287

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Lane Util. Factor 0.97 0.91 1.00 1.00 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 5085 1583 1770 5085 1583 1770 1863 1583 1770 1863 1561

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.73 1.00 1.00 0.73 1.00 1.00

Satd. Flow (perm) 3433 5085 1583 1770 5085 1583 1356 1863 1583 1359 1863 1561

Peak-hour factor, PHF 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Adj. Flow (vph) 232 1569 135 36 1455 58 121 42 51 74 45 290

RTOR Reduction (vph) 0 0 41 0 0 21 0 0 45 0 0 256

Lane Group Flow (vph) 232 1569 94 36 1455 37 121 42 6 74 45 34

Confl. Bikes (#/hr) 1

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 13.0 93.8 93.8 6.1 86.6 86.6 16.0 16.0 16.0 16.0 16.0 16.0

Effective Green, g (s) 13.0 93.8 93.8 6.1 86.6 86.6 16.0 16.0 16.0 16.0 16.0 16.0

Actuated g/C Ratio 0.10 0.69 0.69 0.05 0.64 0.64 0.12 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 7.0 5.5 5.5 6.8 5.6 5.6 6.8 6.8 6.8 6.8 6.8 6.8

Vehicle Extension (s) 1.5 6.0 6.0 1.5 6.0 6.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 330 3533 1099 79 3261 1015 160 220 187 161 220 185

v/s Ratio Prot c0.07 c0.31 0.02 0.29 0.02 0.02

v/s Ratio Perm 0.06 0.02 c0.09 0.00 0.05 0.02

v/c Ratio 0.70 0.44 0.09 0.46 0.45 0.04 0.76 0.19 0.03 0.46 0.20 0.19

Uniform Delay, d1 59.1 9.1 6.7 62.8 12.2 8.9 57.6 53.7 52.6 55.5 53.8 53.6

Progression Factor 1.15 0.27 0.02 1.22 0.43 0.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 4.5 0.3 0.1 1.3 0.4 0.1 16.4 0.2 0.0 0.8 0.2 0.2

Delay (s) 72.5 2.8 0.2 78.0 5.6 0.1 74.0 53.8 52.7 56.2 53.9 53.8

Level of Service E A A E A A E D D E D D

Approach Delay (s/veh) 11.0 7.1 65.0 54.3

Approach LOS B A E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 16.6 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.53

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 19.4

Intersection Capacity Utilization 68.2% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 230 1553 134 36 1440 57 120 42 50 73 45 287

Future Volume (veh/h) 230 1553 134 36 1440 57 120 42 50 73 45 287

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 232 1569 135 36 1455 58 121 42 51 74 45 290

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 281 3194 992 59 2939 912 241 373 316 289 373 312

Arrive On Green 0.16 1.00 1.00 0.03 0.58 0.58 0.20 0.20 0.20 0.20 0.20 0.20

Sat Flow, veh/h 3456 5106 1585 1781 5106 1585 1045 1870 1585 1303 1870 1564

Grp Volume(v), veh/h 232 1569 135 36 1455 58 121 42 51 74 45 290

Grp Sat Flow(s),veh/h/ln 1728 1702 1585 1781 1702 1585 1045 1870 1585 1303 1870 1564

Q Serve(g_s), s 8.8 0.0 0.0 2.7 22.8 2.2 14.5 2.5 3.6 6.7 2.7 24.6

Cycle Q Clear(g_c), s 8.8 0.0 0.0 2.7 22.8 2.2 17.2 2.5 3.6 9.1 2.7 24.6

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 281 3194 992 59 2939 912 241 373 316 289 373 312

V/C Ratio(X) 0.82 0.49 0.14 0.61 0.50 0.06 0.50 0.11 0.16 0.26 0.12 0.93

Avail Cap(c_a), veh/h 640 3194 992 333 2939 912 274 432 366 331 432 362

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.76 0.76 0.76 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 55.6 0.0 0.0 64.4 17.0 12.6 51.4 44.3 44.7 48.0 44.3 53.1

Incr Delay (d2), s/veh 1.8 0.4 0.2 3.8 0.6 0.1 0.6 0.0 0.1 0.2 0.1 26.6

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 3.6 0.1 0.1 1.3 8.8 0.8 3.9 1.2 1.4 2.2 1.3 12.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 57.4 0.4 0.2 68.3 17.6 12.8 52.0 44.3 44.8 48.2 44.4 79.7

LnGrp LOS E A A E B B D D D D D E

Approach Vol, veh/h 1936 1549 214 409

Approach Delay, s/veh 7.2 18.6 48.8 70.1

Approach LOS A B D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 18.0 83.3 33.7 11.2 90.1 33.7

Change Period (Y+Rc), s 7.0 * 5.6 6.8 6.8 * 5.6 6.8

Max Green Setting (Gmax), s 25.0 * 59 31.2 25.2 * 60 31.2

Max Q Clear Time (g_c+I1), s 10.8 24.8 26.6 4.7 2.0 19.2

Green Ext Time (p_c), s 0.2 27.0 0.3 0.0 43.8 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 19.9

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 423 1117 100 85 1077 142 61 138 82 231 106 334

Future Volume (vph) 423 1117 100 85 1077 142 61 138 82 231 106 334

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Lane Util. Factor 0.97 0.95 1.00 1.00 0.91 1.00 1.00 0.95 0.97 1.00 1.00

Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.99 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.94 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 3433 3539 1583 1770 5085 1583 1770 3322 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 3433 3539 1583 1770 5085 1583 1770 3322 3433 1863 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 436 1152 103 88 1110 146 63 142 85 238 109 344

RTOR Reduction (vph) 0 0 50 0 0 54 0 69 0 0 0 82

Lane Group Flow (vph) 436 1152 53 88 1110 92 63 158 0 238 109 262

Confl. Peds. (#/hr) 1 1

Turn Type Prot NA Perm Prot NA pm+ov Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 7 3 8 7 4 1

Permitted Phases 6 2 4

Actuated Green, G (s) 23.0 69.5 69.5 11.8 58.1 71.8 8.2 13.3 13.7 19.5 42.5

Effective Green, g (s) 23.0 69.5 69.5 11.8 58.1 71.8 8.2 13.3 13.7 19.5 42.5

Actuated g/C Ratio 0.17 0.51 0.51 0.09 0.43 0.53 0.06 0.10 0.10 0.14 0.31

Clearance Time (s) 7.8 6.0 6.0 7.6 6.0 7.1 6.4 6.0 7.1 6.0 7.8

Vehicle Extension (s) 4.0 6.5 6.5 2.5 6.5 2.0 2.0 3.5 2.0 2.0 4.0

Lane Grp Cap (vph) 584 1821 814 154 2188 841 107 327 348 269 498

v/s Ratio Prot c0.13 c0.33 0.05 0.22 0.01 0.04 0.05 c0.07 0.06 c0.09

v/s Ratio Perm 0.03 0.05 0.08

v/c Ratio 0.75 0.63 0.07 0.57 0.51 0.11 0.59 0.48 0.68 0.41 0.53

Uniform Delay, d1 53.2 23.6 16.4 59.2 28.0 15.7 61.8 57.6 58.6 52.5 38.0

Progression Factor 1.00 1.18 5.01 1.16 0.70 2.03 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 5.1 1.6 0.1 3.5 0.7 0.0 5.2 1.3 4.4 0.4 1.3

Delay (s) 58.3 29.5 82.6 72.2 20.4 32.0 67.0 58.9 62.9 52.8 39.3

Level of Service E C F E C C E E E D D

Approach Delay (s/veh) 40.1 25.0 60.7 49.6

Approach LOS D C E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 38.2 HCM 2000 Level of Service D

HCM 2000 Volume to Capacity ratio 0.69

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 26.9

Intersection Capacity Utilization 72.2% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 423 1117 100 85 1077 142 61 138 82 231 106 334

Future Volume (veh/h) 423 1117 100 85 1077 142 61 138 82 231 106 334

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 436 1152 103 88 1110 146 63 142 85 238 109 344

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 510 1905 850 111 2293 845 96 262 148 291 291 480

Arrive On Green 0.15 0.54 0.54 0.06 0.45 0.45 0.05 0.12 0.12 0.08 0.16 0.16

Sat Flow, veh/h 3456 3554 1585 1781 5106 1585 1781 2187 1234 3456 1870 1582

Grp Volume(v), veh/h 436 1152 103 88 1110 146 63 114 113 238 109 344

Grp Sat Flow(s),veh/h/ln 1728 1777 1585 1781 1702 1585 1781 1777 1645 1728 1870 1582

Q Serve(g_s), s 16.6 30.0 4.4 6.6 20.7 6.4 4.7 8.1 8.8 9.1 7.1 21.0

Cycle Q Clear(g_c), s 16.6 30.0 4.4 6.6 20.7 6.4 4.7 8.1 8.8 9.1 7.1 21.0

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.75 1.00 1.00

Lane Grp Cap(c), veh/h 510 1905 850 111 2293 845 96 213 197 291 291 480

V/C Ratio(X) 0.85 0.60 0.12 0.80 0.48 0.17 0.66 0.53 0.58 0.82 0.37 0.72

Avail Cap(c_a), veh/h 645 1905 850 335 2293 845 179 213 197 458 291 480

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 56.1 21.5 15.5 62.5 26.2 16.2 62.7 55.9 56.2 60.8 51.1 41.9

Incr Delay (d2), s/veh 9.9 1.4 0.3 9.2 0.7 0.4 2.9 3.0 4.5 3.1 0.3 4.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 7.9 12.6 1.6 3.3 8.5 2.4 2.2 3.8 3.9 4.1 3.3 10.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 66.0 22.9 15.8 71.7 26.9 16.6 65.5 58.9 60.7 63.9 51.4 46.3

LnGrp LOS E C B E C B E E E E D D

Approach Vol, veh/h 1691 1344 290 691

Approach Delay, s/veh 33.6 28.7 61.0 53.1

Approach LOS C C E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 27.7 66.6 13.6 27.0 16.0 78.4 18.5 22.2

Change Period (Y+Rc), s 7.8 6.0 6.4 6.0 7.6 6.0 7.1 6.0

Max Green Setting (Gmax), s 25.2 49.0 13.6 21.0 25.4 49.0 17.9 16.0

Max Q Clear Time (g_c+I1), s 18.6 22.7 6.7 23.0 8.6 32.0 11.1 10.8

Green Ext Time (p_c), s 1.3 19.6 0.0 0.0 0.1 13.9 0.2 0.6

Intersection Summary

HCM 7th Control Delay, s/veh 37.3

HCM 7th LOS D
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 117 1279 17 82 1135 113 28 68 143 125 58 135

Future Volume (vph) 117 1279 17 82 1135 113 28 68 143 125 58 135

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.72 1.00 1.00 0.52 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1335 1863 1583 965 1863 1583

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 124 1361 18 87 1207 120 30 72 152 133 62 144

RTOR Reduction (vph) 0 0 7 0 0 44 0 0 140 0 0 123

Lane Group Flow (vph) 124 1361 11 87 1207 76 30 72 12 133 62 21

Turn Type Prot NA Perm Prot NA Perm pm+pt NA Perm pm+pt NA Perm

Protected Phases 1 6 5 2 3 8 7 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 12.5 79.4 79.4 10.1 77.0 77.0 14.9 10.8 10.8 28.1 20.0 20.0

Effective Green, g (s) 12.5 79.4 79.4 10.1 77.0 77.0 14.9 10.8 10.8 28.1 20.0 20.0

Actuated g/C Ratio 0.09 0.59 0.59 0.07 0.57 0.57 0.11 0.08 0.08 0.21 0.15 0.15

Clearance Time (s) 6.1 5.7 5.7 6.1 5.7 5.7 4.0 5.6 5.6 4.0 5.6 5.6

Vehicle Extension (s) 1.0 7.0 7.0 1.0 7.0 7.0 1.5 1.5 1.5 1.5 1.5 1.5

Lane Grp Cap (vph) 163 2081 931 132 2018 902 160 149 126 280 276 234

v/s Ratio Prot c0.07 c0.38 0.05 0.34 0.01 0.04 c0.05 0.03

v/s Ratio Perm 0.01 0.05 0.01 0.01 c0.05 0.01

v/c Ratio 0.76 0.65 0.01 0.66 0.60 0.08 0.19 0.48 0.10 0.48 0.22 0.09

Uniform Delay, d1 59.8 18.6 11.5 60.8 18.9 13.1 54.3 59.4 57.6 45.8 50.7 49.7

Progression Factor 1.38 0.41 1.00 0.64 1.81 4.29 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 14.1 1.3 0.0 7.0 1.0 0.1 0.2 0.9 0.1 0.5 0.2 0.1

Delay (s) 96.8 8.9 11.5 46.0 35.4 56.3 54.6 60.3 57.7 46.3 50.8 49.7

Level of Service F A B D D E D E E D D D

Approach Delay (s/veh) 16.2 37.8 58.1 48.6

Approach LOS B D E D

Intersection Summary

HCM 2000 Control Delay (s/veh) 31.0 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.65

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 21.4

Intersection Capacity Utilization 68.0% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 117 1279 17 82 1135 113 28 68 143 125 58 135

Future Volume (veh/h) 117 1279 17 82 1135 113 28 68 143 125 58 135

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 124 1361 18 87 1207 120 30 72 152 133 62 144

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 147 2098 936 108 2020 901 238 208 177 281 300 254

Arrive On Green 0.08 0.59 0.59 0.06 0.57 0.57 0.03 0.11 0.11 0.08 0.16 0.16

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1781 1870 1585 1781 1870 1585

Grp Volume(v), veh/h 124 1361 18 87 1207 120 30 72 152 133 62 144

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1781 1870 1585 1781 1870 1585

Q Serve(g_s), s 9.3 34.3 0.6 6.5 30.0 4.8 2.0 4.8 12.7 8.7 3.9 11.3

Cycle Q Clear(g_c), s 9.3 34.3 0.6 6.5 30.0 4.8 2.0 4.8 12.7 8.7 3.9 11.3

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 147 2098 936 108 2020 901 238 208 177 281 300 254

V/C Ratio(X) 0.84 0.65 0.02 0.80 0.60 0.13 0.13 0.35 0.86 0.47 0.21 0.57

Avail Cap(c_a), veh/h 223 2098 936 223 2020 901 422 407 345 379 407 345

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 0.74 0.74 0.74 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 61.0 18.3 11.4 62.6 19.0 13.6 50.6 55.4 59.0 46.3 49.2 52.4

Incr Delay (d2), s/veh 10.3 1.6 0.0 3.9 1.0 0.2 0.1 0.4 4.7 0.5 0.1 0.7

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 4.6 14.0 0.2 3.1 12.2 1.8 0.9 2.3 5.4 3.9 1.9 4.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 71.3 19.9 11.5 66.5 20.0 13.8 50.7 55.8 63.7 46.7 49.4 53.1

LnGrp LOS E B B E C B D E E D D D

Approach Vol, veh/h 1503 1414 254 339

Approach Delay, s/veh 24.1 22.3 59.9 49.9

Approach LOS C C E D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 17.3 82.4 8.1 27.2 14.3 85.4 14.6 20.6

Change Period (Y+Rc), s 6.1 * 5.7 4.0 5.6 6.1 * 5.7 4.0 5.6

Max Green Setting (Gmax), s 16.9 * 49 18.0 29.4 16.9 * 49 18.0 29.4

Max Q Clear Time (g_c+I1), s 11.3 32.0 4.0 13.3 8.5 36.3 10.7 14.7

Green Ext Time (p_c), s 0.0 15.1 0.0 0.3 0.0 11.9 0.1 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 28.5

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 126 1355 23 7 1275 120 42 21 4 213 14 126

Future Volume (vph) 126 1355 23 7 1275 120 42 21 4 213 14 126

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00

Frpb, ped/bikes 1.00 1.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 0.99 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.97 0.96 1.00

Satd. Flow (prot) 1770 3539 1550 1770 3539 1583 1792 1779 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.53 0.71 1.00

Satd. Flow (perm) 1770 3539 1550 1770 3539 1583 974 1320 1583

Peak-hour factor, PHF 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Adj. Flow (vph) 130 1397 24 7 1314 124 43 22 4 220 14 130

RTOR Reduction (vph) 0 0 8 0 0 35 0 2 0 0 0 100

Lane Group Flow (vph) 130 1397 16 7 1314 89 0 67 0 0 234 30

Confl. Bikes (#/hr) 2

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 14.3 89.5 89.5 1.2 76.0 76.0 27.3 27.2 27.2

Effective Green, g (s) 14.3 89.5 89.5 1.2 76.0 76.0 27.3 27.2 27.2

Actuated g/C Ratio 0.11 0.66 0.66 0.01 0.56 0.56 0.20 0.20 0.20

Clearance Time (s) 6.2 5.3 5.3 6.0 5.5 5.5 5.7 5.8 5.8

Vehicle Extension (s) 2.0 6.0 6.0 1.5 6.0 6.0 1.5 2.0 2.0

Lane Grp Cap (vph) 187 2346 1027 15 1992 891 196 265 318

v/s Ratio Prot c0.07 0.39 0.00 c0.37

v/s Ratio Perm 0.01 0.06 0.07 c0.18 0.02

v/c Ratio 0.70 0.60 0.02 0.47 0.66 0.10 0.34 0.88 0.09

Uniform Delay, d1 58.2 12.7 7.7 66.6 20.5 13.7 46.2 52.4 43.9

Progression Factor 0.99 0.99 1.00 1.13 1.08 1.03 1.00 1.00 1.00

Incremental Delay, d2 7.1 0.9 0.0 7.3 1.6 0.2 0.4 26.7 0.0

Delay (s) 64.5 13.4 7.8 82.9 23.8 14.3 46.6 79.0 43.9

Level of Service E B A F C B D E D

Approach Delay (s/veh) 17.6 23.3 46.6 66.5

Approach LOS B C D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 25.8 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.71

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.5

Intersection Capacity Utilization 74.4% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 126 1355 23 7 1275 120 42 21 4 213 14 126

Future Volume (veh/h) 126 1355 23 7 1275 120 42 21 4 213 14 126

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 130 1397 24 7 1314 124 43 22 4 220 14 130

Peak Hour Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 153 2218 968 18 1944 867 88 39 5 321 17 376

Arrive On Green 0.17 1.00 1.00 0.00 0.18 0.18 0.24 0.24 0.24 0.24 0.24 0.24

Sat Flow, veh/h 1781 3554 1551 1781 3554 1585 190 163 22 1134 72 1585

Grp Volume(v), veh/h 130 1397 24 7 1314 124 69 0 0 234 0 130

Grp Sat Flow(s),veh/h/ln 1781 1777 1551 1781 1777 1585 375 0 0 1206 0 1585

Q Serve(g_s), s 9.6 0.0 0.0 0.5 46.6 8.9 4.9 0.0 0.0 0.0 0.0 9.2

Cycle Q Clear(g_c), s 9.6 0.0 0.0 0.5 46.6 8.9 30.0 0.0 0.0 25.1 0.0 9.2

Prop In Lane 1.00 1.00 1.00 1.00 0.62 0.06 0.94 1.00

Lane Grp Cap(c), veh/h 153 2218 968 18 1944 867 132 0 0 338 0 376

V/C Ratio(X) 0.85 0.63 0.02 0.38 0.68 0.14 0.52 0.00 0.00 0.69 0.00 0.35

Avail Cap(c_a), veh/h 340 2218 968 343 1944 867 135 0 0 340 0 378

HCM Platoon Ratio 2.00 2.00 2.00 0.33 0.33 0.33 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.74 0.74 0.74 0.84 0.84 0.84 1.00 0.00 0.00 1.00 0.00 1.00

Uniform Delay (d), s/veh 55.1 0.0 0.0 66.8 44.1 28.7 56.6 0.0 0.0 48.8 0.0 42.8

Incr Delay (d2), s/veh 3.7 1.0 0.0 4.0 1.6 0.3 1.5 0.0 0.0 4.9 0.0 0.2

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 4.1 0.3 0.0 0.3 22.7 3.7 2.4 0.0 0.0 8.0 0.0 3.7

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 58.8 1.0 0.0 70.9 45.7 29.0 58.1 0.0 0.0 53.8 0.0 43.0

LnGrp LOS E A A E D C E D D

Approach Vol, veh/h 1551 1445 69 364

Approach Delay, s/veh 5.8 44.4 58.1 49.9

Approach LOS A D E D

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 17.8 79.4 37.8 7.4 89.8 37.8

Change Period (Y+Rc), s 6.2 5.5 5.8 6.0 * 5.5 * 5.8

Max Green Setting (Gmax), s 25.8 59.5 32.2 26.0 * 60 * 32

Max Q Clear Time (g_c+I1), s 11.6 48.6 27.1 2.5 2.0 32.0

Green Ext Time (p_c), s 0.1 9.7 0.6 0.0 39.2 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 27.8

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.



HCM Signalized Intersection Capacity Analysis

20: Robert Road & SR 69 Existing Mid-day Peak Hour

SR-69_Existing Condition-V2.syn Synchro 12 Report

Page 39

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 207 1200 80 10 1063 90 83 43 29 106 49 177

Future Volume (vph) 207 1200 80 10 1063 90 83 43 29 106 49 177

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.94 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1749 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.72 1.00 0.71 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1347 1749 1318 1863 1583

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 218 1263 84 11 1119 95 87 45 31 112 52 186

RTOR Reduction (vph) 0 0 18 0 0 27 0 21 0 0 0 162

Lane Group Flow (vph) 218 1263 66 11 1119 68 87 55 0 112 52 24

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 4 4

Actuated Green, G (s) 20.2 98.6 98.6 2.4 80.8 80.8 17.1 17.1 17.1 17.1 17.1

Effective Green, g (s) 20.2 98.6 98.6 2.4 80.8 80.8 17.1 17.1 17.1 17.1 17.1

Actuated g/C Ratio 0.15 0.73 0.73 0.02 0.60 0.60 0.13 0.13 0.13 0.13 0.13

Clearance Time (s) 5.7 5.6 5.6 5.7 5.6 5.6 5.6 5.6 5.6 5.6 5.6

Vehicle Extension (s) 1.5 5.7 5.7 1.5 5.7 5.7 3.0 3.0 3.0 3.0 3.0

Lane Grp Cap (vph) 264 2584 1156 31 2118 947 170 221 166 235 200

v/s Ratio Prot c0.12 0.36 0.01 c0.32 0.03 0.03

v/s Ratio Perm 0.04 0.04 0.06 c0.08 0.01

v/c Ratio 0.83 0.49 0.06 0.35 0.53 0.07 0.51 0.25 0.67 0.22 0.12

Uniform Delay, d1 55.7 7.6 5.1 65.5 15.9 11.4 55.1 53.2 56.3 53.0 52.3

Progression Factor 1.10 1.39 1.74 0.81 0.93 1.27 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 14.9 0.5 0.1 2.3 0.9 0.1 2.6 0.6 10.3 0.5 0.3

Delay (s) 76.5 11.1 9.0 55.5 15.7 14.5 57.6 53.8 66.6 53.4 52.5

Level of Service E B A E B B E D E D D

Approach Delay (s/veh) 20.1 16.0 55.8 57.2

Approach LOS C B E E

Intersection Summary

HCM 2000 Control Delay (s/veh) 24.3 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.60

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 16.9

Intersection Capacity Utilization 67.5% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 207 1200 80 10 1063 90 83 43 29 106 49 177

Future Volume (veh/h) 207 1200 80 10 1063 90 83 43 29 106 49 177

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 218 1263 84 11 1119 95 87 45 31 112 52 186

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 244 2550 1138 22 2109 941 191 149 103 193 270 229

Arrive On Green 0.09 0.48 0.48 0.03 1.00 1.00 0.14 0.14 0.14 0.14 0.14 0.14

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1142 1032 711 1323 1870 1585

Grp Volume(v), veh/h 218 1263 84 11 1119 95 87 0 76 112 52 186

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1142 0 1742 1323 1870 1585

Q Serve(g_s), s 16.3 32.7 3.9 0.8 0.0 0.0 9.8 0.0 5.3 11.2 3.3 15.4

Cycle Q Clear(g_c), s 16.3 32.7 3.9 0.8 0.0 0.0 13.1 0.0 5.3 16.4 3.3 15.4

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.41 1.00 1.00

Lane Grp Cap(c), veh/h 244 2550 1138 22 2109 941 191 0 252 193 270 229

V/C Ratio(X) 0.89 0.50 0.07 0.49 0.53 0.10 0.46 0.00 0.30 0.58 0.19 0.81

Avail Cap(c_a), veh/h 347 2550 1138 347 2109 941 300 0 418 319 449 380

HCM Platoon Ratio 0.67 0.67 0.67 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.80 0.80 0.80 0.87 0.87 0.87 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 60.4 18.4 10.9 65.4 0.0 0.0 56.6 0.0 51.6 59.0 50.8 56.0

Incr Delay (d2), s/veh 12.6 0.6 0.1 5.3 0.8 0.2 1.7 0.0 0.7 2.7 0.3 6.8

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 8.4 14.6 1.3 0.4 0.2 0.0 2.9 0.0 2.4 3.9 1.6 6.6

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 72.9 18.9 11.0 70.7 0.8 0.2 58.3 0.0 52.3 61.7 51.1 62.7

LnGrp LOS E B B E A A E D E D E

Approach Vol, veh/h 1565 1225 163 350

Approach Delay, s/veh 26.0 1.4 55.5 60.7

Approach LOS C A E E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 24.2 85.7 25.1 7.4 102.5 25.1

Change Period (Y+Rc), s 5.7 * 5.6 5.6 5.7 * 5.6 5.6

Max Green Setting (Gmax), s 26.3 * 59 32.4 26.3 * 59 32.4

Max Q Clear Time (g_c+I1), s 18.3 2.0 18.4 2.8 34.7 15.1

Green Ext Time (p_c), s 0.1 29.0 1.1 0.0 18.7 0.6

Intersection Summary

HCM 7th Control Delay, s/veh 22.0

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 189 1127 50 9 986 87 45 41 13 115 48 176

Future Volume (vph) 189 1127 50 9 986 87 45 41 13 115 48 176

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1863 1583 1770 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.72 1.00 1.00 0.73 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1349 1863 1583 1358 1863 1583

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 197 1174 52 9 1027 91 47 43 14 120 50 183

RTOR Reduction (vph) 0 0 13 0 0 28 0 0 12 0 0 160

Lane Group Flow (vph) 197 1174 39 9 1027 63 47 43 2 120 50 23

Turn Type Prot NA Perm Prot NA Perm Perm NA Perm Perm NA Perm

Protected Phases 1 6 5 2 8 4

Permitted Phases 6 2 8 8 4 4

Actuated Green, G (s) 19.2 100.0 100.0 1.1 81.9 81.9 16.3 16.3 16.3 16.6 16.6 16.6

Effective Green, g (s) 19.2 100.0 100.0 1.1 81.9 81.9 16.3 16.3 16.3 16.6 16.6 16.6

Actuated g/C Ratio 0.14 0.74 0.74 0.01 0.61 0.61 0.12 0.12 0.12 0.12 0.12 0.12

Clearance Time (s) 6.3 5.7 5.7 6.3 5.7 5.7 5.6 5.6 5.6 5.3 5.3 5.3

Vehicle Extension (s) 2.0 7.0 7.0 1.0 7.0 7.0 2.0 2.0 2.0 2.0 2.0 2.0

Lane Grp Cap (vph) 251 2621 1172 14 2146 960 162 224 191 166 229 194

v/s Ratio Prot c0.11 0.33 0.01 c0.29 0.02 0.03

v/s Ratio Perm 0.02 0.04 0.03 0.00 c0.09 0.01

v/c Ratio 0.78 0.45 0.03 0.64 0.48 0.07 0.29 0.19 0.01 0.72 0.22 0.12

Uniform Delay, d1 55.9 6.8 4.7 66.8 14.7 10.9 54.1 53.4 52.2 57.0 53.4 52.7

Progression Factor 1.22 0.39 0.05 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 12.6 0.5 0.0 56.8 0.8 0.1 0.4 0.2 0.0 12.4 0.2 0.1

Delay (s) 81.0 3.2 0.3 123.5 15.5 11.0 54.4 53.6 52.2 69.3 53.5 52.8

Level of Service F A A F B B D D D E D D

Approach Delay (s/veh) 13.8 16.0 53.8 58.5

Approach LOS B B D E

Intersection Summary

HCM 2000 Control Delay (s/veh) 21.3 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.56

Actuated Cycle Length (s) 135.0 Sum of lost time (s) 17.6

Intersection Capacity Utilization 65.2% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 189 1127 50 9 986 87 45 41 13 115 48 176

Future Volume (veh/h) 189 1127 50 9 986 87 45 41 13 115 48 176

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 197 1174 52 9 1027 91 47 43 14 120 50 183

Peak Hour Factor 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 219 2581 1151 19 2181 973 178 248 210 204 248 210

Arrive On Green 0.25 1.00 1.00 0.01 0.61 0.61 0.13 0.13 0.13 0.13 0.13 0.13

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1147 1870 1585 1346 1870 1585

Grp Volume(v), veh/h 197 1174 52 9 1027 91 47 43 14 120 50 183

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1147 1870 1585 1346 1870 1585

Q Serve(g_s), s 14.5 0.0 0.0 0.7 21.2 3.2 5.1 2.8 1.0 11.7 3.2 15.3

Cycle Q Clear(g_c), s 14.5 0.0 0.0 0.7 21.2 3.2 8.4 2.8 1.0 14.5 3.2 15.3

Prop In Lane 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 219 2581 1151 19 2181 973 178 248 210 204 248 210

V/C Ratio(X) 0.90 0.45 0.05 0.48 0.47 0.09 0.26 0.17 0.07 0.59 0.20 0.87

Avail Cap(c_a), veh/h 339 2581 1151 339 2181 973 301 449 380 352 453 384

HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.87 0.87 0.87 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 50.1 0.0 0.0 66.4 14.2 10.7 55.9 52.0 51.2 58.4 52.2 57.4

Incr Delay (d2), s/veh 11.5 0.5 0.1 6.7 0.7 0.2 0.3 0.1 0.0 1.0 0.1 4.3

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 6.3 0.2 0.0 0.3 8.4 1.1 1.5 1.3 0.4 4.1 1.5 6.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 61.6 0.5 0.1 73.1 14.9 10.9 56.2 52.1 51.3 59.4 52.3 61.7

LnGrp LOS E A A E B B E D D E D E

Approach Vol, veh/h 1423 1127 104 353

Approach Delay, s/veh 8.9 15.0 53.8 59.6

Approach LOS A B D E

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 22.9 88.6 23.5 7.7 103.8 23.5

Change Period (Y+Rc), s 6.3 * 5.7 * 5.6 6.3 * 5.7 5.6

Max Green Setting (Gmax), s 25.7 * 59 * 33 25.7 * 59 32.4

Max Q Clear Time (g_c+I1), s 16.5 23.2 17.3 2.7 2.0 10.4

Green Ext Time (p_c), s 0.2 24.8 0.6 0.0 38.1 0.2

Intersection Summary

HCM 7th Control Delay, s/veh 18.7

HCM 7th LOS B

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (vph) 1 1177 1036 31 48 11

Future Volume (vph) 1 1177 1036 31 48 11

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Lane Util. Factor 1.00 0.95 0.95 1.00 0.97 1.00

Frt 1.00 1.00 1.00 0.85 1.00 0.85

Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1770 3539 3539 1583 3433 1583

Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1770 3539 3539 1583 3433 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 1 1201 1057 32 49 11

RTOR Reduction (vph) 0 0 0 11 0 10

Lane Group Flow (vph) 1 1201 1057 21 49 1

Turn Type Prot NA NA Perm Prot Perm

Protected Phases 1 6 2 4

Permitted Phases 2 4

Actuated Green, G (s) 1.3 56.6 48.2 48.2 4.2 4.2

Effective Green, g (s) 1.3 56.6 48.2 48.2 4.2 4.2

Actuated g/C Ratio 0.02 0.76 0.65 0.65 0.06 0.06

Clearance Time (s) 7.1 7.3 7.3 7.3 6.4 6.4

Vehicle Extension (s) 2.0 6.0 6.0 6.0 2.0 2.0

Lane Grp Cap (vph) 30 2688 2289 1024 193 89

v/s Ratio Prot 0.00 c0.34 0.30 c0.01

v/s Ratio Perm 0.01 0.00

v/c Ratio 0.03 0.45 0.46 0.02 0.25 0.01

Uniform Delay, d1 36.0 3.3 6.6 4.7 33.7 33.2

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.2 0.3 0.4 0.0 0.3 0.0

Delay (s) 36.1 3.6 7.0 4.7 33.9 33.2

Level of Service D A A A C C

Approach Delay (s/veh) 3.6 7.0 33.8

Approach LOS A A C

Intersection Summary

HCM 2000 Control Delay (s/veh) 5.9 HCM 2000 Level of Service A

HCM 2000 Volume to Capacity ratio 0.49

Actuated Cycle Length (s) 74.5 Sum of lost time (s) 20.8

Intersection Capacity Utilization 50.6% ICU Level of Service A

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT WBT WBR SBL SBR

Lane Configurations

Traffic Volume (veh/h) 1 1177 1036 31 48 11

Future Volume (veh/h) 1 1177 1036 31 48 11

Initial Q (Qb), veh 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 1 1201 1057 32 49 11

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2

Cap, veh/h 4 2421 1983 885 294 135

Arrive On Green 0.00 0.68 0.56 0.56 0.09 0.09

Sat Flow, veh/h 1781 3647 3647 1585 3456 1585

Grp Volume(v), veh/h 1 1201 1057 32 49 11

Grp Sat Flow(s),veh/h/ln 1781 1777 1777 1585 1728 1585

Q Serve(g_s), s 0.0 9.5 11.0 0.5 0.8 0.4

Cycle Q Clear(g_c), s 0.0 9.5 11.0 0.5 0.8 0.4

Prop In Lane 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 4 2421 1983 885 294 135

V/C Ratio(X) 0.25 0.50 0.53 0.04 0.17 0.08

Avail Cap(c_a), veh/h 607 2726 2726 1216 1178 540

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 29.2 4.5 8.2 5.8 24.9 24.7

Incr Delay (d2), s/veh 12.1 0.6 0.8 0.1 0.1 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.0 2.1 3.3 0.1 0.3 0.1

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 41.3 5.1 9.0 5.9 25.0 24.8

LnGrp LOS D A A A C C

Approach Vol, veh/h 1202 1089 60

Approach Delay, s/veh 5.1 8.9 25.0

Approach LOS A A C

Timer - Assigned Phs 1 2 4 6

Phs Duration (G+Y+Rc), s 7.2 40.0 11.4 47.3

Change Period (Y+Rc), s 7.1 7.3 6.4 7.3

Max Green Setting (Gmax), s 20.0 45.0 20.0 45.0

Max Q Clear Time (g_c+I1), s 2.0 13.0 2.8 11.5

Green Ext Time (p_c), s 0.0 19.8 0.1 22.7

Intersection Summary

HCM 7th Control Delay, s/veh 7.4

HCM 7th LOS A
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (vph) 31 905 221 65 766 374 210 91 145 404 76 69

Future Volume (vph) 31 905 221 65 766 374 210 91 145 404 76 69

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.1 6.8 6.8 6.7 6.7 4.0 7.0 6.1 6.6 6.2 7.1

Lane Util. Factor 1.00 0.95 1.00 1.00 0.95 1.00 1.00 1.00 0.97 1.00 1.00

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 0.91 1.00 1.00 0.85

Flt Protected 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 3539 1583 1770 3539 1583 1770 1691 3433 1863 1583

Flt Permitted 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1770 3539 1583 1770 3539 1583 1770 1691 3433 1863 1583

Peak-hour factor, PHF 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Adj. Flow (vph) 32 923 226 66 782 382 214 93 148 412 78 70

RTOR Reduction (vph) 0 0 143 0 0 0 0 41 0 0 0 58

Lane Group Flow (vph) 32 923 83 66 782 382 214 200 0 412 78 12

Turn Type Prot NA Perm Prot NA Free Prot NA Prot NA pm+ov

Protected Phases 1 6 5 2 3 8 7 4 1

Permitted Phases 6 Free 4

Actuated Green, G (s) 5.1 39.3 39.3 6.7 40.6 107.5 22.1 18.0 17.3 12.7 17.8

Effective Green, g (s) 5.1 39.3 39.3 6.7 40.6 107.5 22.1 18.0 17.3 12.7 17.8

Actuated g/C Ratio 0.05 0.37 0.37 0.06 0.38 1.00 0.21 0.17 0.16 0.12 0.17

Clearance Time (s) 7.1 6.8 6.8 6.7 6.7 7.0 6.1 6.6 6.2 7.1

Vehicle Extension (s) 1.5 6.5 6.5 1.5 6.5 2.0 1.5 2.0 1.5 1.5

Lane Grp Cap (vph) 83 1293 578 110 1336 1583 363 283 552 220 262

v/s Ratio Prot 0.02 c0.26 c0.04 0.22 0.12 c0.12 c0.12 0.04 0.00

v/s Ratio Perm 0.05 c0.24 0.01

v/c Ratio 0.39 0.71 0.14 0.60 0.59 0.24 0.59 0.71 0.75 0.35 0.04

Uniform Delay, d1 49.7 29.3 22.8 49.1 26.7 0.0 38.6 42.3 43.0 43.6 37.7

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 1.1 2.9 0.4 6.2 1.4 0.4 1.6 6.5 4.8 0.4 0.0

Delay (s) 50.8 32.2 23.2 55.3 28.1 0.4 40.2 48.7 47.8 44.0 37.7

Level of Service D C C E C A D D D D D

Approach Delay (s/veh) 31.0 20.9 44.7 46.0

Approach LOS C C D D

Intersection Summary

HCM 2000 Control Delay (s/veh) 31.7 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.72

Actuated Cycle Length (s) 107.5 Sum of lost time (s) 27.0

Intersection Capacity Utilization 76.7% ICU Level of Service D

Analysis Period (min) 15

c    Critical Lane Group
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Movement SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations

Traffic Volume (veh/h) 31 905 221 65 766 374 210 91 145 404 76 69

Future Volume (veh/h) 31 905 221 65 766 374 210 91 145 404 76 69

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 32 923 226 66 782 0 214 93 148 412 78 70

Peak Hour Factor 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 64 1319 588 91 1360 250 106 169 497 305 315

Arrive On Green 0.04 0.37 0.37 0.05 0.38 0.00 0.14 0.16 0.16 0.14 0.16 0.16

Sat Flow, veh/h 1781 3554 1585 1781 3554 1585 1781 650 1034 3456 1870 1585

Grp Volume(v), veh/h 32 923 226 66 782 0 214 0 241 412 78 70

Grp Sat Flow(s),veh/h/ln 1781 1777 1585 1781 1777 1585 1781 0 1684 1728 1870 1585

Q Serve(g_s), s 1.7 21.5 10.2 3.6 17.0 0.0 11.4 0.0 13.6 11.3 3.5 3.6

Cycle Q Clear(g_c), s 1.7 21.5 10.2 3.6 17.0 0.0 11.4 0.0 13.6 11.3 3.5 3.6

Prop In Lane 1.00 1.00 1.00 1.00 1.00 0.61 1.00 1.00

Lane Grp Cap(c), veh/h 64 1319 588 91 1360 250 0 275 497 305 315

V/C Ratio(X) 0.50 0.70 0.38 0.72 0.58 0.86 0.00 0.88 0.83 0.26 0.22

Avail Cap(c_a), veh/h 366 1461 651 366 1461 549 0 346 1065 384 382

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 1.00 1.00 1.00 1.00 0.00 1.00 0.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 46.1 26.0 22.4 45.5 23.8 0.0 40.9 0.0 39.7 40.5 35.6 32.7

Incr Delay (d2), s/veh 2.3 3.1 1.9 4.0 1.8 0.0 3.3 0.0 15.8 1.4 0.2 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.8 9.2 4.1 1.6 7.1 0.0 5.2 0.0 6.8 4.8 1.6 1.4

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 48.3 29.1 24.3 49.5 25.6 0.0 44.1 0.0 55.5 41.9 35.7 32.8

LnGrp LOS D C C D C D E D D C

Approach Vol, veh/h 1181 848 455 560

Approach Delay, s/veh 28.7 27.4 50.2 39.9

Approach LOS C C D D

Timer - Assigned Phs 1 2 3 4 5 6 7 8

Phs Duration (G+Y+Rc), s 10.6 44.0 20.7 22.1 11.7 42.9 20.6 22.1

Change Period (Y+Rc), s 7.1 * 6.8 7.0 * 6.2 6.7 6.8 6.6 * 6.2

Max Green Setting (Gmax), s 20.0 * 40 30.0 * 20 20.0 40.0 30.0 * 20

Max Q Clear Time (g_c+I1), s 3.7 19.0 13.4 5.6 5.6 23.5 13.3 15.6

Green Ext Time (p_c), s 0.0 11.8 0.3 0.2 0.0 12.6 0.7 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 33.6

HCM 7th LOS C

Notes

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.

Unsignalized Delay for [NWR] is excluded from calculations of the approach delay and intersection delay.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 59 15 65 51 14 132 39 1025 52 149 1206 52

Future Volume (vph) 59 15 65 51 14 132 39 1025 52 149 1206 52

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Lane Util. Factor 1.00 1.00 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00

Frpb, ped/bikes 1.00 1.00 1.00 0.97 0.96 1.00 1.00 1.00 1.00 1.00 1.00

Flpb, ped/bikes 0.98 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 1.00 0.88 1.00 0.88 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1727 1636 1770 1505 1444 1770 3539 1583 3433 3539 1583

Flt Permitted 0.70 1.00 0.70 1.00 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1279 1636 1307 1505 1444 1770 3539 1583 3433 3539 1583

Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Adj. Flow (vph) 63 16 69 54 15 140 41 1090 55 159 1283 55

RTOR Reduction (vph) 0 63 0 0 58 70 0 0 25 0 0 21

Lane Group Flow (vph) 63 22 0 54 20 7 41 1090 30 159 1283 34

Confl. Peds. (#/hr) 8 8

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA Perm

Protected Phases 8 4 5 2 1 6

Permitted Phases 8 4 4 2 6

Actuated Green, G (s) 6.3 6.3 6.0 6.0 6.0 3.6 39.0 39.0 7.7 43.4 43.4

Effective Green, g (s) 6.3 6.3 6.0 6.0 6.0 3.6 39.0 39.0 7.7 43.4 43.4

Actuated g/C Ratio 0.09 0.09 0.08 0.08 0.08 0.05 0.55 0.55 0.11 0.61 0.61

Clearance Time (s) 5.3 5.3 5.6 5.6 5.6 6.3 6.1 6.1 6.6 6.1 6.1

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.5 6.0 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 113 145 110 127 122 89 1943 869 372 2163 967

v/s Ratio Prot 0.01 0.01 0.02 0.31 c0.05 c0.36

v/s Ratio Perm c0.05 0.04 0.00 0.02 0.02

v/c Ratio 0.56 0.15 0.49 0.16 0.05 0.46 0.56 0.03 0.43 0.59 0.03

Uniform Delay, d1 31.0 29.9 31.0 30.2 29.9 32.8 10.4 7.4 29.6 8.4 5.5

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 3.4 0.2 1.3 0.2 0.1 1.4 0.8 0.0 0.3 0.8 0.0

Delay (s) 34.4 30.1 32.3 30.4 30.0 34.1 11.2 7.4 29.9 9.2 5.5

Level of Service C C C C C C B A C A A

Approach Delay (s/veh) 31.9 30.7 11.8 11.3

Approach LOS C C B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 13.8 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.61

Actuated Cycle Length (s) 71.0 Sum of lost time (s) 18.3

Intersection Capacity Utilization 63.0% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 59 15 65 51 14 132 39 1025 52 149 1206 52

Future Volume (veh/h) 59 15 65 51 14 132 39 1025 52 149 1206 52

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 0.98 0.98 0.99 0.97 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 63 16 69 54 0 150 41 1090 55 159 1283 55

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 261 37 161 207 0 379 86 1802 804 302 1957 873

Arrive On Green 0.12 0.12 0.12 0.12 0.00 0.12 0.05 0.51 0.51 0.09 0.55 0.55

Sat Flow, veh/h 1218 302 1303 1294 0 3067 1781 3554 1585 3456 3554 1585

Grp Volume(v), veh/h 63 0 85 54 0 150 41 1090 55 159 1283 55

Grp Sat Flow(s),veh/h/ln 1218 0 1605 1294 0 1534 1781 1777 1585 1728 1777 1585

Q Serve(g_s), s 3.1 0.0 3.2 2.6 0.0 2.9 1.5 14.1 1.1 2.9 16.5 1.0

Cycle Q Clear(g_c), s 3.1 0.0 3.2 5.8 0.0 2.9 1.5 14.1 1.1 2.9 16.5 1.0

Prop In Lane 1.00 0.81 1.00 1.00 1.00 1.00 1.00 1.00

Lane Grp Cap(c), veh/h 261 0 198 207 0 379 86 1802 804 302 1957 873

V/C Ratio(X) 0.24 0.00 0.43 0.26 0.00 0.40 0.48 0.60 0.07 0.53 0.66 0.06

Avail Cap(c_a), veh/h 487 0 495 447 0 946 687 2192 978 1332 2192 978

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 26.3 0.0 26.3 29.0 0.0 26.2 30.1 11.4 8.2 28.3 10.2 6.8

Incr Delay (d2), s/veh 0.2 0.0 0.5 0.2 0.0 0.2 1.5 1.2 0.1 0.5 1.4 0.1

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 0.9 0.0 1.2 0.8 0.0 1.0 0.6 4.8 0.4 1.1 5.4 0.3

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 26.4 0.0 26.8 29.2 0.0 26.4 31.6 12.6 8.3 28.8 11.7 6.9

LnGrp LOS C C C C C B A C B A

Approach Vol, veh/h 148 204 1186 1497

Approach Delay, s/veh 26.7 27.2 13.0 13.3

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 12.3 39.0 13.6 9.4 41.8 13.6

Change Period (Y+Rc), s 6.6 6.1 5.6 6.3 6.1 * 5.6

Max Green Setting (Gmax), s 25.0 40.0 20.0 25.0 40.0 * 20

Max Q Clear Time (g_c+I1), s 4.9 16.1 7.8 3.5 18.5 5.2

Green Ext Time (p_c), s 0.2 16.7 0.2 0.0 17.2 0.3

Intersection Summary

HCM 7th Control Delay, s/veh 14.8

HCM 7th LOS B

Notes

User approved volume balancing among the lanes for turning movement.

* HCM 7th computational engine requires equal clearance times for the phases crossing the barrier.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 129 1 77 8 1 6 62 967 1 16 1152 154

Future Volume (vph) 129 1 77 8 1 6 62 967 1 16 1152 154

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 1.00 0.95 1.00

Frt 1.00 0.85 0.95 1.00 1.00 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.97 0.95 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1587 1716 1770 3539 1770 3539 1583

Flt Permitted 0.75 1.00 0.82 0.95 1.00 0.95 1.00 1.00

Satd. Flow (perm) 1393 1587 1448 1770 3539 1770 3539 1583

Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Adj. Flow (vph) 136 1 81 8 1 6 65 1018 1 17 1213 162

RTOR Reduction (vph) 0 70 0 0 5 0 0 0 0 0 0 76

Lane Group Flow (vph) 136 12 0 0 10 0 65 1019 0 17 1213 86

Turn Type Perm NA Perm NA Prot NA Prot NA Perm

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 6

Actuated Green, G (s) 9.9 9.9 9.9 6.9 40.6 5.3 38.7 38.7

Effective Green, g (s) 9.9 9.9 9.9 6.9 40.6 5.3 38.7 38.7

Actuated g/C Ratio 0.14 0.14 0.14 0.09 0.55 0.07 0.53 0.53

Clearance Time (s) 6.0 6.0 6.0 5.7 6.0 5.4 6.0 6.0

Vehicle Extension (s) 1.5 1.5 2.5 1.5 6.0 1.5 6.0 6.0

Lane Grp Cap (vph) 188 214 195 166 1962 128 1871 836

v/s Ratio Prot 0.01 c0.04 0.29 0.01 c0.34

v/s Ratio Perm c0.10 0.01 0.05

v/c Ratio 0.72 0.06 0.05 0.39 0.52 0.13 0.65 0.10

Uniform Delay, d1 30.3 27.6 27.6 31.2 10.2 31.8 12.4 8.6

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 11.0 0.0 0.1 0.6 0.6 0.2 1.3 0.2

Delay (s) 41.4 27.6 27.6 31.7 10.8 32.0 13.7 8.7

Level of Service D C C C B C B A

Approach Delay (s/veh) 36.2 27.6 12.1 13.3

Approach LOS D C B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 14.7 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.63

Actuated Cycle Length (s) 73.2 Sum of lost time (s) 17.7

Intersection Capacity Utilization 62.7% ICU Level of Service B

Analysis Period (min) 15

c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 129 1 77 8 1 6 62 967 1 16 1152 154

Future Volume (veh/h) 129 1 77 8 1 6 62 967 1 16 1152 154

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870 1870

Adj Flow Rate, veh/h 136 1 81 8 1 6 65 1018 1 17 1213 162

Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

Percent Heavy Veh, % 2 2 2 2 2 2 2 2 2 2 2 2

Cap, veh/h 286 2 176 133 32 54 136 1987 2 136 1922 857

Arrive On Green 0.11 0.11 0.11 0.11 0.11 0.11 0.08 0.55 0.55 0.08 0.54 0.54

Sat Flow, veh/h 1409 19 1569 437 290 484 1781 3643 4 1781 3554 1585

Grp Volume(v), veh/h 136 0 82 15 0 0 65 497 522 17 1213 162

Grp Sat Flow(s),veh/h/ln 1409 0 1588 1211 0 0 1781 1777 1870 1781 1777 1585

Q Serve(g_s), s 2.1 0.0 3.2 0.0 0.0 0.0 2.3 11.5 11.5 0.6 15.6 3.4

Cycle Q Clear(g_c), s 5.3 0.0 3.2 3.2 0.0 0.0 2.3 11.5 11.5 0.6 15.6 3.4

Prop In Lane 1.00 0.99 0.53 0.40 1.00 0.00 1.00 1.00

Lane Grp Cap(c), veh/h 286 0 178 220 0 0 136 969 1020 136 1922 857

V/C Ratio(X) 0.48 0.00 0.46 0.07 0.00 0.00 0.48 0.51 0.51 0.12 0.63 0.19

Avail Cap(c_a), veh/h 387 0 291 610 0 0 409 1087 1144 409 2174 970

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 28.0 0.0 27.2 26.0 0.0 0.0 28.9 9.4 9.4 28.1 10.5 7.7

Incr Delay (d2), s/veh 0.5 0.0 0.7 0.1 0.0 0.0 1.0 1.5 1.4 0.2 1.3 0.4

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(50%),veh/ln 2.0 0.0 1.2 0.2 0.0 0.0 1.0 4.0 4.2 0.2 5.2 1.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 28.4 0.0 27.9 26.1 0.0 0.0 29.9 10.9 10.8 28.3 11.8 8.1

LnGrp LOS C C C C B B C B A

Approach Vol, veh/h 218 15 1084 1392

Approach Delay, s/veh 28.2 26.1 12.0 11.5

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.4 41.7 13.3 10.7 41.4 13.3

Change Period (Y+Rc), s 5.4 6.0 6.0 5.7 6.0 6.0

Max Green Setting (Gmax), s 15.0 40.0 12.0 15.0 40.0 25.0

Max Q Clear Time (g_c+I1), s 2.6 13.5 7.3 4.3 17.6 5.2

Green Ext Time (p_c), s 0.0 16.0 0.1 0.0 17.8 0.0

Intersection Summary

HCM 7th Control Delay, s/veh 13.1

HCM 7th LOS B

Notes

User approved pedestrian interval to be less than phase max green.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 14 2 3 34 1 359 1 652 28 357 835 9

Future Volume (vph) 14 2 3 34 1 359 1 652 28 357 835 9

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95 1.00

Frt 1.00 0.91 1.00 0.85 1.00 1.00 0.85 1.00 1.00 0.85

Flt Protected 0.95 1.00 0.95 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (prot) 1770 1695 1770 1584 1770 3539 1583 1770 3539 1583

Flt Permitted 0.39 1.00 0.75 1.00 0.95 1.00 1.00 0.95 1.00 1.00

Satd. Flow (perm) 730 1695 1405 1584 1770 3539 1583 1770 3539 1583

Peak-hour factor, PHF 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Adj. Flow (vph) 15 2 3 37 1 386 1 701 30 384 898 10

RTOR Reduction (vph) 0 3 0 0 342 0 0 0 18 0 0 3

Lane Group Flow (vph) 15 2 0 37 45 0 1 701 12 384 898 7

Turn Type Perm NA Perm NA Prot NA Perm Prot NA Perm

Protected Phases 4 4 5 2 1 6

Permitted Phases 4 4 2 6

Actuated Green, G (s) 10.2 10.2 10.2 10.2 0.9 36.4 36.4 24.3 59.3 59.3

Effective Green, g (s) 10.2 10.2 10.2 10.2 0.9 36.4 36.4 24.3 59.3 59.3

Actuated g/C Ratio 0.11 0.11 0.11 0.11 0.01 0.40 0.40 0.27 0.66 0.66

Clearance Time (s) 6.0 6.0 6.0 6.0 7.3 6.7 6.7 6.8 6.7 6.7

Vehicle Extension (s) 1.5 1.5 1.5 1.5 1.5 1.0 1.0 2.5 1.0 1.0

Lane Grp Cap (vph) 82 191 158 178 17 1424 637 475 2321 1038

v/s Ratio Prot 0.00 c0.03 0.00 c0.20 c0.22 0.25

v/s Ratio Perm 0.02 0.03 0.01 0.00

v/c Ratio 0.18 0.01 0.23 0.25 0.06 0.49 0.02 0.81 0.39 0.01

Uniform Delay, d1 36.3 35.6 36.5 36.6 44.3 20.1 16.3 30.9 7.2 5.4

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.4 0.0 0.3 0.3 0.5 0.1 0.0 9.5 0.0 0.0

Delay (s) 36.7 35.6 36.8 36.9 44.9 20.2 16.3 40.4 7.2 5.4

Level of Service D D D D D C B D A A

Approach Delay (s/veh) 36.4 36.9 20.1 17.1

Approach LOS D D C B

Intersection Summary

HCM 2000 Control Delay (s/veh) 21.5 HCM 2000 Level of Service C

HCM 2000 Volume to Capacity ratio 0.57

Actuated Cycle Length (s) 90.4 Sum of lost time (s) 20.0

Intersection Capacity Utilization 83.3% ICU Level of Service E

Analysis Period (min) 15

c    Critical Lane Group
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HCM 7th Edition methodology does not support Non-NEMA phasing.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 1 3 0 18 1 82 1 499 22 129 591 1

Future Volume (vph) 1 3 0 18 1 82 1 499 22 129 591 1

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Total Lost time (s) 7.2 7.2 7.2 5.9 6.9 6.9 9.4 6.9

Lane Util. Factor 1.00 1.00 1.00 1.00 0.95 1.00 1.00 0.95

Frt 1.00 1.00 0.85 1.00 1.00 0.85 1.00 1.00

Flt Protected 0.99 0.95 1.00 0.95 1.00 1.00 0.95 1.00

Satd. Flow (prot) 1840 1778 1583 1770 3539 1583 1770 3538

Flt Permitted 0.91 0.73 1.00 0.95 1.00 1.00 0.95 1.00

Satd. Flow (perm) 1692 1368 1583 1770 3539 1583 1770 3538

Peak-hour factor, PHF 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96 0.96

Adj. Flow (vph) 1 3 0 19 1 85 1 520 23 134 616 1

RTOR Reduction (vph) 0 0 0 0 0 79 0 0 11 0 0 0

Lane Group Flow (vph) 0 4 0 0 20 6 1 520 12 134 617 0

Turn Type Perm NA Perm NA Perm Prot NA Perm Prot NA

Protected Phases 4 8 5 2 1 6

Permitted Phases 4 8 8 2

Actuated Green, G (s) 6.2 6.2 6.2 1.1 45.5 45.5 10.4 58.3

Effective Green, g (s) 6.2 6.2 6.2 1.1 45.5 45.5 10.4 58.3

Actuated g/C Ratio 0.07 0.07 0.07 0.01 0.53 0.53 0.12 0.68

Clearance Time (s) 7.2 7.2 7.2 5.9 6.9 6.9 9.4 6.9

Vehicle Extension (s) 2.5 2.5 2.5 2.0 6.0 6.0 2.0 6.0

Lane Grp Cap (vph) 122 99 114 22 1881 841 215 2409

v/s Ratio Prot 0.00 c0.15 c0.08 0.17

v/s Ratio Perm 0.00 c0.01 0.00 0.01

v/c Ratio 0.03 0.20 0.05 0.05 0.28 0.01 0.62 0.26

Uniform Delay, d1 36.9 37.4 37.0 41.7 11.0 9.5 35.7 5.3

Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Incremental Delay, d2 0.1 0.7 0.1 0.3 0.2 0.0 4.0 0.2

Delay (s) 37.0 38.1 37.1 42.0 11.2 9.5 39.7 5.4

Level of Service D D D D B A D A

Approach Delay (s/veh) 37.0 37.3 11.2 11.6

Approach LOS D D B B

Intersection Summary

HCM 2000 Control Delay (s/veh) 13.4 HCM 2000 Level of Service B

HCM 2000 Volume to Capacity ratio 0.33

Actuated Cycle Length (s) 85.6 Sum of lost time (s) 23.5

Intersection Capacity Utilization 66.7% ICU Level of Service C

Analysis Period (min) 15

c    Critical Lane Group
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